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Change 1 

	Function name
	fl_TC_9_2_3_1_22_Body

	Reason for change
	Incrementation of value tag is done for wrong cell(Cell I) at the Step 3-4 and Step 11. There should be cell A at the Step 3-4 and cell B at the Step 11.

	Summary of change
	At the step 3-4 change cell in the function f_EUTRA_CellInfo_IncrementValueTagSI_SIB2 from eutra_CellI to eutra_CellA. The same at the Step 11, just use eutra_CellB.

	TTCN module
	LTE\9_2\NAS_TrackingArea_EOnly.ttcn

	MCC160 Comment
	


Before change

     function fl_TC_9_2_3_1_22_Body() runs on EUTRA_PTC

  { /* @sic R5-113836 sic@ @sic R5s110566 sic@ */

    var template (value) CellPowerList_Type v_CellPowerList;
…

…

    //  @siclog "Step 3 - 4" siclog@

    //+ The SS transmits a Paging message including systemInfoModification.

    //+ The SS changes SystemInformationBlockType2 parameters to default parameters defined in TS 36.508.

    f_EUTRA_ChangeSystemInformation_ToDefault ( eutra_CellA );

    f_EUTRA_CellInfo_IncrementValueTagSI_SIB2(eutra_CellI); // @sic R5s170671 sic@

    f_EUTRA_ModifySysinfo ( eutra_CellA );

    //  @siclog "Step 5" siclog@
…

…

    //  @siclog "Step 11" siclog@

    //  The SS sets SystemInformationBlockType1 and SystemInformationBlockType2 parameters as described below.

    f_EUTRA_CellInfo_SetSysInfo_AccessBarring ( eutra_CellB, cs_AccessBarringInformation_TemporaryBarring );

    f_EUTRA_CellInfo_IncrementValueTagSI_SIB2(eutra_CellI); // @sic R5s170671 sic@

    f_EUTRA_Cellinfo_SetSysInfo_IntraFreqRes ( eutra_CellB, allowed );

    f_EUTRA_SetSB1_ValueTag (eutra_CellB, true);

    f_EUTRA_ModifySysinfoUE_Off (eutra_CellB);

    f_Delay (10.0); // 10 seconds delay to allow the sys info modification to take place.

    //  @siclog "Step 12 Void" siclog@ 
After change

       function fl_TC_9_2_3_1_22_Body() runs on EUTRA_PTC

  { /* @sic R5-113836 sic@ @sic R5s110566 sic@ */

    var template (value) CellPowerList_Type v_CellPowerList;
…

…

    //  @siclog "Step 3 - 4" siclog@

    //+ The SS transmits a Paging message including systemInfoModification.

    //+ The SS changes SystemInformationBlockType2 parameters to default parameters defined in TS 36.508.

    f_EUTRA_ChangeSystemInformation_ToDefault ( eutra_CellA );

    f_EUTRA_CellInfo_IncrementValueTagSI_SIB2(eutra_CellA); // @sic R5s170671 sic@       f_EUTRA_ModifySysinfo ( eutra_CellA );

    //  @siclog "Step 5" siclog@
…

…

    //  @siclog "Step 11" siclog@

    //  The SS sets SystemInformationBlockType1 and SystemInformationBlockType2 parameters as described below.

    f_EUTRA_CellInfo_SetSysInfo_AccessBarring ( eutra_CellB, cs_AccessBarringInformation_TemporaryBarring );

    f_EUTRA_CellInfo_IncrementValueTagSI_SIB2(eutra_CellB); // @sic R5s170671 sic@      f_EUTRA_Cellinfo_SetSysInfo_IntraFreqRes ( eutra_CellB, allowed );

    f_EUTRA_SetSB1_ValueTag (eutra_CellB, true);

    f_EUTRA_ModifySysinfoUE_Off (eutra_CellB);

    f_Delay (10.0); // 10 seconds delay to allow the sys info modification to take place.

    //  @siclog "Step 12 Void" siclog@ 
