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Change 1 

	Function name
	f_Generate_cs_508_MobilityControlInfo_HO_DL_CarrierFreq

	Reason for change
	Current implemenatation cause a run-time error in TDD bands, because v_CarrierFreqEutra.ul_CarrierFreq is omit for TDD bands. The function valueof cause a run-time error as omit is not a value.

	Summary of change
	Add the checker if the v_CarrierFreqEutra.ul_CarrierFreq is a value or not. If it is a value then return value otherwise return omit.

	TTCN module
	\LTE_A_R10_R11\8_6\RRC_LoggedHOFailure.ttcn

	MCC160 Comment
	Accepted


Before change

  function f_Generate_cs_508_MobilityControlInfo_HO_DL_CarrierFreq(EUTRA_CellId_Type p_TargetCellId,

                                                                   template (omit) CellCarrierFreqEUTRA_Type p_CarrierFreqEutra := omit)

    runs on EUTRA_PTC return template (value) MobilityControlInfo

  { //@sic R5-165892, R5s130975, R5s131037 sic@

    var Frequency_IE_Type v_Frequency_IE;

    var template(value) CarrierFreqEUTRA  v_EUTRA_CarrierFreq;

    var template (omit) CellCarrierFreqEUTRA_Type v_CarrierFreqEutra := p_CarrierFreqEutra;

    if (not isvalue(p_CarrierFreqEutra)) {

      v_Frequency_IE := f_EUTRA_CellInfo_GetFrequencyIEs(p_TargetCellId);

      v_CarrierFreqEutra := v_Frequency_IE.UL_DL_Earfcn;

      v_EUTRA_CarrierFreq := cs_CarrierFreqEUTRA(v_Frequency_IE.UL_DL_Earfcn.dl_CarrierFreq, v_Frequency_IE.UL_DL_Earfcn.ul_CarrierFreq);

    }

    else { //@sic R5s160846 sic@

      v_EUTRA_CarrierFreq := cs_CarrierFreqEUTRA(valueof(v_CarrierFreqEutra.dl_CarrierFreq), valueof(v_CarrierFreqEutra.ul_CarrierFreq));
    }

    return f_Generate_cs_MobilityControlInfo_HO(p_TargetCellId, v_EUTRA_CarrierFreq, omit);

  }
After change

    function f_Generate_cs_508_MobilityControlInfo_HO_DL_CarrierFreq(EUTRA_CellId_Type p_TargetCellId,

                                                                   template (omit) CellCarrierFreqEUTRA_Type p_CarrierFreqEutra := omit)

    runs on EUTRA_PTC return template (value) MobilityControlInfo

  { //@sic R5-165892, R5s130975, R5s131037 sic@

    var Frequency_IE_Type v_Frequency_IE;

    var template(value) CarrierFreqEUTRA  v_EUTRA_CarrierFreq;

    var template (omit) CellCarrierFreqEUTRA_Type v_CarrierFreqEutra := p_CarrierFreqEutra;

    if (not isvalue(p_CarrierFreqEutra)) {

      v_Frequency_IE := f_EUTRA_CellInfo_GetFrequencyIEs(p_TargetCellId);

      v_CarrierFreqEutra := v_Frequency_IE.UL_DL_Earfcn;

      v_EUTRA_CarrierFreq := cs_CarrierFreqEUTRA(v_Frequency_IE.UL_DL_Earfcn.dl_CarrierFreq, v_Frequency_IE.UL_DL_Earfcn.ul_CarrierFreq);

    }

    else { //@sic R5s160846 sic@

      if(isvalue(v_CarrierFreqEutra.ul_CarrierFreq)){

         v_EUTRA_CarrierFreq := cs_CarrierFreqEUTRA(valueof(v_CarrierFreqEutra.dl_CarrierFreq), valueof(v_CarrierFreqEutra.ul_CarrierFreq)); 

      } else {

        v_EUTRA_CarrierFreq := cs_CarrierFreqEUTRA(valueof(v_CarrierFreqEutra.dl_CarrierFreq), omit);

      }
    }

    return f_Generate_cs_MobilityControlInfo_HO(p_TargetCellId, v_EUTRA_CarrierFreq, omit);

  }
