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Change 1 

	Group name
	RRC_Nested_Types

	Reason for change
	As per TS 36.306 Table 4.1A-1 and Table 4.1A-2 UL/DL UE categories are present so TTCN need to be updated to initialize these UE Categories. 



	Summary of change
	Updated funcion f_EUTRA_UE_CategoryInfo_Init to set correct UE category according to pixits.

	TTCN module
	\Common\EUTRA_Defs\EUTRA_CommonDefs.ttcn

	MCC160 Comment
	Postponed. 

This equates to an ASP change ; ASP changes shall be discussed first at a TTCN Workshop or a RAN5 TTCN sidebar. This issue shall be raised at the upcoming TTCN Workshop#37 on 11th April 2017. 


After change

    group RRC_Nested_Types {

  type MasterInformationBlock.dl_Bandwidth
…
type UE_EUTRA_Capability_v1250_IEs.ue_CategoryDL_r12      UE_CategoryDL_r12_Type;       

  type UE_EUTRA_Capability_v1250_IEs.ue_CategoryUL_r12      UE_CategoryUL_r12_Type;    

  type UE_EUTRA_Capability_v1260_IEs.ue_CategoryDL_v1260    UE_CategoryDL_v1260_Type; 
…
Change 2
	Template  name
	cs_UE_CategoryInfo

	Reason for change
	As per TS 36.306 Table 4.1A-1 and Table 4.1A-2 UL/DL UE categories are present so TTCN need to be updated to initialize these UE Categories. 



	Summary of change
	Updated funcion f_EUTRA_UE_CategoryInfo_Init to set correct UE category according to pixits.

	TTCN module
	\Common\EUTRA_Templates\EUTRA_CellCfg_Templates.ttcn

	MCC160 Comment
	Postponed. 
See explanations of Change 1.


Before change

    template (value) UE_CategoryInfo_Type cs_UE_CategoryInfo(UE_Category_Type            p_UE_Category,

                                                           template (omit) UE_Category_v1020_Type      p_UE_Category_V1020 := omit,

                                                           template (omit) UE_Category_v1170_Type      p_UE_Category_v1170 := omit,

                                                           template (omit) UE_Category_v11a0_Type      p_UE_Category_v11a0 := omit,

                                                           template (omit) UE_Category_v1250_Type      p_UE_Category_v1250 := omit,

                                                           template (omit) UE_CategoryUL_v1310_Type    p_UE_CategoryUL_v1310 := omit,

                                                           template (omit) UE_CategoryDL_v1310_Type    p_UE_CategoryDL_v1310 := omit) :=

  { /* @status    APPROVED (IMS, IMS_IRAT, LTE, LTE_A_IRAT, LTE_A_R10_R11, LTE_A_R12, LTE_IRAT, POS) */

    //@sic R5w150203r1, R5w160205 sic@

    ue_Category            := p_UE_Category,

    ue_Category_V1020      := p_UE_Category_V1020,

    ue_Category_v1170      := p_UE_Category_v1170,

    ue_Category_v11a0      := p_UE_Category_v11a0,

    ue_Category_v1250      := p_UE_Category_v1250,

    ue_CategoryUL_v1310    := p_UE_CategoryUL_v1310,

    ue_CategoryDL_v1310    := p_UE_CategoryDL_v1310

  };
After change

template (value) UE_CategoryInfo_Type cs_UE_CategoryInfo(UE_Category_Type            p_UE_Category,

                                                           template (omit) UE_Category_v1020_Type      p_UE_Category_V1020 := omit,

                                                           template (omit) UE_Category_v1170_Type      p_UE_Category_v1170 := omit,

                                                           template (omit) UE_Category_v11a0_Type      p_UE_Category_v11a0 := omit,

                                                           template (omit) UE_Category_v1250_Type      p_UE_Category_v1250 := omit,

                                                           template (omit) UE_CategoryUL_v1310_Type    p_UE_CategoryUL_v1310 := omit,

                                                           template (omit) UE_CategoryDL_v1310_Type    p_UE_CategoryDL_v1310 := omit,

                                                           template (omit) UE_CategoryUL_r12_Type      p_UE_CategoryUL_r12 := omit,            

                                                           template (omit) UE_CategoryDL_r12_Type      p_UE_CategoryDL_r12 := omit,              

                                                           template (omit) UE_CategoryDL_v1260_Type    p_UE_CategoryDL_v1260 := omit) :=         
  { /* @status    APPROVED (IMS, IMS_IRAT, LTE, LTE_A_IRAT, LTE_A_R10_R11, LTE_A_R12, LTE_IRAT, POS) */

    //@sic R5w150203r1, R5w160205 sic@

    ue_Category            := p_UE_Category,

    ue_Category_V1020      := p_UE_Category_V1020,

    ue_Category_v1170      := p_UE_Category_v1170,

    ue_Category_v11a0      := p_UE_Category_v11a0,

    ue_Category_v1250      := p_UE_Category_v1250,

    ue_CategoryUL_r12      := p_UE_CategoryUL_r12,           

    ue_CategoryDL_r12      := p_UE_CategoryDL_r12,           

    ue_CategoryDL_v1260    := p_UE_CategoryDL_v1260,         
    ue_CategoryUL_v1310    := p_UE_CategoryUL_v1310,

    ue_CategoryDL_v1310    := p_UE_CategoryDL_v1310

  };
Change 3
	Function  name
	UE_CategoryInfo_Type

	Reason for change
	As per TS 36.306 Table 4.1A-1 and Table 4.1A-2 UL/DL UE categories are present so TTCN need to be updated to initialize these UE Categories. 



	Summary of change
	Updated funcion f_EUTRA_UE_CategoryInfo_Init to set correct UE category according to pixits.

	TTCN module
	\Common\EUTRA_Defs\EUTRA_ASP_TypeDefs.ttcn

	MCC160 Comment
	Postponed. 

This equates to an ASP change ; ASP changes shall be discussed first at a TTCN Workshop or a RAN5 TTCN sidebar. This issue shall be raised at the upcoming TTCN Workshop#37 on 11th April 2017. 


Before change

    type record UE_CategoryInfo_Type {

    UE_Category_Type            ue_Category,

    UE_Category_v1020_Type      ue_Category_V1020 optional,

    UE_Category_v1170_Type      ue_Category_v1170 optional,

    UE_Category_v11a0_Type      ue_Category_v11a0 optional,

    UE_Category_v1250_Type      ue_Category_v1250 optional,     /* If UE category is 0 then

                                                                 * 1. SS shall forward UL CCCH SDU only when indicated with LCHID '01011'B.

                                                                 * 2. SS shall restrict DL UE-dedicated MAC TBS to 1000. */

    UE_CategoryUL_v1310_Type    ue_CategoryUL_v1310 optional,

    UE_CategoryDL_v1310_Type    ue_CategoryDL_v1310 optional

  };
After change

type record UE_CategoryInfo_Type {

    UE_Category_Type            ue_Category,

    UE_Category_v1020_Type      ue_Category_V1020 optional,

    UE_Category_v1170_Type      ue_Category_v1170 optional,

    UE_Category_v11a0_Type      ue_Category_v11a0 optional,

    UE_Category_v1250_Type      ue_Category_v1250 optional,     /* If UE category is 0 then

                                                                 * 1. SS shall forward UL CCCH SDU only when indicated with LCHID '01011'B.

                                                                 * 2. SS shall restrict DL UE-dedicated MAC TBS to 1000. */

    UE_CategoryUL_r12_Type      ue_CategoryUL_r12 optional,                        

    UE_CategoryDL_r12_Type      ue_CategoryDL_r12 optional,                         

    UE_CategoryDL_v1260_Type    ue_CategoryDL_v1260 optional,              

    UE_CategoryUL_v1310_Type    ue_CategoryUL_v1310 optional,

    UE_CategoryDL_v1310_Type    ue_CategoryDL_v1310 optional

  };
Change 4
	Function  name
	f_EUTRA_UE_CategoryInfo_Init

	Reason for change
	As per TS 36.306 Table 4.1A-1 and Table 4.1A-2 UL/DL UE categories are present so TTCN need to be updated to initialize these UE Categories. 



	Summary of change
	Updated funcion f_EUTRA_UE_CategoryInfo_Init to set correct UE category according to pixits.

	TTCN module
	\Common\EUTRA\EUTRA_ConfigurationSteps.ttcn

	MCC160 Comment
	Postponed. 

See explanations of Change 1.


Before change

function f_EUTRA_UE_CategoryInfo_Init() return template (value) UE_CategoryInfo_Type

  { //@sic R5w150203r1 sic@

    var template (value) UE_CategoryInfo_Type v_UE_CategoryInfo := cs_UE_CategoryInfo(5); // initialised with a dummy value

    if (pc_ue_Category_1) {

      v_UE_CategoryInfo.ue_Category := 1;

    } else if(pc_ue_Category_2) {

      v_UE_CategoryInfo.ue_Category := 2;

    } else if(pc_ue_Category_3) {

      v_UE_CategoryInfo.ue_Category := 3;

    } else if(pc_ue_Category_4) {

      v_UE_CategoryInfo.ue_Category := 4;

    } else if(pc_ue_Category_5) {

      v_UE_CategoryInfo.ue_Category := 5;

    }

    if (pc_ue_Category_6) {

      v_UE_CategoryInfo.ue_Category_V1020 := 6;

    } else if (pc_ue_Category_7) {

      v_UE_CategoryInfo.ue_Category_V1020 := 7;

    } else if (pc_ue_Category_8) {

      v_UE_CategoryInfo.ue_Category_V1020 := 8;

    }

    if (pc_ue_Category_9) {

      v_UE_CategoryInfo.ue_Category_v1170 := 9;

    } else if(pc_ue_Category_10) {

      v_UE_CategoryInfo.ue_Category_v1170 := 10;

    }

    if (pc_ue_Category_11) {

      v_UE_CategoryInfo.ue_Category_v11a0 := 11;

    } else if(pc_ue_Category_12) {

      v_UE_CategoryInfo.ue_Category_v11a0 := 12;

    }

    if (pc_ue_CategoryDL_0) {

      v_UE_CategoryInfo.ue_Category_v1250 := 0;

    }

    //Handle CAT M1 UEs @sic R5-167569 sic@

    if (pc_ue_CategoryUL_M1) {

      v_UE_CategoryInfo.ue_CategoryUL_v1310 := m1;

    }

    if (pc_ue_CategoryDL_M1) {

      v_UE_CategoryInfo.ue_CategoryDL_v1310 := m1;

    }

    return v_UE_CategoryInfo;

  }
After change

function f_EUTRA_UE_CategoryInfo_Init() return template (value) UE_CategoryInfo_Type

  { //@sic R5w150203r1 sic@

    var template (value) UE_CategoryInfo_Type v_UE_CategoryInfo := cs_UE_CategoryInfo(5); // initialised with a dummy value

    if (pc_ue_Category_1) {

      v_UE_CategoryInfo.ue_Category := 1;

    } else if(pc_ue_Category_2) {

      v_UE_CategoryInfo.ue_Category := 2;

    } else if(pc_ue_Category_3) {

      v_UE_CategoryInfo.ue_Category := 3;

    } else if(pc_ue_Category_4) {

      v_UE_CategoryInfo.ue_Category := 4;

    } else if(pc_ue_Category_5) {

      v_UE_CategoryInfo.ue_Category := 5;

    }

    if (pc_ue_Category_6) {

      v_UE_CategoryInfo.ue_Category_V1020 := 6;

    } else if (pc_ue_Category_7) {

      v_UE_CategoryInfo.ue_Category_V1020 := 7;

    } else if (pc_ue_Category_8) {

      v_UE_CategoryInfo.ue_Category_V1020 := 8;

    }

    if (pc_ue_Category_9) {

      v_UE_CategoryInfo.ue_Category_v1170 := 9;

    } else if(pc_ue_Category_10) {

      v_UE_CategoryInfo.ue_Category_v1170 := 10;

    }

    if (pc_ue_Category_11) {

      v_UE_CategoryInfo.ue_Category_v11a0 := 11;

    } else if(pc_ue_Category_12) {

      v_UE_CategoryInfo.ue_Category_v11a0 := 12;

    }

    if (pc_ue_CategoryDL_0) {

      v_UE_CategoryInfo.ue_Category_v1250 := 0;

    }

    if (pc_ue_CategoryDL_6) {

      v_UE_CategoryInfo.ue_CategoryDL_r12 := 6;

    } else if(pc_ue_CategoryDL_7) {

      v_UE_CategoryInfo.ue_CategoryDL_r12 := 7;

    } else if(pc_ue_CategoryDL_9) {

      v_UE_CategoryInfo.ue_CategoryDL_r12 := 9;

    } else if(pc_ue_CategoryDL_10) {

      v_UE_CategoryInfo.ue_CategoryDL_r12 := 10;

    } else if(pc_ue_CategoryDL_11) {

      v_UE_CategoryInfo.ue_CategoryDL_r12 := 11;

    } else if(pc_ue_CategoryDL_12) {

      v_UE_CategoryInfo.ue_CategoryDL_r12 := 12;

    } else if(pc_ue_CategoryDL_13) {

      v_UE_CategoryInfo.ue_CategoryDL_r12 := 13;

    } else if(pc_ue_CategoryDL_14) {

      v_UE_CategoryInfo.ue_CategoryDL_r12 := 14;

    }

    if (pc_ue_CategoryUL_3) {

      v_UE_CategoryInfo.ue_CategoryUL_r12 := 3;

    } else if(pc_ue_CategoryUL_5) {

      v_UE_CategoryInfo.ue_CategoryUL_r12 := 5;

    } else if(pc_ue_CategoryUL_7) {

      v_UE_CategoryInfo.ue_CategoryUL_r12 := 7;

    } else if(pc_ue_CategoryUL_8) {

      v_UE_CategoryInfo.ue_CategoryUL_r12 := 8;

    } else if(pc_ue_CategoryUL_13) {

      v_UE_CategoryInfo.ue_CategoryUL_r12 := 13;

    } 

    if (pc_ue_CategoryDL_15) {

      v_UE_CategoryInfo.ue_CategoryDL_v1260 := 15;

    } else if(pc_ue_CategoryDL_16) {

      v_UE_CategoryInfo.ue_CategoryDL_v1260 := 16;

    }
    //Handle CAT M1 UEs @sic R5-167569 sic@

    if (pc_ue_CategoryUL_M1) {

      v_UE_CategoryInfo.ue_CategoryUL_v1310 := m1;

    }

    if (pc_ue_CategoryDL_M1) {

      v_UE_CategoryInfo.ue_CategoryDL_v1310 := m1;

    }

    return v_UE_CategoryInfo;

  }
