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Change 1 

	Function name
	fl_TC_16_X_CommonProcedure

	Reason for change
	As per TS 34.229-1 Annex A.2.9 INVITE for MT Call the value of feature-param in Feature-Caps should be set according to A9:

A9
INVITE for creating a voice call and UE supports g.3gpp.srvcc-alerting media feature tag (A.12/34 3GPP TS 34.229-2 [5])
The hardcoded FALSE value needs to be removed and the value should be based on pc_IMS_SRVCCAlert which is the default value of input parameter of f_IMS_InviteRequest_MessageHeaderTX.

	Summary of change
	Removed hardcoded value in v_SrvccAlerting.

	TTCN module
	\IMS\16\IMS_CC_CodecSelecting.ttcn

	MCC160 Comment
	Accepted


Before change

  function fl_TC_16_X_CommonProcedure(template (value)   SDP_Message p_SDP_Message_Invite,

                                      template (present) SDP_Message p_SDP_Message_183,

                                      template (present) SDP_Message p_SDP_Message_180or200) runs on IMS_PTC

  { /* @sic R5-142994: Reimplementation - in fact there is the same sequence for 16.2 and 16.3/4 sic@ */

    var IMS_InviteRequestWithSdp_Type v_InviteRequestWithSdp;

    var SipUrl v_ContactUrl := f_IMS_PTC_ImsInfo_GetContactUrl();

    var InternetProtocol_Type v_Protocol;

    var IMS_DATA_RSP v_IMS_DATA_RSP_Ref;

    var template (omit) IMS_DATA_RSP v_IMS_DATA_RSP;

    var IMS_ResponseWithSdp_Type v_ResponseWithSdp; /* @sic R5w140112 sic@ */

    var template (value) INVITE_Request v_InviteRequest;

    var template (value) MessageHeader v_MessageHeader_Invite;

    var template (present) MessageHeader v_MessageHeader_183RX;

    var template (present) MessageHeader v_MessageHeader_180RX;

    var template (present) Response v_ExpectedResponse_183RX;

    var template (present) Response v_ExpectedResponse_180RX;

    var template (present) Response v_ExpectedResponse;

    var Response v_Response;

    var Response v_Response183;

    var Response v_Response180;

    var template (omit) Response v_OptionalResponse180;

    var MessageHeader v_MessageHeader;

    var template SDP_Message v_ExpectedSDP_200 := omit;

    var SDP_Message v_SDP_Message180;

    var boolean v_SrvccAlerting := false;
    timer t_Timer := 5.0;   // as for C.11 (-> f_IMS_MTCallSetup_Common_Steps7_11)

    f_IMS_CC_StartCall(IPCAN_MT_SpeechCall);   // @sic R5s140567 sic@

    // Step 1 - Send INVITE

    v_MessageHeader_Invite := f_IMS_InviteRequest_MessageHeaderTX(-, v_SrvccAlerting);

    v_InviteRequest := cs_INVITE_Request(v_ContactUrl, v_MessageHeader_Invite, cs_MessageBody_SDP(p_SDP_Message_Invite));

    v_InviteRequestWithSdp := f_IMS_InviteRequestWithSdpMT(v_InviteRequest, p_SDP_Message_Invite);

    v_Protocol := v_InviteRequestWithSdp.RoutingInfo.Protocol;

…
}

After change

    function fl_TC_16_X_CommonProcedure(template (value)   SDP_Message p_SDP_Message_Invite,

                                      template (present) SDP_Message p_SDP_Message_183,

                                      template (present) SDP_Message p_SDP_Message_180or200) runs on IMS_PTC

  { /* @sic R5-142994: Reimplementation - in fact there is the same sequence for 16.2 and 16.3/4 sic@ */

    var IMS_InviteRequestWithSdp_Type v_InviteRequestWithSdp;

    var SipUrl v_ContactUrl := f_IMS_PTC_ImsInfo_GetContactUrl();

    var InternetProtocol_Type v_Protocol;

    var IMS_DATA_RSP v_IMS_DATA_RSP_Ref;

    var template (omit) IMS_DATA_RSP v_IMS_DATA_RSP;

    var IMS_ResponseWithSdp_Type v_ResponseWithSdp; /* @sic R5w140112 sic@ */

    var template (value) INVITE_Request v_InviteRequest;

    var template (value) MessageHeader v_MessageHeader_Invite;

    var template (present) MessageHeader v_MessageHeader_183RX;

    var template (present) MessageHeader v_MessageHeader_180RX;

    var template (present) Response v_ExpectedResponse_183RX;

    var template (present) Response v_ExpectedResponse_180RX;

    var template (present) Response v_ExpectedResponse;

    var Response v_Response;

    var Response v_Response183;

    var Response v_Response180;

    var template (omit) Response v_OptionalResponse180;

    var MessageHeader v_MessageHeader;

    var template SDP_Message v_ExpectedSDP_200 := omit;

    var SDP_Message v_SDP_Message180;

    //removed var boolean v_SrvccAlerting := false;
    timer t_Timer := 5.0;   // as for C.11 (-> f_IMS_MTCallSetup_Common_Steps7_11)

    f_IMS_CC_StartCall(IPCAN_MT_SpeechCall);   // @sic R5s140567 sic@

    // Step 1 - Send INVITE

    v_MessageHeader_Invite := f_IMS_InviteRequest_MessageHeaderTX();

    v_InviteRequest := cs_INVITE_Request(v_ContactUrl, v_MessageHeader_Invite, cs_MessageBody_SDP(p_SDP_Message_Invite));

    v_InviteRequestWithSdp := f_IMS_InviteRequestWithSdpMT(v_InviteRequest, p_SDP_Message_Invite);

    v_Protocol := v_InviteRequestWithSdp.RoutingInfo.Protocol;
…

}

