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	Reason for change:
	In the template cs_MeasObject_measObjectUTRA_TDD_2entries the template cs_MeasObjectUTRA_cellsToAddModList_FDD is used instead of cs_MeasObjectUTRA_cellsToAddModList_TDD
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Change 1 

	Function name
	Template cs_MeasObject_measObjectUTRA_TDD_2entries

	Reason for change
	In the template cs_MeasObject_measObjectUTRA_TDD_2entries the template cs_MeasObjectUTRA_cellsToAddModList_FDD is used instead of cs_MeasObjectUTRA_cellsToAddModList_TDD

	Summary of change
	Correct template to use TDD verison

	TTCN module
	RRC_Measurement_UG.ttcn

	MCC160 Comment
	Accepted


Before change: 

	template (value) MeasObjectToAddMod.measObject cs_MeasObject_measObjectUTRA_TDD_2entries(ARFCN_ValueUTRA p_CarrierFreq,

                                                                                           PhysCellIdUTRA_TDD p_PhysCellIdUTRA_TDD_1,

                                                                                           PhysCellIdUTRA_TDD p_PhysCellIdUTRA_TDD_2) :=

  { /* @status    APPROVED (LTE_IRAT) */

    measObjectUTRA := {

      carrierFreq := p_CarrierFreq,

      offsetFreq := 0,

      cellsToRemoveList := omit,

      cellsToAddModList := cs_MeasObjectUTRA_cellsToAddModList_FDD(cs_CellsToAddModListUTRA_TDD_2Entries(1, p_PhysCellIdUTRA_TDD_1, 2, p_PhysCellIdUTRA_TDD_2)),
      cellForWhichToReportCGI := omit,

      csg_allowedReportingCells_v930 := omit,   /* @sic R5s110176 BASELINE MOVING 2011 sic@ */

      reducedMeasPerformance_r12 := omit        /* @sic BASELINE MOVING 2015 sic@ */

    }

  };


After change:
	template (value) MeasObjectToAddMod.measObject cs_MeasObject_measObjectUTRA_TDD_2entries(ARFCN_ValueUTRA p_CarrierFreq,

                                                                                           PhysCellIdUTRA_TDD p_PhysCellIdUTRA_TDD_1,

                                                                                           PhysCellIdUTRA_TDD p_PhysCellIdUTRA_TDD_2) :=

  { /* @status    APPROVED (LTE_IRAT) */

    measObjectUTRA := {

      carrierFreq := p_CarrierFreq,

      offsetFreq := 0,

      cellsToRemoveList := omit,

      cellsToAddModList := cs_MeasObjectUTRA_cellsToAddModList_TDD(cs_CellsToAddModListUTRA_TDD_2Entries(1, p_PhysCellIdUTRA_TDD_1, 2, p_PhysCellIdUTRA_TDD_2)),
      cellForWhichToReportCGI := omit,

      csg_allowedReportingCells_v930 := omit,   /* @sic R5s110176 BASELINE MOVING 2011 sic@ */

      reducedMeasPerformance_r12 := omit        /* @sic BASELINE MOVING 2015 sic@ */

    }

  };



