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	Reason for change:
	As per prose CR R5-176398 - A Release-9 UE which implements congestion control mechanism of section 4.4.4.7 and 4.4.4.9 of spec 24.008 (reference : CT1 CR1791R2) will set attempt counter to 4 after receiving Location Update Reject with cause #22 and does not re-attempt MM connection establishment as expected by test case, thus, fails the test case.

	
	

	Summary of change:
	Introducing new PICS statement to declare support of congestion control and update applicability of test case based on this new PICS.

	
	

	Consequences if not approved:
	A conformant UE may fail these test cases.
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Change 1 

	Function name
	Test Suite Parameter Declarations

	Reason for change
	As per prose CR R5-176398 - A Release-9 UE which implements congestion control mechanism of section 4.4.4.7 and 4.4.4.9 of spec 24.008 (reference : CT1 CR1791R2) will set attempt counter to 4 after receiving Location Update Reject with cause #22 and does not re-attempt MM connection establishment as expected by test case, thus, fails the test case.

	Summary of change
	Added new PIC pc_CS_CongestionControl in NAS

	TTCN module
	NAS

	MCC160 Comment
	


After change
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Change 2 

	Function name
	Test Case Selection Expression Definitions

	Reason for change
	As per prose CR R5-176398 - A Release-9 UE which implements congestion control mechanism of section 4.4.4.7 and 4.4.4.9 of spec 24.008 (reference : CT1 CR1791R2) will set attempt counter to 4 after receiving Location Update Reject with cause #22 and does not re-attempt MM connection establishment as expected by test case, thus, fails the test case.

	Summary of change
	Added new Selection Expression MM_C98e

	TTCN module
	NAS

	MCC160 Comment
	


After change
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Change 3 

	Function name
	Test Case Index

	Reason for change
	As per prose CR R5-176398 - A Release-9 UE which implements congestion control mechanism of section 4.4.4.7 and 4.4.4.9 of spec 24.008 (reference : CT1 CR1791R2) will set attempt counter to 4 after receiving Location Update Reject with cause #22 and does not re-attempt MM connection establishment as expected by test case, thus, fails the test case.

	Summary of change
	Update test case 9.4.3.3 to use new Selection Expression MM_C98e

	TTCN module
	NAS

	MCC160 Comment
	


Before change
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After change
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