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	Reason for change:
	In the current TTCN  in the ATTACH ACCEPT sent at Step 15b1 the IE T3324 is not being included. According to Table 22.5.17.3.3-2: Message ATTACH ACCEPT (step 15b1, Table 22.5.17.3.2-1), the T3324 should be set to 2 minutes in the ATTACH ACCEPT.

This needs to be corrected in TTCN, or else TTCN will not be compliant to Prose.

	
	

	Summary of change:
	Instead of calling the function f_NBIOT_InitialRegistration_Step5_14, called the functions f_NBIOT_InitialRegistration_Step5_12, f_NBIOT_InitialRegistration_Step13 and f_NBIOT_InitialRegistration_Step14 respectively. Passed T3324 IE as a parameter in function f_NBIOT_InitialRegistration_Step13 for Step 15b1.
Please see screenshot below.
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1 Corrections required

1.1 fl_TC_22_5_17_Body
	Function name
	fl_TC_22_5_17_Body

	Reason for change
	In the current TTCN  in the ATTACH ACCEPT sent at Step 15b1 the IE T3324 is not being included. According to Table 22.5.17.3.3-2: Message ATTACH ACCEPT (step 15b1, Table 22.5.17.3.2-1), the T3324 should be set to 2 minutes in the ATTACH ACCEPT.

This needs to be corrected in TTCN, or else TTCN will not be compliant to Prose.

	Summary of change
	Instead of calling the function f_NBIOT_InitialRegistration_Step5_14, called the functions f_NBIOT_InitialRegistration_Step5_12, f_NBIOT_InitialRegistration_Step13 and f_NBIOT_InitialRegistration_Step14 respectively. Passed T3324 IE as a parameter in function f_NBIOT_InitialRegistration_Step13 for Step 15b1.
Please see screenshot below. The code in green is old implementation which is commented out. The implementation in yellow is the new proposed implementation

	TTCN module
	NBIOT_NAS_Attach.ttcn

	MCC160 Comment
	


Before Change:

	<<SKIPPED CODE>>

//@siclog "Step 6-15b1" siclog@
    // Steps 5 - 14b1 of the generic procedure specified in TS 36.508 subclause 8.1.5.2.3 is performed
    f_NBIOT_InitialRegistration_Step5_14 (nbiot_Cell1, CONTROL_PLANE, STATE2_NB_CONNECTED_UPDATED, v_NasInd);
    f_NBIOT_RRC_ConnectionRelease(nbiot_Cell1); //RRC Connection is released to let T3324 start
    // The SS shall wait for 1 minute and then execute the following steps before timer T3324 expires.
    f_Delay (60.0);

<<SKIPPED CODE>>


After Change:

	<<SKIPPED CODE>>

// Steps 5 - 14b1 of the generic procedure specified in TS 36.508 subclause 8.1.5.2.3 is performed
    //f_NBIOT_InitialRegistration_Step5_14 (nbiot_Cell1, CONTROL_PLANE, STATE2_NB_CONNECTED_UPDATED, v_NasInd);
    //WA#22_5_17 : Change start
    f_NBIOT_InitialRegistration_Step5_12(nbiot_Cell1, CONTROL_PLANE, STATE2_NB_CONNECTED_UPDATED, v_NasInd);
    f_NBIOT_InitialRegistration_Step13(nbiot_Cell1,
                                       CONTROL_PLANE,
                                       v_NasInd,
                                       pdnTypeAsSupportedByUE,
                                       -,-,-,-,-,-,-,
                                       cs_GPRS_Timer2_3_IEI('6A'O, tsc_GprsTimerUnit_1min, '00010'B));
    f_NBIOT_InitialRegistration_Step14(nbiot_Cell1, CONTROL_PLANE, tsc_EpsDefaultBearerId);
    //Change stop
    f_NBIOT_RRC_ConnectionRelease(nbiot_Cell1); //RRC Connection is released to let T3324 start
    // The SS shall wait for 1 minute and then execute the following steps before timer T3324 expires.
    f_Delay (60.0);
<<SKIPPED CODE>>


