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	Reason for change:
	According to Prose CR R5-173877, for FDD2-PCS1900 band combination, Cell 4 would be allocated the low range test frequency. However, the condition in TTCN checks for tsc_GSM_E_900Band_Test OR tsc_GSM_P_900Band_Test in combination with FDD 2. This is incorrect.
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1. Corrections to Rel-99 WCDMA IRAT test case 8.4.1.48
Change 1 – tc_8_4_1_48: lt_SetFrequency_Band2
	Object name 
	tc_8_4_1_48: lt_SetFrequency_Band2

	Reason for change
	According to Prose CR R5-173877, for FDD2-PCS1900 band combination, Cell 4 would be allocated the low range test frequency. However, the condition in TTCN checks for tsc_GSM_E_900Band_Test OR tsc_GSM_P_900Band_Test in combination with FDD 2. This is incorrect

	Summary of change
	The check should be corrected to check for tsc_GSM_PCS1900Band_Test

	Module
	

	Label
	WA#
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[Test Case I
Test Group Reference:
Purpose

Configuration:
Defaults:
Comments:

te_8_a_1_ag
RRC_Measurements/

1. To confirm thatthe UE sends MEASUREMENT REFORT message when svent 2b and 3a are configured and sstimated quality of the currently used frequency is
below the value of the IE "Threshold used frequency” and the estimated quality of a non-used frequency is above the value of the IE *Threshold non-used frequency”. Th
is MEASUREMENT REPORT message shall contain at least the best primary CPICH info of the non-ussd frequency that riggered the svent.

2. Toconfiim thatthe UE sends MEASUREMENT REPORT message when event 2b and 3a are configured and estimated quality ofthe currently used UTRAN freq
uency is below the value ofthe IE "Treshold own systern" and the estimated quality of the other system is above the value of the IE "Treshold other systerr" This MEAS
UREMENT REPORT message shall contain the inter-RAT cell id ofthe GSM cellthat riggered the event
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[Test Case I
Test Group Reference:
Purpose

Configuration:
Defaults:
Comments:

te_8_a_1_ag
RRC_Measurements/

1. To confirm thatthe UE sends MEASUREMENT REFORT message when svent 2b and 3a are configured and sstimated quality of the currently used frequency is
below the value of the IE "Threshold used frequency” and the estimated quality of a non-used frequency is above the value of the IE *Threshold non-used frequency”. Th
is MEASUREMENT REPORT message shall contain at least the best primary CPICH info of the non-ussd frequency that riggered the svent.

2. Toconfiim thatthe UE sends MEASUREMENT REPORT message when event 2b and 3a are configured and estimated quality ofthe currently used UTRAN freq
uency is below the value ofthe IE "Treshold own systern" and the estimated quality of the other system is above the value of the IE "Treshold other systerr" This MEAS
UREMENT REPORT message shall contain the inter-RAT cell id ofthe GSM cellthat riggered the event
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