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	Reason for change:
	In the current TTCN implementation of the testcase, ater receiving the DETACH REQ at Step 75, the power level setting T13 is applied immediately which sets the Ncell 53 to -120dB.

This can result in the UE not getting the RLC Ack for the DETACH REQ, and may result in a lower layer failure situation.



	
	

	Summary of change:
	Called function f_Delay(0.5) between reception of DETACH REQ and application of T13 power setting.

	
	

	Consequences if not approved:
	A conformant UE may fail the test case

	
	

	Clauses affected:
	22.5.7b

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
	


Table of Contents
2Table of Contents

1
Corrections required
3
1.1
fl_TC_22_5_7b_Body()
3



1 Corrections required

1.1 fl_TC_22_5_7b_Body()
	Function name
	fl_TC_22_5_7b_Body ()

	Reason for change
	In the current TTCN implementation of the testcase, ater receiving the DETACH REQ at Step 75, the power level setting T13 is applied immediately which sets the Ncell 53 to -120dB.

This can result in the UE not getting the RLC Ack for the DETACH REQ, and may result in a lower layer failure situation.



	Summary of change
	Called function f_Delay(0.5) between reception of DETACH REQ and application of T13 power setting.

	TTCN module
	NBIOT_NAS_TrackingArea.ttcn

	MCC160 Comment
	


Before Change:

	<<SKIPPED CODE>>
// Cause the UE to initiate detach
    f_UT_InitiateDetach(UT);
    //@siclog "Step 75" siclog@
    // The UE transmits a DETACH REQUEST with the Detach Type IE indicating "normal detach" and starts timer T3421
    f_NBIOT_RRC_ConnEst_DefWithNas(nbiot_Cell53, // @sic R5s170888 sic@
                                      cr_EstablishmentCause_NB_Any,
                                      cr_NAS_Indication(tsc_SHT_IntegrityProtected, // @sic R5s180171 sic@
                                                        cr_508_DETACH_REQUEST_MO (cr_NAS_KeySetIdentifier (f_NBIOT_SecurityKSIasme_Get(), ?),
                                                                                  f_GutiParameters2MobileIdentity(omit, v_Guti_Params_Cell53),  // @sic R5-176879 sic@
                                                                                  cr_DetachType('0'B, tsc_DetachMO_EpsOnly))));
    //@siclog "Step 76" siclog@
    // The SS does not respond to the Detach Request    
    //@siclog "Step 77" siclog@
    v_CellPowerList := { // T13
      cs_NB_CellPower(nbiot_Cell50, tsc_ServingCellRS_EPRE),
      cs_NB_CellPower(nbiot_Cell51, tsc_NonSuitableNBIOTCellRS_EPRE),
      cs_NB_CellPower(nbiot_Cell53, tsc_NonSuitableNBIOTCellRS_EPRE)  // @sic R5-176879 sic@
    };
    f_NBIOT_SetCellPowerList(v_CellPowerList);

<<SKIPPED CODE>>


After Change:

	<<SKIPPED CODE>>
// Cause the UE to initiate detach
    f_UT_InitiateDetach(UT);
    //@siclog "Step 75" siclog@
    // The UE transmits a DETACH REQUEST with the Detach Type IE indicating "normal detach" and starts timer T3421
    f_NBIOT_RRC_ConnEst_DefWithNas(nbiot_Cell53, // @sic R5s170888 sic@
                                      cr_EstablishmentCause_NB_Any,
                                      cr_NAS_Indication(tsc_SHT_IntegrityProtected, // @sic R5s180171 sic@
                                                        cr_508_DETACH_REQUEST_MO (cr_NAS_KeySetIdentifier (f_NBIOT_SecurityKSIasme_Get(), ?),
                                                                                  f_GutiParameters2MobileIdentity(omit, v_Guti_Params_Cell53),  // @sic R5-176879 sic@
                                                                                  cr_DetachType('0'B, tsc_DetachMO_EpsOnly))));
    //@siclog "Step 76" siclog@
    // The SS does not respond to the Detach Request
    f_Delay(0.5); //WA#22_5_7b
    //@siclog "Step 77" siclog@
    v_CellPowerList := { // T13
      cs_NB_CellPower(nbiot_Cell50, tsc_ServingCellRS_EPRE),
      cs_NB_CellPower(nbiot_Cell51, tsc_NonSuitableNBIOTCellRS_EPRE),
      cs_NB_CellPower(nbiot_Cell53, tsc_NonSuitableNBIOTCellRS_EPRE)  // @sic R5-176879 sic@
    };
    f_NBIOT_SetCellPowerList(v_CellPowerList);

<<SKIPPED CODE>>


