Page 1



3GPP TSG-RAN5 Testing
R5s180422
15th Dec 2017 - 31st Dec 2018
	CR-Form-v11.2.1

	CHANGE REQUEST

	

	
	36.523-3
	CR
	4223
	rev
	-
	Current version:
	15.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Correction to f_GERAN_CC_Disconnect

	
	

	Source to WG:
	ROHDE & SCHWARZ

	Source to TSG:
	R5 DOCPROPERTY  SourceIfTsg  \* MERGEFORMAT 

	
	

	Work item code:
	TEI9_Test
	
	Date:
	2018-06-26

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	Channel id in GPRS Suspension should be refered to TCH channel instead of physical channel 0

	
	

	Summary of change:
	Physical channel replaced to 2 in expect GPRS suspension request

	
	

	Consequences if not approved:
	Conformant UE may fail the test case

	
	

	Clauses affected:
	11.2.12

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


Change 1 

	Function name
	f_GERAN_CC_Disconnect

	Reason for change
	Channel id in GPRS Suspension should be refered to TCH channel instead of physical channel 0

	Summary of change
	Physical channel replaced to 2 in expect GPRS suspension request.

	TTCN module
	GERAN_CommonFunctions.ttcn

	MCC160 Comment
	


Before change 
function f_GERAN_CC_Disconnect(GERAN_CellId_Type p_CellId,

                                 G_LogicChType     p_ChannelType,

                                 SubChannelNumber  p_SubChannel := 15,  // @sic R5s120498 sic@

                                 template (value) TI p_Calltype := cs_TI_MT)

    runs on GERAN_PTC

  {

    timer t_Wait5s := 5.0;

    t_Wait5s.start;

    alt { // Wait a while to see if a GPRS Suspension Req is also sent @sic R5-181332 sic@

     [] G_L2.receive(car_G_L2_DATA_IND(p_CellId,  ?, tsc_PhyCh0, ?, ?, ?, cr_GPRS_SuspensionReq(?, cr_RAI, ?)))

      {

        t_Wait5s.stop;

      }

     [] t_Wait5s.timeout {}

    }

    //Send Disconnect message

    G_L2.send(cas_G_L2_DATA_REQ(p_CellId,

                                0,

                                tsc_TchCh,   // @sic R5s120498 sic@

                                p_ChannelType,

                                p_SubChannel,

                                cs_G_RFN_Omit,

                                cs_G_Disconnect(p_Calltype)));   // @sic R5s120498 sic@

    //Receive Release message

    G_L2.receive(car_G_L2_DATA_IND(p_CellId, ?, tsc_TchCh,?, ?, ?, cr_G_Release(?)));

    //Send Release Complete message

    G_L2.send(cas_G_L2_DATA_REQ(p_CellId,

                                0,

                                tsc_TchCh,   // @sic R5s120498 sic@

                                p_ChannelType,

                                p_SubChannel,

                                cs_G_RFN_Omit,

                                cs_G_RelCmpl(p_Calltype)));   // @sic R5s120498 sic@

  }

After Change

function f_GERAN_CC_Disconnect(GERAN_CellId_Type p_CellId,

                                 G_LogicChType     p_ChannelType,

                                 SubChannelNumber  p_SubChannel := 15,  // @sic R5s120498 sic@

                                 template (value) TI p_Calltype := cs_TI_MT)

    runs on GERAN_PTC

  {

    timer t_Wait5s := 5.0;

    t_Wait5s.start;

    alt { // Wait a while to see if a GPRS Suspension Req is also sent @sic R5-181332 sic@

     [] G_L2.receive(car_G_L2_DATA_IND(p_CellId,  ?, tsc_TchCh, ?, ?, ?, cr_GPRS_SuspensionReq(?, cr_RAI, ?)))

      {

        t_Wait5s.stop;

      }

     [] t_Wait5s.timeout {}

    }

    //Send Disconnect message

    G_L2.send(cas_G_L2_DATA_REQ(p_CellId,

                                0,

                                tsc_TchCh,   // @sic R5s120498 sic@

                                p_ChannelType,

                                p_SubChannel,

                                cs_G_RFN_Omit,

                                cs_G_Disconnect(p_Calltype)));   // @sic R5s120498 sic@

    //Receive Release message

    G_L2.receive(car_G_L2_DATA_IND(p_CellId, ?, tsc_TchCh,?, ?, ?, cr_G_Release(?)));

    //Send Release Complete message

    G_L2.send(cas_G_L2_DATA_REQ(p_CellId,

                                0,

                                tsc_TchCh,   // @sic R5s120498 sic@

                                p_ChannelType,

                                p_SubChannel,

                                cs_G_RFN_Omit,

                                cs_G_RelCmpl(p_Calltype)));   // @sic R5s120498 sic@

  }

