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	Reason for change:
	As per TS 36.508 Table 6.5.1-1: MeasConfig-DEFAULT:

The BL/CE UE needs to be considered when populating the measurement gap configuration. Based on this, the measGapConfig for legacy TCs with Cat-M1 UE need to be updated.
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Change 1 

	Function name
	cs_RRCConnectionReconfiguration_8_3_1_6_Step1

	Reason for change
	As per TS 36.508 Table 6.5.1-1: MeasConfig-DEFAULT:

The BL/CE UE needs to be considered when populating the measurement gap configuration. Based on this, the measGapConfig for legacy TCs with Cat-M1 UE need to be updated properly.
Same change is needed also for following templates:

cs_RRCConnectionReconfiguration_8_3_1_3_Step1
cs_RRCConnectionReconfiguration_8_3_1_12_Step1
cs_RRCConnectionReconfiguration_8_3_1_13_Step1
cs_RRCConnectionReconfiguration_8_3_1_13_Step11
cs_RRCConnectionReconfiguration_8_3_1_14_Step1


	Summary of change
	Updated configuration of measGapConfig IE.

	TTCN module
	 \LTE\8_3\EUTRA_Measurement_Specific_Templates.ttcn

	MCC160 Comment
	


Before change

//8.3.1.6, Step1

  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_1_6_Step1(RRC_TransactionIdentifier p_RRC_TI,

                                                                                 ARFCN_ValueEUTRA_r9  p_EUTRA_DL_CarrierFreq_1, //@sic R5-171996 sic@

                                                                                 AllowedMeasBandwidth p_MeasurementBandwidth_1,

                                                                                 ARFCN_ValueEUTRA_r9  p_EUTRA_DL_CarrierFreq_2, //@sic R5-171996 sic@

                                                                                 AllowedMeasBandwidth p_MeasurementBandwidth_2) :=

  /* @status    APPROVED (LTE) */

    cs_508_RRCConnectionReconfiguration_ConditionMEAS(p_RRC_TI,

                                                      cs_MeasConfig(omit,

                                                                    cs_MeasObjectToAddModList_2Entries(tsc_IdMeasObject_f1,

                                                                                                       cs_MeasObject_measObjectEUTRA_Common(f_EUTRA_ARFCN_Value(p_EUTRA_DL_CarrierFreq_1), p_MeasurementBandwidth_1), //@sic R5-171996 sic@

                                                                                                       tsc_IdMeasObject_f2,

                                                                                                       cs_MeasObject_measObjectEUTRA_Common(f_EUTRA_ARFCN_Value(p_EUTRA_DL_CarrierFreq_2), p_MeasurementBandwidth_2)), //@sic R5-171996 sic@

                                                                    omit,

                                                                    cs_ReportConfigToAddModList_2Entries(tsc_IdReportConfig_A2,

                                                                                                         cs_ReportConfig_reportConfigEUTRA_eventA2_RSRP(-83, 6, ms320, rsrp, both, 1, ms1024, r1),

                                                                                                         tsc_IdReportConfig_A3,

                                                                                                         cs_ReportConfig_reportConfigEUTRA_eventA3(0, false, 0, ms640, rsrp, sameAsTriggerQuantity, 1, ms1024, r1)), //@sic R5-115763 sic@

                                                                    omit,

                                                                    cs_MeasIdToAddModList_2Entries(1, tsc_IdMeasObject_f1, tsc_IdReportConfig_A2, //@sic R5-106622, R5s110354 sic@

                                                                                                   2, tsc_IdMeasObject_f2, tsc_IdReportConfig_A3),

                                                                    -, //@sic R5s140184, R5-134645 sic@

                                                                    cs_508_MeasGapConfig_GP1,

                                                                    -,-,-,

                                                                    f_ReturnMeasObjectToAddModList_2Entries_v9e0(p_EUTRA_DL_CarrierFreq_1, p_EUTRA_DL_CarrierFreq_2))); //@sic R5-171996 sic@));
After change

   import from EUTRA_Measurement_Functions all;
…

  //8.3.1.6, Step1

  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_1_6_Step1(RRC_TransactionIdentifier p_RRC_TI,

                                                                                 ARFCN_ValueEUTRA_r9  p_EUTRA_DL_CarrierFreq_1, //@sic R5-171996 sic@

                                                                                 AllowedMeasBandwidth p_MeasurementBandwidth_1,

                                                                                 ARFCN_ValueEUTRA_r9  p_EUTRA_DL_CarrierFreq_2, //@sic R5-171996 sic@

                                                                                 AllowedMeasBandwidth p_MeasurementBandwidth_2,    

                                                                                 template (omit) MeasGapConfig p_MeasGapConfig := f_EUTRA_SS_MeasGapConfigIntraFreqOverrideCE()) :=

  /* @status    APPROVED (LTE) */

    cs_508_RRCConnectionReconfiguration_ConditionMEAS(p_RRC_TI,

                                                      cs_MeasConfig(omit,

                                                                    cs_MeasObjectToAddModList_2Entries(tsc_IdMeasObject_f1,

                                                                                                       cs_MeasObject_measObjectEUTRA_Common(f_EUTRA_ARFCN_Value(p_EUTRA_DL_CarrierFreq_1), p_MeasurementBandwidth_1), //@sic R5-171996 sic@

                                                                                                       tsc_IdMeasObject_f2,

                                                                                                       cs_MeasObject_measObjectEUTRA_Common(f_EUTRA_ARFCN_Value(p_EUTRA_DL_CarrierFreq_2), p_MeasurementBandwidth_2)), //@sic R5-171996 sic@

                                                                    omit,

                                                                    cs_ReportConfigToAddModList_2Entries(tsc_IdReportConfig_A2,

                                                                                                         cs_ReportConfig_reportConfigEUTRA_eventA2_RSRP(-83, 6, ms320, rsrp, both, 1, ms1024, r1),

                                                                                                         tsc_IdReportConfig_A3,

                                                                                                         cs_ReportConfig_reportConfigEUTRA_eventA3(0, false, 0, ms640, rsrp, sameAsTriggerQuantity, 1, ms1024, r1)), //@sic R5-115763 sic@

                                                                    omit,

                                                                    cs_MeasIdToAddModList_2Entries(1, tsc_IdMeasObject_f1, tsc_IdReportConfig_A2, //@sic R5-106622, R5s110354 sic@

                                                                                                   2, tsc_IdMeasObject_f2, tsc_IdReportConfig_A3),

                                                                    -, //@sic R5s140184, R5-134645 sic@

                                                                    p_MeasGapConfig,      

                                                                    -,-,-,

                                                                    f_ReturnMeasObjectToAddModList_2Entries_v9e0(p_EUTRA_DL_CarrierFreq_1, p_EUTRA_DL_CarrierFreq_2))); //@sic R5-171996 sic@));
Change 2 

	Function name
	f_EUTRA_SS_MeasGapConfigIntraFreqOverrideCE

	Reason for change
	New function created to override the measurement gap configuration in case of BL/CE UEs.



	Summary of change
	New function for meas. gap configuration.

	TTCN module
	 \Common\EUTRA\EUTRA_Measurement_Functions.ttcn

	MCC160 Comment
	


New function
function f_EUTRA_SS_MeasGapConfigIntraFreqOverrideCE() runs on EUTRA_PTC

    return template (omit) MeasGapConfig

  {

    var template (omit) MeasGapConfig v_MeasGapConfig := f_EUTRA_SS_InitialiseMeasGapConfig_CE();

    if (isvalue(v_MeasGapConfig)){

      return v_MeasGapConfig;

    }

    else {

      return cs_508_MeasGapConfig_GP1; 

    }

  }
