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1 Overview

This document lists all the changes needed to correct issues in the ATS iWD-TTCN3-B2017-06_D18wk37 related to the title of this CR.

Contact:
Hans Rohnert

hans.rohnert@rohde-schwarz.com
2 Corrections required

2.1 f_TC_19_4_6_IMS2
	Function name
	f_TC_19_4_6_IMS2

	Reason for change
	UEs using a source port other than 5060 for the REGISTER request, sent via UDP, will not receive the 403 FORBIDDEN response that will be sent to default port 5060.

MCC TF160 implementation of R5s170357, Change 1, had removed the call to f_IMS_Register_SecurityInit.

	Summary of change
	Added call to f_IMS_Register_SecurityInit before investigating 403 FORBIDDEN response.

Added call to f_IMS_PTC_Reset in order to revert the earlier effects of f_IMS_Register_SecurityInit on other settings.

Note: above two changes solve the problem at hand but might not be the most appropriate solution..

	TTCN module
	IMS_CC_EmergencyCallTestcases.ttcn

	MCC160 Comment
	


Before Change:

	  function f_TC_19_4_6_IMS2() runs on IMS_PTC

  { /* IMS implementation for PDN2 - Emergency call */

    var IMS_DATA_REQ v_IMS_DATA_REQ;

    var INVITE_Request v_InviteRequest;

    var REGISTER_Request v_RegisterRequest;

    var template (value) MessageHeader v_MessageHeader;

    var template (value) MessageBody v_MessageBody;

    var boolean v_GeolocationUsage := pc_IMS_Geolocation;

    var boolean v_CondA7 := true;

    f_IMS_PTC_Init(PDN_2);

    f_IMS_IMS_WaitForTrigger(OtherPDN);

    f_IMS_TestBody_Set(true);

    //@siclog "Steps 1-12" siclog@

    f_IMS_CC_StartCall(IPCAN_EmergencyCall_NoRegistration);  // Steps 1-15 of 4.5A.4.3-1; @sic R5-177122: IPCAN_EmergencyCall_NoRegistration sic@

    // @siclog "Step 13" siclog@

    // UE sends initial registration for IMS services.

    v_IMS_DATA_REQ := f_IMS_REGISTER_InitialRequest(-, omit, -, -, v_CondA7);

    v_RegisterRequest := v_IMS_DATA_REQ.Request.Register;

    // @siclog "Step 14" siclog@

    // The SS responds with a failure.

    v_MessageHeader := f_IMS_RegisterResponse_403_MessageHeaderTX(v_RegisterRequest);

    v_MessageHeader.contentType := cs_ContentType(c_ims3gppApplication);                     /* @sic R5-174442 sic@ */

    v_MessageBody := cs_MessageBody_XML(cs_Ims_3gpp_Emergency("anonymous-emergencycall"));   /* @sic R5-174442 sic@ */

    IMS_Server.send(cas_IMS_DATA_RSP(f_IMS_RoutingInfo_ULtoDL(v_IMS_DATA_REQ.RoutingInfo), cs_Response(c_statusLine403, v_MessageHeader, v_MessageBody)));  /* @sic R5-174442: message body sic@ */

    f_IMS_PTC_RegistrationInfo_Reset();     // @sic R5s170554 sic@

    // @sic R5s170357 change 1: f_IMS_Register_SecurityInit removed sic@

    // @siclog "Steps 15, and 16-18" siclog@

    // Steps defined in Annex C.22

    /*

     * Use the default message "INVITE" in annex A.2.1 with condition A6 "INVITE for creating an emergency session in case of no registration".

     */

    v_InviteRequest := f_IMS_EmergencyCallSetup_AnnexC22(A_2_1_A6, v_GeolocationUsage);

    //@siclog "Steps 19-23" siclog@

    // Steps defined in Annex C.32

    f_IMS_EmergencyCallRelease(v_InviteRequest);

    f_IMS_TestBody_Set(false);

    f_IMS_IMS_SendCoOrdMsg(OtherPDN);

  }


After Change:

	  function f_TC_19_4_6_IMS2() runs on IMS_PTC

  { /* IMS implementation for PDN2 - Emergency call */

    var IMS_DATA_REQ v_IMS_DATA_REQ;

    var INVITE_Request v_InviteRequest;

    var REGISTER_Request v_RegisterRequest;

    var template (value) MessageHeader v_MessageHeader;

    var template (value) MessageBody v_MessageBody;

    var boolean v_GeolocationUsage := pc_IMS_Geolocation;

    var boolean v_CondA7 := true;

    f_IMS_PTC_Init(PDN_2);

    f_IMS_IMS_WaitForTrigger(OtherPDN);

    f_IMS_TestBody_Set(true);

    //@siclog "Steps 1-12" siclog@

    f_IMS_CC_StartCall(IPCAN_EmergencyCall_NoRegistration);  // Steps 1-15 of 4.5A.4.3-1; @sic R5-177122: IPCAN_EmergencyCall_NoRegistration sic@

    // @siclog "Step 13" siclog@

    // UE sends initial registration for IMS services.

    v_IMS_DATA_REQ := f_IMS_REGISTER_InitialRequest(-, omit, -, -, v_CondA7);

    v_RegisterRequest := v_IMS_DATA_REQ.Request.Register;

    f_IMS_Register_SecurityInit(v_RegisterRequest, -, true);    

    // @siclog "Step 14" siclog@

    // The SS responds with a failure.

    v_MessageHeader := f_IMS_RegisterResponse_403_MessageHeaderTX(v_RegisterRequest);

    v_MessageHeader.contentType := cs_ContentType(c_ims3gppApplication);                     /* @sic R5-174442 sic@ */

    v_MessageBody := cs_MessageBody_XML(cs_Ims_3gpp_Emergency("anonymous-emergencycall"));   /* @sic R5-174442 sic@ */

    IMS_Server.send(cas_IMS_DATA_RSP(f_IMS_RoutingInfo_ULtoDL(v_IMS_DATA_REQ.RoutingInfo), cs_Response(c_statusLine403, v_MessageHeader, v_MessageBody)));  /* @sic R5-174442: message body sic@ */

    f_IMS_PTC_RegistrationInfo_Reset();     // @sic R5s170554 sic@

    f_IMS_PTC_Reset();  
    // @sic R5s170357 change 1: f_IMS_Register_SecurityInit removed sic@

    // @siclog "Steps 15, and 16-18" siclog@

    // Steps defined in Annex C.22

    /*

     * Use the default message "INVITE" in annex A.2.1 with condition A6 "INVITE for creating an emergency session in case of no registration".

     */

    v_InviteRequest := f_IMS_EmergencyCallSetup_AnnexC22(A_2_1_A6, v_GeolocationUsage);

    //@siclog "Steps 19-23" siclog@

    // Steps defined in Annex C.32

    f_IMS_EmergencyCallRelease(v_InviteRequest);

    f_IMS_TestBody_Set(false);

    f_IMS_IMS_SendCoOrdMsg(OtherPDN);

  }


