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Change 1 

	Function name
	fl_TC_9_2_1_1_13a_Body

	Reason for change
	In step 27 of the present implementation the Mobility Identity expected in the ATTACH REQUEST by the TTCN is only the GUTI, whereas the prose states that it could be either the GUTI or the IMSI.

	Summary of change
	In step 27 of the present implementation the Mobility Identity expected in the ATTACH REQUEST by the TTCN was corrected to expect either the GUTI or the  IMSI.

	TTCN module
	NAS_Attach_EOnly.ttcn

	MCC160 Comment
	 


Before change
	  function fl_TC_9_2_1_1_13a_Body() runs on EUTRA_PTC

  {
…
    //@siclog "Step 25 - 26" siclog@

    f_UT_ManualPLMN_Select (UT, f_Asn2Nas_PlmnId(v_GutiParams_CellA.PLMN_Identity));

    //@siclog "Step 27" siclog@

    // Check: Does the UE transmit an ATTACH REQUEST message including

    // a PDN CONNECTIVITY REQUEST message as specified?

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellA,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_IndicationWithPiggybacking(tsc_SHT_IntegrityProtected,

                                                                                 cdr_ATTACH_REQUEST_AttachType(v_AttachType,

                                                                                                               v_AdditionalUpdateType,

                                                                                                               f_GutiParameters2MobileIdentity(omit, v_GutiParams_CellC),

                                                                                                               cr_TAI (v_PLMN_C, bit2oct(f_EUTRA_CellInfo_GetTAC(eutra_CellC))),

                                                                                                               cr_LAI_Any ifpresent,

                                                                                                               cr_TMSI_Status ifpresent),

                                                                                 cr_508_PDN_CONNECTIVITY_REQUEST(tsc_PdnRequest_InitialAttach,

                                                                                                                 f_GetPdnType())));

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 27");

    //@siclog "Step 28 - 40" siclog@
…




After change
	  function fl_TC_9_2_1_1_13a_Body() runs on EUTRA_PTC

  {
…
    //@siclog "Step 25 - 26" siclog@

    f_UT_ManualPLMN_Select (UT, f_Asn2Nas_PlmnId(v_GutiParams_CellA.PLMN_Identity));

    //@siclog "Step 27" siclog@

    // Check: Does the UE transmit an ATTACH REQUEST message including

    // a PDN CONNECTIVITY REQUEST message as specified?

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellA,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_IndicationWithPiggybacking(tsc_SHT_IntegrityProtected,

                                                                                 cdr_ATTACH_REQUEST_AttachType(v_AttachType,

                                                                                                               v_AdditionalUpdateType,

                                                                                                               (f_GutiParameters2MobileIdentity(omit, v_GutiParams_CellC), f_Imsi2MobileIdentity(px_IMSI_Def)),
                                                                                                               cr_TAI (v_PLMN_C, bit2oct(f_EUTRA_CellInfo_GetTAC(eutra_CellC))),

                                                                                                               cr_LAI_Any ifpresent,

                                                                                                               cr_TMSI_Status ifpresent),

                                                                                 cr_508_PDN_CONNECTIVITY_REQUEST(tsc_PdnRequest_InitialAttach,

                                                                                                                 f_GetPdnType())));

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 27");

    //@siclog "Step 28 - 40" siclog@
…




