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	Reason for change:
	Following the implementation of prose CR R5-176899 there are a couple of issues with the use of the common function fl_EUTRAN_CheckUEInformationResponse() in these test cases.
1 – Currently “eutra_Cell2” is passed into the function but UEInformationResponse should be received on cell 12 in these cases.

2 – The function fl_EUTRAN_CheckUEInformationResponse() uses the parameters p_PLMN_Identity_1 and p_CellIdentity_1 to construct CellGlobalIdEUTRA for both “reestablishmentCellId_r10” and “previousPCellId_r10” (parameters 6 and 9 of template cr_RLF_Report_1Entry). These IEs are required to be different for test cases 8.6.6.5 – 8.6.6.7 – for these test cases “reestablishmentCellId_r10” should be the same as “failedPCellId_r10”.
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	Created a new function fl_EUTRAN_CheckUEInformationResponse_8_6_6_5_to_7() which uses p_PLMN_Identity_2 and p_CellIdentity_2 to build CellGlobalIdEUTRA for “reestablishmentCellId_r10”. Update test cases 8.6.6.5, 8.6.6.6 and 8.6.6.7 to use this new function, passing in EUTRA cell ID 12.  
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Change 1 

	Function name
	f_TC_8_6_6_5_EUTRA()

	Reason for change
	Following the implementation of prose CR R5-176899 there are a couple of issues with the use of the common function fl_EUTRAN_CheckUEInformationResponse() in these test cases.

1 – Currently “eutra_Cell2” is passed into the function but UEInformationResponse should be received on cell 12 in these cases.

2 – The function fl_EUTRAN_CheckUEInformationResponse() uses the parameters p_PLMN_Identity_1 and p_CellIdentity_1 to construct CellGlobalIdEUTRA for both “reestablishmentCellId_r10” and “previousPCellId_r10” (parameters 6 and 9 of template cr_RLF_Report_1Entry). These IEs are required to be different for test cases 8.6.6.5 – 8.6.6.7 – for these test cases “reestablishmentCellId_r10” should be the same as “failedPCellId_r10”.



	Summary of change
	Update test cases 8.6.6. to use new function fl_EUTRAN_CheckUEInformationResponse_8_6_6_5_to_7(), passing in EUTRA cell ID 12

	TTCN module
	RRC_LoggedHOFaliure.ttcn

	MCC160 Comment
	Accepted


Before change
	function f_TC_8_6_6_5_EUTRA() runs on EUTRA_PTC

  { //Handover Failure logging / Logging and reporting / Reporting at RRC connection establishment / PLMN list

    var EUTRA_CellInfo_Type v_CellInfo_Cell1;

    var EUTRA_CellInfo_Type v_CellInfo_Cell2;

    var EUTRA_CellInfo_Type v_CellInfo_Cell12;
……………
fl_EUTRAN_CheckUEInformationResponse(eutra_Cell2, v_Band, v_Frequency_IE_f2, v_PhysCellId_Cell2, v_PLMN_Identity_Cell1, v_PLMN_Identity_Cell2, v_CellIdentity_Cell1, v_CellIdentity_Cell2, *, cr_RLF_Report_basicFields_r11(v_C_RNTI, ?, ?), valueof(v_FailedPCellId_v1090)); //@sic R5-176899 sic@
    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Test Case 8.6.6.5 Step 29");

    f_EUTRA_TestBody_Set (false);

    f_EUTRA_Postamble(eutra_Cell12, E2_CONNECTED);

  } // end of f_TC_8_6_6_5_EUTRA


After change
	function f_TC_8_6_6_5_EUTRA() runs on EUTRA_PTC

  { //Handover Failure logging / Logging and reporting / Reporting at RRC connection establishment / PLMN list

    var EUTRA_CellInfo_Type v_CellInfo_Cell1;

    var EUTRA_CellInfo_Type v_CellInfo_Cell2;

    var EUTRA_CellInfo_Type v_CellInfo_Cell12;
………….
    fl_EUTRAN_CheckUEInformationResponse_8_6_6_5_to_7(eutra_Cell12, v_Band, v_Frequency_IE_f2,    v_PhysCellId_Cell2, v_PLMN_Identity_Cell1, v_PLMN_Identity_Cell2, v_CellIdentity_Cell1, v_CellIdentity_Cell2, *, cr_RLF_Report_basicFields_r11(v_C_RNTI, ?, ?), v_FailedPCellId_v1090); //@sic R5-176899 sic@
    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Test Case 8.6.6.5 Step 29");

    f_EUTRA_TestBody_Set (false);

    f_EUTRA_Postamble(eutra_Cell12, E2_CONNECTED);

  } // end of f_TC_8_6_6_5_EUTRA


Change 2 

	Function name
	function f_TC_8_6_6_6_EUTRA

	Reason for change
	Following the implementation of prose CR R5-176899 there are a couple of issues with the use of the common function fl_EUTRAN_CheckUEInformationResponse() in these test cases.

1 – Currently “eutra_Cell2” is passed into the function but UEInformationResponse should be received on cell 12 in these cases.

2 – The function fl_EUTRAN_CheckUEInformationResponse() uses the parameters p_PLMN_Identity_1 and p_CellIdentity_1 to construct CellGlobalIdEUTRA for both “reestablishmentCellId_r10” and “previousPCellId_r10” (parameters 6 and 9 of template cr_RLF_Report_1Entry). These IEs are required to be different for test cases 8.6.6.5 – 8.6.6.7 – for these test cases “reestablishmentCellId_r10” should be the same as “failedPCellId_r10”.



	Summary of change
	Update test case 8.6.6.6 to use new function fl_EUTRAN_CheckUEInformationResponse_8_6_6_5_to_7(), passing in EUTRA cell ID 12

	TTCN module
	RRC_LoggedHOFaliure.ttcn

	MCC160 Comment
	Accepted


Before change
	function f_TC_8_6_6_6_EUTRA() runs on EUTRA_PTC

  { // Handover Failure logging / Logging and reporting / Reporting at intra LTE handover / PLMN list

    var EUTRA_CellInfo_Type v_CellInfo_Cell1;

    var EUTRA_CellInfo_Type v_CellInfo_Cell2;

    var EUTRA_CellInfo_Type v_CellInfo_Cell12;
………….
fl_EUTRAN_CheckUEInformationResponse(eutra_Cell2, v_Band, v_Frequency_IE_f1, v_PhysCellId_Cell2, v_PLMN_Identity_Cell1, v_PLMN_Identity_Cell2, v_CellIdentity_Cell1, v_CellIdentity_Cell2, *, cr_RLF_Report_basicFields_r11(v_C_RNTI, ?, ?), valueof(v_FailedPCellId_v1090)); //@sic R5-176899 sic@
    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Test Case 8.6.6.6 Step 16");

    f_EUTRA_TestBody_Set (false);

    // Postamble

    f_EUTRA_Postamble(eutra_Cell12, E2_CONNECTED);

  } // end of f_TC_8_6_6_6_EUTRA


After change
	function f_TC_8_6_6_6_EUTRA() runs on EUTRA_PTC

  { // Handover Failure logging / Logging and reporting / Reporting at intra LTE handover / PLMN list

    var EUTRA_CellInfo_Type v_CellInfo_Cell1;

    var EUTRA_CellInfo_Type v_CellInfo_Cell2;

    var EUTRA_CellInfo_Type v_CellInfo_Cell12;
…………
     fl_EUTRAN_CheckUEInformationResponse_8_6_6_5_to_7(eutra_Cell12, v_Band, v_Frequency_IE_f1, v_PhysCellId_Cell2, v_PLMN_Identity_Cell1, v_PLMN_Identity_Cell2, v_CellIdentity_Cell1, v_CellIdentity_Cell2, *, cr_RLF_Report_basicFields_r11(v_C_RNTI, ?, ?), v_FailedPCellId_v1090); //@sic R5-176899 sic@
    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Test Case 8.6.6.6 Step 16");

    f_EUTRA_TestBody_Set (false);

    // Postamble

    f_EUTRA_Postamble(eutra_Cell12, E2_CONNECTED);

  } // end of f_TC_8_6_6_6_EUTRA


Change 3 

	Function name
	function f_TC_8_6_6_7_EUTRA

	Reason for change
	Following the implementation of prose CR R5-176899 there are a couple of issues with the use of the common function fl_EUTRAN_CheckUEInformationResponse() in these test cases.

1 – Currently “eutra_Cell2” is passed into the function but UEInformationResponse should be received on cell 12 in these cases.

2 – The function fl_EUTRAN_CheckUEInformationResponse() uses the parameters p_PLMN_Identity_1 and p_CellIdentity_1 to construct CellGlobalIdEUTRA for both “reestablishmentCellId_r10” and “previousPCellId_r10” (parameters 6 and 9 of template cr_RLF_Report_1Entry). These IEs are required to be different for test cases 8.6.6.5 – 8.6.6.7 – for these test cases “reestablishmentCellId_r10” should be the same as “failedPCellId_r10”.



	Summary of change
	Update test case 8.6.6.7 to use new function fl_EUTRAN_CheckUEInformationResponse_8_6_6_5_to_7(), passing in EUTRA cell ID 12

	TTCN module
	RRC_LoggedHOFaliure.ttcn

	MCC160 Comment
	Accepted


Before change
	function f_TC_8_6_6_7_EUTRA() runs on EUTRA_PTC

  { //Handover Failure logging / Logging and reporting / Reporting at RRC connection re-establishment / PLMN list

    var EUTRA_CellInfo_Type v_CellInfo_Cell1;

    var EUTRA_CellInfo_Type v_CellInfo_Cell12;

    var PLMN_Identity v_PLMN_Identity_Cell1;

    var PLMN_Identity v_PLMN_Identity_Cell12;
----Skipping Code-----

fl_EUTRAN_CheckUEInformationResponse(eutra_Cell2, v_Band, v_Frequency_IE_f2, v_PhysCellId_Cell12, v_PLMN_Identity_Cell1, v_PLMN_Identity_Cell12, v_CellIdentity_Cell1, v_CellIdentity_Cell12, *, cr_RLF_Report_basicFields_r11(v_C_RNTI, ?, ?), valueof(v_FailedPCellId_v1090)); //@sic R5-176899 sic@
    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Test Case 8.6.6.7 Step 12");

    f_EUTRA_TestBody_Set (false);

    // Postamble

    f_EUTRA_Postamble(eutra_Cell12, E2_CONNECTED);

  }

}


After change
	function f_TC_8_6_6_7_EUTRA() runs on EUTRA_PTC

  { //Handover Failure logging / Logging and reporting / Reporting at RRC connection re-establishment / PLMN list

    var EUTRA_CellInfo_Type v_CellInfo_Cell1;

    var EUTRA_CellInfo_Type v_CellInfo_Cell12;

    var PLMN_Identity v_PLMN_Identity_Cell1;

    var PLMN_Identity v_PLMN_Identity_Cell12;
……………..
    fl_EUTRAN_CheckUEInformationResponse_8_6_6_5_to_7(eutra_Cell12, v_Band, v_Frequency_IE_f2, v_PhysCellId_Cell12, v_PLMN_Identity_Cell1, v_PLMN_Identity_Cell12, v_CellIdentity_Cell1, v_CellIdentity_Cell12, *, cr_RLF_Report_basicFields_r11(v_C_RNTI, ?, ?), v_FailedPCellId_v1090); //@sic R5-176899 sic@
    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Test Case 8.6.6.7 Step 12");

    f_EUTRA_TestBody_Set (false);

    // Postamble

    f_EUTRA_Postamble(eutra_Cell12, E2_CONNECTED);

  }

}


Change 4 

	Function name
	fl_EUTRAN_CheckUEInformationResponse_8_6_6_5_to_7

	Reason for change
	Following the implementation of prose CR R5-176899 there are a couple of issues with the use of the common function fl_EUTRAN_CheckUEInformationResponse() in these test cases.

1 – Currently “eutra_Cell2” is passed into the function but UEInformationResponse should be received on cell 12 in these cases.

2 – The function fl_EUTRAN_CheckUEInformationResponse() uses the parameters p_PLMN_Identity_1 and p_CellIdentity_1 to construct CellGlobalIdEUTRA for both “reestablishmentCellId_r10” and “previousPCellId_r10” (parameters 6 and 9 of template cr_RLF_Report_1Entry). These IEs are required to be different for test cases 8.6.6.5 – 8.6.6.7 – for these test cases “reestablishmentCellId_r10” should be the same as “failedPCellId_r10”.



	Summary of change
	Created a new function fl_EUTRAN_CheckUEInformationResponse_8_6_6_5_to_7() which uses p_PLMN_Identity_2 and p_CellIdentity_2 to build CellGlobalIdEUTRA for “reestablishmentCellId_r10”.

	TTCN module
	RRC_LoggedHOFaliure.ttcn

	MCC160 Comment
	Accepted


New Function

	function fl_EUTRAN_CheckUEInformationResponse_8_6_6_5_to_7(EUTRA_CellId_Type p_CellId,

                                                integer p_Band,

                                                Frequency_IE_Type p_Frequency_IE_1,

                                                PhysCellId p_PhysCellId,

                                                PLMN_Identity p_PLMN_Identity_1,

                                                PLMN_Identity p_PLMN_Identity_2,

                                                CellIdentity p_CellIdentity_1,

                                                CellIdentity p_CellIdentity_2,

                                                template LocationInfo_r10 p_LocationInfo_r10,

                                                template RLF_Report_basicFields_r11_Type p_BasicFields_r11,

                                                template RLF_Report_failedPCellId_v1090_Type p_FailedPCellId_v1090 := omit) runs on EUTRA_PTC

  { // @sic R5-176899 sic@

    var SRB_COMMON_IND v_ReceivedAsp;

    alt { //@sic R5s170569 R5-176899 sic@

      [] SRB.receive(car_SRB1_RrcPdu_IND(p_CellId,

                                         cr_UEInformationResponse_Common(tsc_RRC_TI_Def, -,

                                                                         cr_RLF_Report_1Entry(?,

                                                                                              *,

                                                                                              cr_MeasResultNeighCells_r9_EUTRA_1Entry(p_Frequency_IE_1.UL_DL_Earfcn.dl_CarrierFreq, //@sic R5s170579 sic@

                                                                                                                                      p_PhysCellId,

                                                                                                                                      omit),

                                                                                              p_LocationInfo_r10,

                                                                                              (cr_FailedPCellId_CellGlobalId(cr_Cgi(p_PLMN_Identity_2, p_CellIdentity_2)), cr_FailedPCellId_Pci_Arfcn(p_PhysCellId, p_Frequency_IE_1.UL_DL_Earfcn.dl_CarrierFreq)), //@sic R5s170579 sic@

                                                                                              cr_Cgi(p_PLMN_Identity_2, p_CellIdentity_2),

                                                                                              ?,

                                                                                              hof,

                                                                                              cr_Cgi(p_PLMN_Identity_1, p_CellIdentity_1),

                                                                                              omit, //@sic R5-171444 sic@

                                                                                              p_BasicFields_r11),

                                                                         *)))

        -> value v_ReceivedAsp {}; //@sic R5s170571, R5-171444, R5s150833 sic@

      [] SRB.receive(car_SRB1_RrcPdu_IND(p_CellId,

                                         cr_UEInformationResponse_Common(tsc_RRC_TI_Def, -,

                                                                         cr_RLF_Report_1Entry(?,

                                                                                              *,

                                                                                              cr_MeasResultNeighCells_r9_EUTRA_1Entry(p_Frequency_IE_1.UL_DL_Earfcn.dl_CarrierFreq, //@sic R5s170579 sic@

                                                                                                                                      p_PhysCellId,

                                                                                                                                      omit),

                                                                                              p_LocationInfo_r10,

                                                                                              (cr_FailedPCellId_CellGlobalId(cr_Cgi(p_PLMN_Identity_2, p_CellIdentity_2)), cr_FailedPCellId_Pci_Arfcn(p_PhysCellId, p_Frequency_IE_1.UL_DL_Earfcn.dl_CarrierFreq)), //@sic R5s170579 sic@

                                                                                              cr_Cgi(p_PLMN_Identity_2, p_CellIdentity_2),

                                                                                              ?,

                                                                                              hof,

                                                                                              cr_Cgi(p_PLMN_Identity_1, p_CellIdentity_1),

                                                                                              p_FailedPCellId_v1090, //@sic R5-171444 sic@

                                                                                              p_BasicFields_r11),

                                                                         *)))

        -> value v_ReceivedAsp {}; //@sic R5s170571, R5-171444, R5s150833 sic@

    }

    f_EUTRAN_CheckUEInformationResponse_Frequency(p_Band, p_Frequency_IE_1, v_ReceivedAsp); //@sic R5s170571 sic@

  }


