Page 1



3GPP TSG-RAN WG5 Meeting #80 
draft_R5-18xxxx
Gothenburg, Sweden  20st August 2018 – 24th August 2018
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	36.523-1
	CR
	
	rev
	-
	Current version:
	15.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Correction to EMM test case 9.2.3.1.25

	
	

	Source to WG:
	Rohde & Schwarz

	Source to TSG:
	R5

	
	

	Work item code:
	TEI8_Test
	
	Date:
	2018-05-29

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-14

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	According to TS 24.301, timer T3430 is 77s for CE mode 

	
	

	Summary of change:
	Added a Note pointing to the timer being different for CE mode.

	
	

	Consequences if not approved:
	Conformant UEs may fail the test case

	
	

	Clauses affected:
	9.2.3.1.25

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


<Start of modified section>
9.2.3.1.25.3
Test description

9.2.3.1.25.3.1
Pre-test conditions

System Simulator:

-
Cell A (belongs to TAI-1, PLMN1);

-
Cell B (belongs to TAI-2, PLMN1);

-
Cell C (belongs to TAI-7, PLMN2);

UE:

- 
The UE is configured to initiate EPS attach;

Preamble:

-
The UE is in state Switched OFF (state 1) according to TS 36.508 [18].

9.2.3.1.25.3.2
Test procedure sequence

Table 9.2.3.1.25.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Set the cell type of Cell A to the "Serving cell". Set the cell type of Cell B to the "non-Suitable cell".

Set the cell type of Cell C to the "non-Suitable cell".
	-
	-
	-
	-

	-
	The following messages are to be observed on Cell A unless explicitly stated otherwise.
	-
	-
	-
	-

	2
	The UE is powered on or switched on.
	-
	-
	-
	-

	3-8D
	Steps 2-11 of the generic procedure for UE registration specified in TS 36.508 subclause 4.5.2.3 are performed.
	-
	-
	-
	-

	9
	SS responds with ATTACH ACCEPT message. The ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message is piggybacked in ATTACH ACCEPT message
	<--
	ATTACH ACCEPT
	-
	-

	10-11Bb1
	Steps 16-18b1 of the generic procedure for UE registration specified in TS 36.508 subclause 4.5.2.3 are performed.
	-
	-
	-
	-

	12
	Wait for 6 min to ensure that T3412 expires.
	-
	-
	-
	-

	13
	The UE transmits a TRACKING AREA UPDATE REQUEST message with the EPS update type value set to 'Periodic updating'.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	14
	Wait for T3430 and T3411 (25s) expiry.

NOTE 2: The tracking area updating attempt counter is 1.
	-
	-
	-
	-

	15
	The UE transmits a TRACKING AREA UPDATE REQUEST message with the EPS update type value set to 'Periodic updating'.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	16
	Wait for T3430 and T3411 (25s) expiry.

NOTE 3: The tracking area updating attempt counter is 2.
	-
	-
	-
	-

	17
	The UE transmits a TRACKING AREA UPDATE REQUEST message with the EPS update type value set to 'Periodic updating'.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	18
	Wait for T3430 and T3411 (25s) expiry.

NOTE 4: The tracking area updating attempt counter is 3.
	-
	-
	-
	-

	19
	The UE transmits a TRACKING AREA UPDATE REQUEST message with the EPS update type value set to 'Periodic updating'.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	20
	Wait for T3430 and T3411 (25s) expiry.

NOTE 5: The tracking area updating attempt counter is 4.
	-
	-
	-
	-

	21
	The UE transmits a TRACKING AREA UPDATE REQUEST message with the EPS update type value set to 'Periodic updating'.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	22
	The SS releases the RRC connection.

NOTE 6: The tracking area updating attempt counter is 5.
	-
	-
	-
	-

	23
	Wait for 12 min to ensure that T3402 expires.
	-
	-
	-
	-

	24
	Check: Does the UE transmit a TRACKING AREA UPDATE REQUEST message with the EPS update type value set to 'TA updating'?

NOTE 7: The tracking area updating attempt counter is reset.
	-->
	TRACKING AREA UPDATE REQUEST
	1
	P

	25
	The SS transmits a TRACKING AREA UPDATE ACCEPT message.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	26
	Set the cell type of Cell A to the "non-Suitable cell". Set the cell type of Cell B to the "Serving cell".
	-
	-
	-
	-

	-
	The following messages are to be observed on Cell B unless explicitly stated otherwise.
	-
	-
	-
	-

	27
	The UE transmits a TRACKING AREA UPDATE REQUEST message with the EPS update type value set to 'TA updating'.

NOTE 8: The tracking area updating attempt counter is reset.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	28
	Wait for T3430 and T3411 (25s) expiry.

NOTE 9: The tracking area updating attempt counter is 1.
	-
	-
	-
	-

	29
	The UE transmits a TRACKING AREA UPDATE REQUEST message with the EPS update type value set to 'TA updating'.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	30
	Wait for T3430 and T3411 (25s) expiry.

NOTE 10: The tracking area updating attempt counter is 2.
	-
	-
	-
	-

	31
	The UE transmits a TRACKING AREA UPDATE REQUEST message with the EPS update type value set to 'TA updating'.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	32
	Wait for T3430 and T3411 (25s) expiry.

NOTE 11: The tracking area updating attempt counter is 3.
	-
	-
	-
	-

	33
	The UE transmits a TRACKING AREA UPDATE REQUEST message with the EPS update type value set to 'TA updating'.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	34
	Wait for T3430 and T3411 (25s) expiry.

NOTE 12: The tracking area updating attempt counter is 4.
	-
	-
	-
	-

	35
	The UE transmits a TRACKING AREA UPDATE REQUEST message with the EPS update type value set to 'TA updating'.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	36
	The SS releases the RRC connection.

NOTE 13: The tracking area updating attempt counter is 5 and reset.
	-
	-
	-
	-

	37
	Set the cell type of Cell B to the "non-Suitable cell". Set the cell type of Cell C to the "Serving cell".
	-
	-
	-
	-

	-
	The following messages are to be observed on Cell C unless explicitly stated otherwise.
	-
	-
	-
	-

	38
	Check: Does the UE transmit a TRACKING AREA UPDATE REQUEST message with the EPS update type value set to 'TA updating'?
	-->
	TRACKING AREA UPDATE REQUEST
	1
	P

	39
	The SS transmits a TRACKING AREA UPDATE ACCEPT message.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	40
	The UE transmits a TRACKING AREA UPDATE COMPLETE message.
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-

	-
	At the end of this test procedure sequence, the UE is in end state E-UTRA connected (E2_T3440) according to TS 36.508.
	-
	-
	-
	-

	Note 1: For Cat M1 UEs T3430 takes a value of 77 sec.
	
	
	
	


9.2.3.1.25.3.3
Specific message contents

Table 9.2.3.1.25.3.3-1: Message ATTACH ACCEPT (step 9, Table 9.2.3.1.25.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-1

	Information Element
	Value/remark
	Comment
	Condition

	T3412 value
	
	6 minutes
	

	  Timer value
	'0 0001'B
	
	

	  Unit
	'010'B
	value is incremented in multiples of decihours
	

	GUTI
	GUTI-1
	
	


Table 9.2.3.1.25.3.3-2: Message TRACKING AREA UPDATE REQUEST (step 13, step 15, step 17, step 19 and step 21, Table 9.2.3.1.25.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-27

	Information Element
	Value/remark
	Comment
	Condition

	EPS update type
	
	
	

	  EPS update type Value
	'011'B
	Periodic updating
	

	Old GUTI
	GUTI-1
	
	

	Last visited registered TAI
	TAI-1
	
	


Table 9.2.3.1.25.3.3-3: Message TRACKING AREA UPDATE REQUEST (step 24, step 27, step 29, step 31, step 33, step 35 and step 38, Table 9.2.3.1.25.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-27

	Information Element
	Value/remark
	Comment
	Condition

	EPS update type
	
	
	

	EPS update type value
	‘000’B
	TA updating
	

	Old GUTI
	GUTI-1
	
	

	Last visited registered TAI
	TAI-1
	
	


Table 9.2.3.1.25.3.3-4: Message TRACKING AREA UPDATE ACCEPT (step 25, Table 9.2.3.1.25.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-24

	Information Element
	Value/remark
	Comment
	Condition

	GUTI
	Not present
	
	


Table 9.2.3.1.25.3.3-5: Message TRACKING AREA UPDATE ACCEPT (step 39, Table 9.2.3.1.25.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-24

	Information Element
	Value/remark
	Comment
	Condition

	GUTI
	GUTI-3
	
	


<End of modified section>
