Page 1



3GPP TSG-RAN5 Meeting #2018
R5s180416
Online, 15th Dec 2017,  - 31st Dec 2018
	CR-Form-v11.2.1

	CHANGE REQUEST

	

	
	36.523-3
	CR
	4217
	rev
	-
	Current version:
	15.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Correction to NB-IoT TC 22.6.3

	
	

	Source to WG:
	ROHDE & SCHWARZ

	Source to TSG:
	R5

	
	

	Work item code:
	TEI13_Test, NB_IOT-UEConTest
	
	Date:
	2018-06-22

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	In the current TTCN implementation, The PTI value in expected Modify EPS Bearer Context REJ at Step 6 and 17 is hardcoded to '00'B. However, a UE may use a different PTI and should be accommodated.

	
	

	Summary of change:
	Passed ? as the parameter for PTI in template cr_508_ModifyEPSBearerCxtReject at Steps 6 and 17

	
	

	Consequences if not approved:
	A conformant UE may fail the test case

	
	

	Clauses affected:
	22.6.3

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


Table of Contents
2Table of Contents

1
Corrections required
3
1.1
f_TC_22_6_3_NBIOT
3



1 Corrections required

1.1 f_TC_22_6_3_NBIOT
	Function name
	f_TC_22_6_3_NBIOT

	Reason for change
	In the current TTCN implementation, The PTI value in expected Modify EPS Bearer Context REJ at Step 6 and 17 is hardcoded to '00'B. However, a UE may use a different PTI and should be accommodated.

	Summary of change
	Passed ? as the parameter for PTI in template cr_508_ModifyEPSBearerCxtReject at Steps 6 and 17

	TTCN module
	NBIOT_ESM_Testcases.ttcn

	MCC160 Comment
	Prose CR is needed to specify special message content for Steps 6 and 17. Accepted subject to Prose CR approval. Implementation postponed until RAN5 decision on Prose CR.


Before Change:

	<<SKIPPED CODE>>
//@siclog "Step 6" siclog@
    SRB.receive(car_NB_SRB_NasPdu_IND(nbiot_Cell50,
                                      tsc_SRB1bis,
                                      cr_NAS_Indication(tsc_SHT_IntegrityProtected_Ciphered,
                                                        cr_508_ModifyEPSBearerCxtReject (tsc_EpsDefaultBearerId,
                                                                                         v_EsmCause47)))); // @sic R5-176876 sic@
    f_NBIOT_PreliminaryPass(__FILE__, __LINE__, "Step 6");
    f_Delay (0.5);
    //@siclog "Step 6A" siclog@
    //Cause the UE to request bearer resource modification of default EPS bearer associated with first PDN connectivity
    f_UT_RequestModifyDefaultBearer(UT, hex2int(tsc_EpsDefaultBearerId), cds_508_EPS_QoS_Default_1_tlv, v_TrafficFlowTemplate); // @sic R5-176876 sic@
    //@siclog "Step 7" siclog@
    SRB.receive(car_NB_SRB_NasPdu_IND(nbiot_Cell50,
                                      tsc_SRB1bis,
                                      cr_NAS_Indication(tsc_SHT_IntegrityProtected_Ciphered,
                                                      cr_508_BearerResourceModReq(?,
                                                                                  tsc_EpsDefaultBearerId,
                                                                                  omit)))) -> value v_ReceivedAsp;
    //@siclog "Step 8 - 15" siclog@
    for (i :=0; i < 4; i := i + 1) {
      f_Delay(v_T3481);
      //@siclog "Step 9" siclog@
      SRB.receive(car_NB_SRB_NasPdu_IND(nbiot_Cell50,
                                        tsc_SRB1bis,
                                        cr_NAS_Indication(tsc_SHT_IntegrityProtected_Ciphered,
                                                          cr_508_BearerResourceModReq(?,
                                                                                      tsc_EpsDefaultBearerId,
                                                                                      omit)))) -> value v_ReceivedAsp;
      f_NBIOT_PreliminaryPass(__FILE__, __LINE__, "Step " & int2str((i*2)+9));
    }
    //@siclog "Step 16" siclog@
    // The SS transmits a MODIFY EPS BEARER CONTEXT REQUEST message to add TFT to the default EPS bearer
    SRB.send(cas_NB_SRB_NasPdu_REQ(nbiot_Cell50,
                                   tsc_SRB1bis,
                                   cs_TimingInfo_Now,
                                   cs_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered,
                                                  v_ModifyEPSBearerCxtReq)));
    //@siclog "Step 17" siclog@
    SRB.receive(car_NB_SRB_NasPdu_IND(nbiot_Cell50,
                                      tsc_SRB1bis,
                                      cr_NAS_Indication(tsc_SHT_IntegrityProtected_Ciphered,
                                                      cr_508_ModifyEPSBearerCxtReject (tsc_EpsDefaultBearerId,
                                                                                       v_EsmCause47

)))); // @sic R5-176876 sic@
    f_NBIOT_PreliminaryPass(__FILE__, __LINE__, "Step 17");
<<SKIPPED CODE>>


After Change:

	<<SKIPPED CODE>>

//@siclog "Step 6" siclog@
    SRB.receive(car_NB_SRB_NasPdu_IND(nbiot_Cell50,
                                      tsc_SRB1bis,
                                      cr_NAS_Indication(tsc_SHT_IntegrityProtected_Ciphered,
                                                        cr_508_ModifyEPSBearerCxtReject (tsc_EpsDefaultBearerId,
                                                                                         v_EsmCause47,
                                                                                         ? /*WA#22_6_3*/)))); // @sic R5-176876 sic@
    f_NBIOT_PreliminaryPass(__FILE__, __LINE__, "Step 6");
    f_Delay (0.5);
    //@siclog "Step 6A" siclog@
    //Cause the UE to request bearer resource modification of default EPS bearer associated with first PDN connectivity
    f_UT_RequestModifyDefaultBearer(UT, hex2int(tsc_EpsDefaultBearerId), cds_508_EPS_QoS_Default_1_tlv, v_TrafficFlowTemplate); // @sic R5-176876 sic@
    //@siclog "Step 7" siclog@
    SRB.receive(car_NB_SRB_NasPdu_IND(nbiot_Cell50,
                                      tsc_SRB1bis,
                                      cr_NAS_Indication(tsc_SHT_IntegrityProtected_Ciphered,
                                                      cr_508_BearerResourceModReq(?,
                                                                                  tsc_EpsDefaultBearerId,
                                                                                  omit)))) -> value v_ReceivedAsp;
    //@siclog "Step 8 - 15" siclog@
    for (i :=0; i < 4; i := i + 1) {
      f_Delay(v_T3481);
      //@siclog "Step 9" siclog@
      SRB.receive(car_NB_SRB_NasPdu_IND(nbiot_Cell50,
                                        tsc_SRB1bis,
                                        cr_NAS_Indication(tsc_SHT_IntegrityProtected_Ciphered,
                                                          cr_508_BearerResourceModReq(?,
                                                                                      tsc_EpsDefaultBearerId,
                                                                                      omit)))) -> value v_ReceivedAsp;
      f_NBIOT_PreliminaryPass(__FILE__, __LINE__, "Step " & int2str((i*2)+9));
    }
    //@siclog "Step 16" siclog@
    // The SS transmits a MODIFY EPS BEARER CONTEXT REQUEST message to add TFT to the default EPS bearer
    SRB.send(cas_NB_SRB_NasPdu_REQ(nbiot_Cell50,
                                   tsc_SRB1bis,
                                   cs_TimingInfo_Now,
                                   cs_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered,
                                                  v_ModifyEPSBearerCxtReq)));
    //@siclog "Step 17" siclog@
    SRB.receive(car_NB_SRB_NasPdu_IND(nbiot_Cell50,
                                      tsc_SRB1bis,
                                      cr_NAS_Indication(tsc_SHT_IntegrityProtected_Ciphered,
                                                      cr_508_ModifyEPSBearerCxtReject (tsc_EpsDefaultBearerId,
                                                                                       v_EsmCause47,
                                                                                       ? /*WA#22_6_3*/)))); // @sic R5-176876 sic@
    f_NBIOT_PreliminaryPass(__FILE__, __LINE__, "Step 17");
<<SKIPPED CODE>>


