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	Reason for change:
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1 Corrections required

1.1 f_TC_22_4_20
	Template name
	f_TC_22_4_20

	Reason for change
	In the current TTCN implementation, at Steps 4 – 9,  SRB1 and DRB are not established on NCell 2 as it is configured in CONTROL_PLANE and passing the IoT state as USER_PLANE to function f_NBIOT_TrackingAreaUpdate causes issues in local end config whilst trying to release an non-existent SRB1 and DRB

	Summary of change
	It is recommeded to use function f_NBIOT_TrackingAreaUpdate_Step1_5 to complete the TAU procedure and call function f_NBIOT_RRC_ConnectionRelease with CONTROL_PLANE

	TTCN module
	NBIOT_RRC_UserPlane.ttcn

	MCC160 Comment
	Implemented differently, please see below.


Before Change:

	<<SKIPPED CODE>>
//@siclog "Step 3" siclog@
    //The SS transmits a RRCConnectionReestablishmentReject message.
    //Automatically sent by SS
    //@siclog "Step 4 - 9" siclog@
    //Check: Does the UE perform TAU procedure based on steps 1 to 5 of subclause 8.1.5A.5 in TS 36.508 on Ncell 2.
    //The SS transmits an RRCConnectionRelease-NB message to release RRC connection and move to RRC_IDLE.
    f_NBIOT_TrackingAreaUpdate(nbiot_Cell2, USER_PLANE);
    f_NBIOT_PreliminaryPass(__FILE__, __LINE__, "Steps 4 - 8");
    f_NBIOT_TestBody_Set(false);
<<SKIPPED CODE>>


After Change:

	<<SKIPPED CODE>>
     import from NBIOT_CommonDefs all; //WA#22_4_20
<<SKIPPED CODE>>
//@siclog "Step 3" siclog@
    //The SS transmits a RRCConnectionReestablishmentReject message.
    //Automatically sent by SS
    //@siclog "Step 4 - 9" siclog@
    //Check: Does the UE perform TAU procedure based on steps 1 to 5 of subclause 8.1.5A.5 in TS 36.508 on Ncell 2.
    //The SS transmits an RRCConnectionRelease-NB message to release RRC connection and move to RRC_IDLE.
    f_NBIOT_TrackingAreaUpdate_Step1_5(nbiot_Cell2, USER_PLANE); //WA#22_4_20
    f_NBIOT_PreliminaryPass(__FILE__, __LINE__, "Steps 4 - 8");

    f_NBIOT_RRC_ConnectionRelease(nbiot_Cell2, -, -, -, -, tsc_SRB1bis); //WA#22_4_20
    f_NBIOT_TestBody_Set(false);
<<SKIPPED CODE>>


MCC160 Implementation:
	<<SKIPPED CODE>>

//@siclog "Step 3" siclog@
    //The SS transmits a RRCConnectionReestablishmentReject message.
    //Automatically sent by SS
    //@siclog "Step 4 - 9" siclog@
    //Check: Does the UE perform TAU procedure based on steps 1 to 5 of subclause 8.1.5A.5 in TS 36.508 on Ncell 2.
    //The SS transmits an RRCConnectionRelease-NB message to release RRC connection and move to RRC_IDLE.
    f_NBIOT_TrackingAreaUpdate(nbiot_Cell2, CONTROL_PLANE);
    f_NBIOT_PreliminaryPass(__FILE__, __LINE__, "Steps 4 - 8");
    f_NBIOT_TestBody_Set(false);
<<SKIPPED CODE>>


