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	Reason for change:
	In outgoing call TC 10.1.2.5.1 step 2(“UE stops locally generated alerting indication, if applicable”), to check UE is in alerting state, AT+CLCC command is being used. But in current TTCN implementation  response is not checked for the case UE doesn’t respond with any +CLCC indication.

	
	

	Summary of change:
	Handling added to check if UE will not send any +CLCC indication, then TC will fail.
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Change1
	Function name
	function ts_AT_CheckAlertingStop ()

	Reason for change
	In outgoing call TC 10.1.2.5.1 step 2(“UE stops locally generated alerting indication, if applicable”), to check UE is in alerting state, AT+CLCC command is being used. But in current TTCN implementation  response is not checked for the case UE doesn’t respond with any +CLCC indication.

	Summary of change
	Handling added to check if UE will not send any +CLCC indication, then TC will fail.


	TTCN module
	\UTRAN\TestCases\ETSI\NAS.mp

	MCC160 Comment
	Accepted, implemented using tsc_AT_ResultOK, i.e.
( tcv_Res := (o_CheckStringStartWith ( tcv_AT_Cmd  ,"<CR><LF>+CLCC:1,0,3") ) OR 

( o_CheckStringStartWith ( tcv_AT_Cmd  , tsc_AT_ResultOK) ) )



Before change
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Test Step Group Ref. UT_Steps/

Objective: To checkihat the alerting indication is stopped.
Defaults: UT_OtherwiseFail

Camments: ‘The alerting tone is generated only for speech calls.

Itis checked using the AT command “+CLCC that the callis notin the
‘alerting' state

Ind JI Label JI Behaviour Description JI Caonstraint Ref JI Verdict JI Comments

0 [(tev_ActiveSenice = tsc_gnTelephony) OR 0
(tov_ActiveSenice = tsc_SNEMOCall) O (to @sic VB R5S060063 sic@
v_AdtiveSenice = tsc_Sv3G324M_SpeechPre
L)

1 ULAT_CmdReq ca_AT_CrdRed ("AT+CLCC<CR>" ) 1

2 UL? AT_CrdCrf (tev_AT_Crnd = AT_Crd ca_AT_CmdCrtwithString @sic VB ER1790 5ic@
Crfresulsting)

3 (tov_Res = o_CheckStingStartith (tov A @sic VB 15040724 sic@
T_Crid "<CRe<LF»+CLCC1,03%)

4 i3 [tev_Res] ®

4 TaP [NOT tev_Res | ®

0 [TRUE]




After Change
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Test Step I
Test Step Group Ref:
Objective:

ts_AT_CheckaleringSton
UT_Steps!
To checkihat the alerting indication is stopped.

Defaults UT_OtheniseFail
Commens: The alerting tone is generated only for speech calls
Itis ehecked using the AT command +CLCC" hatthe calis notinthe
‘alerting’ state
nd i Label i RSheriann DA i Constraint Ref i Verdiet i CaETE
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9
1 Ut1AT_CmdReq ca_AT_CmdReq ("AT+CLCC<CR=" ) 1
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CniresultSting
3 (0_Checkatmgotanm (cv_. @sic VB T15040724 sic@
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_CheckatingStartith (toy_AT_Crd '<CR>
<LF>OK=CR»<LF=")
4 TSF = )
4 TER | (NOTtev_Res] ®
o [TRUE]





