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Change 1
	Function name
	+ ts_GMM_RAU_RejectNMO_I

	Reason for change
	At step 4 SMC (Security Mode Command) procedure got failed as the NW provided Message authentication code and UE generated message authentication code are different each other

	Summary of change
	RRC security parameter,changed from tcv_AuthCK, tcv_AuthIK  to tcv_PS_AuthCK, tcv_PS_AuthIK in function +ts_RRC_Security so that NW can generate correct MAC-i

	TTCN module
	UTRA\CT UTRAN\TTCN\ETSI\RRC.mp

	MCC160 Comment
	


Before change
[image: image1.png]TestSten 10 ts_GMM_RAU_RejectNMO_| (n_Cellld: INTEGER_OId_RAL RAI_Y, p_RejCau : RejCau)
Test Step Group Ref: GMM_Steps/

Objctie Relec tne ROUTING AREA UPDATE REGUEST with e cause p_RelCat
Defeus RS- OtrerwiseFall
S SCER1 1629 i
0 T o T Sehavou Desapton T Constantrer T Ve
1 +1s_SetTmpCellinfo ( p_Cellid )
2 [pc_CS AND pc_PS]
3 TSP1 Dc ? RRC_Datalnd car_PS_InitDirectTransfer(tsc_CellDedicated, tsc_RB3 ()
(tov_Start = RRC_Datalnd.start)| .
chr_RA_UpdRegAny (
©_GMM_UpdateTypeCombRA_LA,
iy
P Keysen
n
4 +1s_SS_SecurityDownloadStart (ps_domain, tev_Start)
3 +ts_GMM_Authentication (p_Cellld)
3 +s_RRC_Security
(p_Cellid,
{aahck,
oA
o AnKEEH,
THUE,
ps_domain)
g D01 RRC. DataRe a_PS_DataReq 1sc_CelDedicated fsc_RE3,
cs_RA_UpdRej (p_RejCau))
8 [pe_PS]
9 TSP2 De ? RRC_Datalnd car_PS_lnitDirectTransfer ( tsc_CellDedicated, tsc_RB3 (F)
(tev_Start = RRC_Datalnd.start) .
chr_RA_UpdRegAny (
UM UpateTypeRA_Upciatng,
iy
P Keysen
n
10 +1s_SS_SecurityDownloadStart (ps_domain, tev_Start)
1" +ts_GMM_Authentication (p_Cellld)
12 +s_RRC_Security
(p_Cellid,
{aahck,
oA
o AnKEEH,
THUE,
ps_domain)
B D01 RRC. DataRe a_PS_DataRen(iec_ColDedicated tsc_RE3,

©s_RA_UpdRe] (p_ReiCau))
14 ERR1 [TRUE]




After change

[image: image2.png]Test Step

ps_domain)
7 De | RRC_DataReq ta_PS_DataRen (tsc_CellDedicated, tsc_RB3,
©s_RA_UpdRe] (p_ReiCau))
8 [pe_PS]
9 TeP2 De ? RRC_Dataind car_PS_InitDirectTransfer (tsc_CellDedicated, tsc_R  (F)

(tov_Start = RRC_Datalnd start) B3,
cbr_RA_UpdReqany (
©_GMM_UpdiateTypeRA_Updating,
p_Old_RAI,
toy_PS_KeySen
»

10 +15_55_SecuriyDownloadStart (vs_domain, tev_Start)
1 +15_GMM_Authentication (o_Cellc)
12 +5_RRC_8ecurity

ceili,

o AUKCGSM,
TRUE,
ps_domain)
13 Dc|RRC_DataReq ca_PS_DataReq(tsc_CellDedicated, tsc_RB3,
©s_RA_UpdRe] (p_ReiCau))

14 ERR1 [TRUE]

Test Step Id: ts_GMM_RAU_RejectNMO_| (p_Cellld : INTEGER;p_Old_RAI: RAL_v, p_RejCau : RejCau )

Test Step Group Ref. GH_Steps!

Objectve Rect the ROUTING AREA UPDATE REQUEST with i cause p_ReiCau

Defauts NAS_otmerwiseFal

comments o1 ER 11828 o

0 T Canel T Seiavour Desorpton T Conswant et T Vet T Commerts

1 +15_SefTmpCellinfo (p_cellid) @sic ER11829 51c@

2 [pe_CSAND pc_PS] Combined CS/PS routing area update

-] TSP1 Dc ? RRC_Dataind car_PS_InitDirectTransfer(tsc_CellDedicated, tsc_RB () ROUTING AREA UPDATING REQUEST

(tcv_Start = RRC_Datalnd.start) 3, - Update type ‘Combined LAIRA updating®

chr_RA_UpdRegAny ( - RAl of the previous cell
¢_GHM_UpdeteTypeCambRA_LA, @i ER11828 0@
p_Ol_RA,
L5 Kersea
)

4 +ts_SS_SecurityDownloadStart (ps_domain, tev_Start)

5 +1s_GMM_Authentication (p_Cellld) @sic RES180275 sic@

o +15_RRO_securty @sioR5-176342 s0@

Startintegrity for Reject messages

ROUTING AREA UPDATING REJECT

PS routing area update
ROUTING AREA UPDATING REQUEST
- Updats type RA updating’

- RAlof the previous cell

@sic ER11820 5ic@

@sic 55180275 sic@
@sic R5-176342 5ic@
Startintegrity for Reject messages

ROUTING AREA UPDATING REJECT





