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1 Corrections required

1.1 Correction to 9.2.1.1.28 applicability
	Function name
	f_SelectionExpr

	Reason for change
	Test case supporting IMS as second PDN should not be applicable.

	Summary of change
	Added a new condition to 9.2.1.1.28 applicability.

	TTCN module
	LTE_36523_SelectionExpressions.ttcn

	MCC160 Comment
	


Before Change:

	  /*

   * @desc      Set the applicability conditions according to 36.523-2 Table 4-1a: Applicability of tests Conditions

   * @param     p_Condition

   * @return    boolean

   * @status    APPROVED (LTE, LTE_A_IRAT, LTE_A_PRO, LTE_A_R10_R11, LTE_A_R12, LTE_IRAT)

   */

  function f_SelectionExpr(LTE_36523_Condition_Type p_Condition) return boolean
  {

    var boolean v_ApplCond;

    var boolean v_FrequencyBandIsFDD := f_EUTRA_FrequencyBandIsFDD(px_ePrimaryFrequencyBand);

    select (p_Condition) {

      case (R) {

      //R: UEs supporting E-UTRA

        v_ApplCond := true;

      }

<<SKIPPED CODE>>
case(C209){

      //C209: UEs supporting (E-UTRA FDD or E-UTRA TDD) and VoLTE in GSMA PRD IR.92: "IMS Profile for Voice and SMS" and UE Configured to provide IMS APN as the second PDN connection or UE

      //Configured to provide Internet as the second PDN connection.

        v_ApplCond := (pc_eFDD or pc_eTDD) and pc_VoLTE and (pc_Provide_IMS_as_second_APN or pc_Provide_Internet_as_second_APN); //@sic R5-168641 sic@

      }

      case(C210){ //@sic R5-145475 sic@

      //C210: UEs supporting (E-UTRA FDD or E-UTRA TDD) and VoLTE in GSMA PRD IR.92: "IMS Profile for Voice and SMS" and UE Configured with IMS APN as default APN or to provide IMS APN.

        v_ApplCond := (pc_eFDD or pc_eTDD) and pc_VoLTE and (pc_IMS_APN_default or pc_Provide_IMS_APN); //@sic R5-168641 sic@

      }

      case(C211){ //@sic R5-145582 sic@

      //C211: UEs supporting (E-UTRA FDD or E-UTRA TDD) and VoLTE in GSMA PRD IR.92: "IMS Profile for Voice and SMS" and UE Configured to provide IMS APN as the second PDN connection.

        v_ApplCond := (pc_eFDD or pc_eTDD) and pc_VoLTE and pc_Provide_IMS_as_second_APN; //@sic R5-168641 sic@

      }


	


After Change:

	  /*

   * @desc      Set the applicability conditions according to 36.523-2 Table 4-1a: Applicability of tests Conditions

   * @param     p_Condition

   * @return    boolean

   * @status    APPROVED (LTE, LTE_A_IRAT, LTE_A_PRO, LTE_A_R10_R11, LTE_A_R12, LTE_IRAT)

   */

  function f_SelectionExpr(LTE_36523_Condition_Type p_Condition) return boolean
  {

    var boolean v_ApplCond;

    var boolean v_FrequencyBandIsFDD := f_EUTRA_FrequencyBandIsFDD(px_ePrimaryFrequencyBand);

    select (p_Condition) {

      case (R) {

      //R: UEs supporting E-UTRA

        v_ApplCond := true;

      }

<<SKIPPED CODE>>
      case(C209){

      //C209: UEs supporting (E-UTRA FDD or E-UTRA TDD) and VoLTE in GSMA PRD IR.92: "IMS Profile for Voice and SMS" and UE Configured to provide IMS APN as the second PDN connection or UE

      //Configured to provide Internet as the second PDN connection.

        v_ApplCond := (pc_eFDD or pc_eTDD) and pc_VoLTE and (pc_Provide_IMS_as_second_APN or pc_Provide_Internet_as_second_APN); //@sic R5-168641 sic@

      }

      case(C210){ //@sic R5-145475 sic@

      //C210: UEs supporting (E-UTRA FDD or E-UTRA TDD) and VoLTE in GSMA PRD IR.92: "IMS Profile for Voice and SMS" and UE Configured with IMS APN as default APN or to provide IMS APN.

        v_ApplCond := (pc_eFDD or pc_eTDD) and pc_VoLTE and (pc_IMS_APN_default or pc_Provide_IMS_APN and not pc_Provide_IMS_as_second_APN); //@sic R5-168641 sic@

      }

      case(C211){ //@sic R5-145582 sic@

      //C211: UEs supporting (E-UTRA FDD or E-UTRA TDD) and VoLTE in GSMA PRD IR.92: "IMS Profile for Voice and SMS" and UE Configured to provide IMS APN as the second PDN connection.

        v_ApplCond := (pc_eFDD or pc_eTDD) and pc_VoLTE and pc_Provide_IMS_as_second_APN; //@sic R5-168641 sic@

      }

	


