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Change 1 

	Function name
	f_EUTRA38_508_ENDC_SendReconfiguration()

	Reason for change
	As per the agreed prose CR R5-190721, p_MaxEUTRA shall be set  to 20 if UE does not support pc_DynamicPowerSharing.

	Summary of change
	Set the value of p_MaxEUTRA_r15 to ‘20’

	TTCN module
	EUTRA38_CommonProcedures.ttcn

	MCC160 Comment
	


Before change
function f_EUTRA38_508_ENDC_SendReconfiguration(EUTRA_CellId_Type p_CellId,

                                                  template (omit) RadioBearerList_Type p_DrbConfigList := omit,

                                                  template (omit) RadioResourceConfigDedicated  p_RadioResourceConfigDedicated := omit,

                                                  template (omit) octetstring p_SCGConfig := omit,

                                                  template (omit) octetstring p_RBConfig := omit,

                                                  template (omit) NAS_MSG_RequestList_Type p_NAS_MsgList := omit,

                                                  template (omit) integer p_SK_Counter := 0,

                                                  template (omit) P_Max p_MaxEUTRA := omit, 

                                                  RRC_TransactionIdentifier p_RRC_TI := tsc_RRC_TI_Def,

                                                  template (omit) MeasConfig p_MeasurementConfiguration := omit,

                                                  template (omit) MobilityControlInfo p_MobilityControlInformation := omit,

                                                  template NAS_UL_Message_Type p_ULNASMsg := omit,

                                                  template (value) TimingInfo_Type p_TimingInfo := cs_TimingInfo_Now,

                                                  template (omit) octetstring p_RBConfig2 := omit) runs on ENDC_EUTRA_PTC

  {

    var template (omit) RRCConnectionReconfiguration_v890_IEs v_RRCConnectionReconfiguration_v890_IEs := omit;

    var template (value) RRCConnectionReconfiguration_v1130_IEs v_RRCConnectionReconfiguration_v1130_IEs;

    var template (value) RRCConnectionReconfiguration_v1430_IEs v_RRCConnectionReconfiguration_v1430_IEs;

    var template (value) RRCConnectionReconfiguration_v1510_IEs v_RRCConnectionReconfiguration_v1510_IEs;

    var template (present) UL_DCCH_Message v_RRCComplete := cr_508_RRCConnectionReconfigurationComplete;

    var integer v_NoOfAddBearers := 0;
..

…

  }
After change

function f_EUTRA38_508_ENDC_SendReconfiguration(EUTRA_CellId_Type p_CellId,

                                                  template (omit) RadioBearerList_Type p_DrbConfigList := omit,

                                                  template (omit) RadioResourceConfigDedicated  p_RadioResourceConfigDedicated := omit,

                                                  template (omit) octetstring p_SCGConfig := omit,

                                                  template (omit) octetstring p_RBConfig := omit,

                                                  template (omit) NAS_MSG_RequestList_Type p_NAS_MsgList := omit,

                                                  template (omit) integer p_SK_Counter := 0,

                                                  template (omit) P_Max p_MaxEUTRA := fl_NR_GetP_Max(), 

                                                  RRC_TransactionIdentifier p_RRC_TI := tsc_RRC_TI_Def,

                                                  template (omit) MeasConfig p_MeasurementConfiguration := omit,

                                                  template (omit) MobilityControlInfo p_MobilityControlInformation := omit,

                                                  template NAS_UL_Message_Type p_ULNASMsg := omit,

                                                  template (value) TimingInfo_Type p_TimingInfo := cs_TimingInfo_Now,

                                                  template (omit) octetstring p_RBConfig2 := omit) runs on ENDC_EUTRA_PTC

  {

    var template (omit) RRCConnectionReconfiguration_v890_IEs v_RRCConnectionReconfiguration_v890_IEs := omit;

    var template (value) RRCConnectionReconfiguration_v1130_IEs v_RRCConnectionReconfiguration_v1130_IEs;

    var template (value) RRCConnectionReconfiguration_v1430_IEs v_RRCConnectionReconfiguration_v1430_IEs;

    var template (value) RRCConnectionReconfiguration_v1510_IEs v_RRCConnectionReconfiguration_v1510_IEs;

    var template (present) UL_DCCH_Message v_RRCComplete := cr_508_RRCConnectionReconfigurationComplete;

    var integer v_NoOfAddBearers := 0;
..

…

  }
Change 2
	Function name
	f_EUTRA38_508_ENDC_RbEst()

	Reason for change
	 As per the agreed prose CR R5-190721, p_MaxEUTRA shall be set  to 20 if UE does not support pc_DynamicPowerSharing

	Summary of change
	Set the value of p_MaxEUTRA_r15 to ‘20’

	TTCN module
	EUTRA38_CommonProcedures.ttcn

	MCC160 Comment
	


Before change
function f_EUTRA38_508_ENDC_RbEst(EUTRA_CellId_Type p_CellId,

                                    template (omit) octetstring p_SCGConfig := omit,

                                    template (omit) octetstring p_RBConfig := omit,

                                    template (omit) integer p_SK_Counter := omit,

                                    template (omit) P_Max p_MaxEUTRA := omit,
                                    template (omit)  NAS_MSG_RequestList_Type p_NAS_MsgList := omit,

                                    template (omit) RadioBearerList_Type p_DrbConfigList := omit,

                                    template (omit) RadioResourceConfigDedicated  p_RadioResourceConfigDedicated := omit,

                                    template (value) TimingInfo_Type p_TimingInfo := cs_TimingInfo_Now,

                                    template (omit) octetstring p_RBConfig2 := omit,

                                    template NAS_UL_Message_Type p_ULNASMsg := omit) runs on ENDC_EUTRA_PTC

  {

    var GutiParameters_Type v_GutiParameters := f_EUTRA_CellInfo_GetGuti(p_CellId);

    /* Step 2 */
…

  }
After change

 function f_EUTRA38_508_ENDC_RbEst(EUTRA_CellId_Type p_CellId,

                                    template (omit) octetstring p_SCGConfig := omit,

                                    template (omit) octetstring p_RBConfig := omit,

                                    template (omit) integer p_SK_Counter := omit,

                                    template (omit) P_Max p_MaxEUTRA := fl_NR_GetP_Max(), 

                                    template (omit)  NAS_MSG_RequestList_Type p_NAS_MsgList := omit,

                                    template (omit) RadioBearerList_Type p_DrbConfigList := omit,

                                    template (omit) RadioResourceConfigDedicated  p_RadioResourceConfigDedicated := omit,

                                    template (value) TimingInfo_Type p_TimingInfo := cs_TimingInfo_Now,

                                    template (omit) octetstring p_RBConfig2 := omit,

                                    template NAS_UL_Message_Type p_ULNASMsg := omit) runs on ENDC_EUTRA_PTC

  {

    var GutiParameters_Type v_GutiParameters := f_EUTRA_CellInfo_GetGuti(p_CellId);

    /* Step 2 */
…

  }
