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Change 1
	Function name
	fl_TC_9_1_6_1_1_TestBody()

	Reason for change
	The DEREGISTRATION REQUEST received at step 2 should have “switchOff” set to 1 

	Summary of change
	Change expected value of “switchOff” at step 2

	TTCN module
	Deregistration-5GNRC

	MCC160 Comment
	


Before 
  function fl_TC_9_1_6_1_1_TestBody() runs on NR5GC_PTC

  {

    var NR_CellId_Type v_NGC_NASCellA := f_NR5GC_MapNASCell(ngc_CellA, NG_AllCellsOnSamePLMN);

    var NG_NAS_MSG_Indication_Type v_ReceivedMsg;

    var NR_SRB_COMMON_IND v_ReceivedAsp;

    var NR_RadioBearerId_Type v_SRB := tsc_NR_RbId_SRB2; //@sic R5-192397 sic@

    timer t_T3522 := f_NR_SetTimerToleranceMin(v_NGC_NASCellA, nasTimer, 6.0);

    timer t_T3570 := f_NR_SetTimerToleranceMin(v_NGC_NASCellA, nasTimer, 6.0);

    //@siclog "Step 0" siclog@

    //SS is configured not to transmit RLC ACK for DEREGISTRATION REQUEST message to be received on SRB2

    //@sic R5-194867 sic@

    f_NR_SS_ConfigSRB2_NotACK_NextRLC_PDU (v_NGC_NASCellA);

    //Cause switch off

    //@siclog "Step 1" siclog@

    f_UT_SwitchOffUE(UT, false);

    //Check: Does the UE transmit a DEREGISTRATION REQUEST with the De-registration type IE indicating "switch off"? [1,P]

    //@siclog "Step 2" siclog@

    SRB.receive(car_NR_SRB_NasPdu_IND(v_NGC_NASCellA, tsc_NR_RbId_SRB2, cr_NG_NAS_Ind(tsc_SHT_IntegrityProtected_Ciphered))) -> value v_ReceivedAsp;

    v_ReceivedMsg := v_ReceivedAsp.Signalling.Nas[0];

    if(not f_Check_NG_DeregistrationReqMOMsg(v_ReceivedMsg.Pdu.Msg, crs_DeregisterType('0'B, '0'B, '01'B))) {

      f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "De-registration Request Message Failed");

    }

………………………
  }
After change

function fl_TC_9_1_6_1_1_TestBody() runs on NR5GC_PTC

  {

    var NR_CellId_Type v_NGC_NASCellA := f_NR5GC_MapNASCell(ngc_CellA, NG_AllCellsOnSamePLMN);

    var NG_NAS_MSG_Indication_Type v_ReceivedMsg;

    var NR_SRB_COMMON_IND v_ReceivedAsp;

    var NR_RadioBearerId_Type v_SRB := tsc_NR_RbId_SRB2; //@sic R5-192397 sic@

    timer t_T3522 := f_NR_SetTimerToleranceMin(v_NGC_NASCellA, nasTimer, 6.0);

    timer t_T3570 := f_NR_SetTimerToleranceMin(v_NGC_NASCellA, nasTimer, 6.0);

    //@siclog "Step 0" siclog@

    //SS is configured not to transmit RLC ACK for DEREGISTRATION REQUEST message to be received on SRB2

    //@sic R5-194867 sic@

    f_NR_SS_ConfigSRB2_NotACK_NextRLC_PDU (v_NGC_NASCellA);

    //Cause switch off

    //@siclog "Step 1" siclog@

    f_UT_SwitchOffUE(UT, false);

    //Check: Does the UE transmit a DEREGISTRATION REQUEST with the De-registration type IE indicating "switch off"? [1,P]

    //@siclog "Step 2" siclog@

    SRB.receive(car_NR_SRB_NasPdu_IND(v_NGC_NASCellA, tsc_NR_RbId_SRB2, cr_NG_NAS_Ind(tsc_SHT_IntegrityProtected_Ciphered))) -> value v_ReceivedAsp;

    v_ReceivedMsg := v_ReceivedAsp.Signalling.Nas[0];

    if(not f_Check_NG_DeregistrationReqMOMsg(v_ReceivedMsg.Pdu.Msg, crs_DeregisterType('1'B, '0'B, '01'B))) {

      f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "De-registration Request Message Failed");

    }

………………………
  }
