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	Reason for change:
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2 Correction to Supplimentary Service testcase 15.4.7
2.1 f_TC_15_4_7_UTRAN() 
	Object name 
	f_TC_15_4_7_UTRAN()

	Reason for change
	1) In the current TTCN implementation of testcase 15.4.7, at Step 8, the IE SS-Status should be set to Provisioned and registered (‘1100’O) according to the Prose. However, the current TTCN implementation sets it to ‘07’O. This needs to be corrected.
2) The current TTCN implementation of RELEASE COMPLETE message at Step 18 is implemented by calling template cs_ReturnResultInterrogate_CF-> cs_ReturnResultInterrogate . This template is incorrect for this purpose since it sets  parameter as deactivateSS. This needs to be changed.  Also in the current TTCN implementation at step 18, the IE SS-Status should be set to Provisioned and registered (‘1100’O) according to the Prose. However, the current TTCN implementation sets it to ‘07’O. This needs to be corrected.

	Summary of change
	

	Module
	CallForwarding.ttcn

	Label
	WA#


Before: 
	<<SKIPPED CODE >>

// Assign invokeID in the ReturnResult with the value received in the Invoke
      v_FacilityReturn := f_SS_EncodeComponents(cs_Components(cs_ReturnResult(cs_ReturnResultInterrogate_ParamInterrogate(v_FacilityInvoke[0].invoke.invokeID, // @sic R5s160971 Ch. 2 sic@
                                                                                                            v_FacilityInvoke[0].invoke.parameter.interrogateSS.basicService,
                                                                                                            v_ForwardedToNumber_ForASN1)))); // @sic R5s150538 sic@
      // Set TI value for response to be sent from the SS
      v_TI_S := f_NAS_TI_InitAndSetFlag(v_TI_R, '1'B);
      // Set up the upper tester to receive an unsolicited response
      f_UT_TriggerCallForwardResponse (UT, false); //  @sic R5-153746 R5s160971 Ch. 2.1 sic@
      //expected output parameterised as part of dummy command
      // @siclog "Step 8" siclog@
      // SS sends RELEASE COMPLETE with the ReturnResult
      U_Dc.send(cas_DataReq_CS(utran_CellDedicated,
                               tsc_RB3,
                               cs_U_ReleaseCompleteFacility(v_TI_S, cs_FacilityIE_tlv(v_FacilityReturn))));
      // @siclog "Step 9" siclog@
      // The SS releases the RRC connection.
      f_UTRAN34_RRC_ConnRelStatus(utran34_Cell1);
      // @siclog "Step 10" siclog@
      // Provide user indication
      if (f_UT_ChkCallForwardQueryResponse(UT, false)) { // @sic R5s160971 Ch. 3 sic@
        f_UTRAN_PreliminaryPass(__FILE__, __LINE__, "Step 10");
      } else {
        f_UTRAN_SetVerdictFailOrInconc(__FILE__, __LINE__, "Step 10");
      }
    }
    //If UE supports CFNRy, then step 11 to 20 are executed
    if (pc_SS_CallForwardinoNoReply) {
      // @siclog "Step 11" siclog@
      // The UE is made to initiate an interrogation of call forwarding service for CFNRy(speech).
      // "Establishment cause" in the received RRC CONNECTION REQUEST message is set to "Originating High Priority Signalling"
      f_UT_SupplementaryService_CallForward(UT,
                                            QUERY_MODE,
                                            SS_CFNRy,
                                            omit, // @sic R5s160913 sic@
                                            v_NoReplyConditionTime_Charstring,
                                            SS_SPEECH);
      // @siclog "Steps 12-17" siclog@
      v_ReceiveRegisterResult := f_SS_ReceiveRegister(utran34_Cell1,
                                                      cr_InvokeInterrogate_SSCode_BearerService(tsc_SS_Code_CFNRy, (cr_Teleservice_AllSpeech, cr_Teleservice_TS11)),
                                                      "Step 12",
                                                      "Step 17",
                                                      v_DoAuth);
      v_FacilityInvoke := v_ReceiveRegisterResult.components;
      v_TI_R := v_ReceiveRegisterResult.ti;
      // Assign invokeID in the ReturnResult with the value received in the Invoke
      v_FacilityReturn := f_SS_EncodeComponents(cs_Components(cs_ReturnResult(cs_ReturnResultInterrogate_CF(v_FacilityInvoke[0].invoke.invokeID,
                                                                                                            tsc_SS_Code_CFNRy,
                                                                                                            v_FacilityInvoke[0].invoke.parameter.interrogateSS.basicService,
                                                                                                            v_ForwardedToNumber_ForASN1, // @sic R5s150538 sic@
                                                                                                            v_NoReplyConditionTime,
                                                                                                            tsc_SS_StatusPRAO)))); // @sic R5s160971 Ch. 5 sic@
      // Set TI value for response to be sent from the SS
      v_TI_S := f_NAS_TI_InitAndSetFlag(v_TI_R, '1'B);

<<SKIPPED CODE >>


After:
	<<SKIPPED CODE >>

// Assign invokeID in the ReturnResult with the value received in the Invoke
      v_FacilityReturn := f_SS_EncodeComponents(cs_Components(cs_ReturnResult(cs_ReturnResultInterrogate_ParamInterrogate(v_FacilityInvoke[0].invoke.invokeID, // @sic R5s160971 Ch. 2 sic@
                                                                                                            v_FacilityInvoke[0].invoke.parameter.interrogateSS.basicService,
                                                                                                            v_ForwardedToNumber_ForASN1, -,                                                                                                           tsc_SS_StatusPR /*WA#15_4_7*/)))); // @sic R5s150538 sic@
      // Set TI value for response to be sent from the SS
      v_TI_S := f_NAS_TI_InitAndSetFlag(v_TI_R, '1'B);
      // Set up the upper tester to receive an unsolicited response
      f_UT_TriggerCallForwardResponse (UT, false); //  @sic R5-153746 R5s160971 Ch. 2.1 sic@
      //expected output parameterised as part of dummy command
      // @siclog "Step 8" siclog@
      // SS sends RELEASE COMPLETE with the ReturnResult
      U_Dc.send(cas_DataReq_CS(utran_CellDedicated,
                               tsc_RB3,
                               cs_U_ReleaseCompleteFacility(v_TI_S, cs_FacilityIE_tlv(v_FacilityReturn))));
      // @siclog "Step 9" siclog@
      // The SS releases the RRC connection.
      f_UTRAN34_RRC_ConnRelStatus(utran34_Cell1);
      // @siclog "Step 10" siclog@
      // Provide user indication
      if (f_UT_ChkCallForwardQueryResponse(UT, false)) { // @sic R5s160971 Ch. 3 sic@
        f_UTRAN_PreliminaryPass(__FILE__, __LINE__, "Step 10");
      } else {
        f_UTRAN_SetVerdictFailOrInconc(__FILE__, __LINE__, "Step 10");
      }
    }
    //If UE supports CFNRy, then step 11 to 20 are executed
    if (pc_SS_CallForwardinoNoReply) {
      // @siclog "Step 11" siclog@
      // The UE is made to initiate an interrogation of call forwarding service for CFNRy(speech).
      // "Establishment cause" in the received RRC CONNECTION REQUEST message is set to "Originating High Priority Signalling"
      f_UT_SupplementaryService_CallForward(UT,
                                            QUERY_MODE,
                                            SS_CFNRy,
                                            omit, // @sic R5s160913 sic@
                                            v_NoReplyConditionTime_Charstring,
                                            SS_SPEECH);
      // @siclog "Steps 12-17" siclog@
      v_ReceiveRegisterResult := f_SS_ReceiveRegister(utran34_Cell1,
                                                      cr_InvokeInterrogate_SSCode_BearerService(tsc_SS_Code_CFNRy, (cr_Teleservice_AllSpeech, cr_Teleservice_TS11)),
                                                      "Step 12",
                                                      "Step 17",
                                                      v_DoAuth);
      v_FacilityInvoke := v_ReceiveRegisterResult.components;
      v_TI_R := v_ReceiveRegisterResult.ti;
      // Assign invokeID in the ReturnResult with the value received in the Invoke
      //WA#15_4_7
      v_FacilityReturn := f_SS_EncodeComponents(cs_Components(cs_ReturnResult(cs_ReturnResultInterrogate_ParamInterrogate(v_FacilityInvoke[0].invoke.invokeID,                                                                                                            
                                                                                                            v_FacilityInvoke[0].invoke.parameter.interrogateSS.basicService,
                                                                                                            v_ForwardedToNumber_ForASN1, // @sic R5s150538 sic@                                                                                                          v_NoReplyConditionTime,                                                                                                            tsc_SS_StatusPRA)))); // @sic R5s160971 Ch. 5 sic@
      /*v_FacilityReturn := f_SS_EncodeComponents(cs_Components(cs_ReturnResult(cs_ReturnResultInterrogate_CF(v_FacilityInvoke[0].invoke.invokeID,
                                                                                                            tsc_SS_Code_CFNRy,
                                                                                                            v_FacilityInvoke[0].invoke.parameter.interrogateSS.basicService,
                                                                                                            v_ForwardedToNumber_ForASN1, // @sic R5s150538 sic@
                                                                                                            v_NoReplyConditionTime,
                                                                                                            tsc_SS_StatusPRAO)))); // @sic R5s160971 Ch. 5 sic@*/
      // Set TI value for response to be sent from the SS
      v_TI_S := f_NAS_TI_InitAndSetFlag(v_TI_R, '1'B);
<<SKIPPED CODE >>


