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	Reason for change:
	In the current TTCN implementation of this function, the variable v_PcoFromUE is assigned as follows :

if (ispresent(v_APNandPCOs.protocolConfigurationOptions)){
      v_PcoFromUE := v_APNandPCOs.protocolConfigurationOptions;
    }

Prior to this, the variable v_APNandPCOs is assigned as follows :

v_APNandPCOs := f_EUTRA_InitialRegistration_Step5_13( eutra_CellA, STATE2_IDLEUPDATE, v_NasInd);

If the IE ProtocolConfigurationOptions is not included by the UE, then the variable v_PcoFromUE remains uninitialized.

This causes a runtime error when the following assignment is made:

v_PcoToUE := f_GetDefaultProtocolConfigOptions(v_PcoFromUE);

This needs to be addressed.
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	  Initialized template v_pcoFromUE with “omit” value.
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1 Corrections required

1.1 fl_TC_9_2_4_1_1_Body
	Template name
	fl_TC_9_2_4_1_1_Body

	Reason for change
	In the current TTCN implementation of this function, the variable v_PcoFromUE is assigned as follows :

if (ispresent(v_APNandPCOs.protocolConfigurationOptions)){
      v_PcoFromUE := v_APNandPCOs.protocolConfigurationOptions;
    }

Prior to this, the variable v_APNandPCOs is assigned as follows :

v_APNandPCOs := f_EUTRA_InitialRegistration_Step5_13( eutra_CellA, STATE2_IDLEUPDATE, v_NasInd);

If the IE ProtocolConfigurationOptions is not included by the UE, then the variable v_PcoFromUE remains uninitialized.

This causes a runtime error when the following assignment is made:

v_PcoToUE := f_GetDefaultProtocolConfigOptions(v_PcoFromUE);

This needs to be addressed.

	Summary of change
	Assigned template v_pcoFromUE with “omit” value during template declaration.

	TTCN module
	NAS_Attach_EOnly_eDRX.ttcn

	MCC160 Comment
	


Before Change:

	<<SKIPPED CODE>>
  function fl_TC_9_2_4_1_1_Body() runs on EUTRA_PTC

  {

    var EPS_BearerIdentity v_EPS_Bearer_Id := f_EUTRA_InitialRegistrationEpsBearerId(firstPDN);

    var DRB_Identity v_DRB_Id := f_EUTRA_NB_EpsBearerAssociatedDRB(v_EPS_Bearer_Id);

    var ProcedureTransactionIdentifier v_EPS_TI := '00'O;

    var NAS_MSG_Indication_Type v_NasInd;

    var SRB_COMMON_IND v_ReceivedAsp;

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    var GutiParameters_Type v_Guti1_Params := f_EUTRA_CellInfo_GetGuti(eutra_CellA);

    var GutiParameters_Type v_Guti2_Params := f_EUTRA_CellInfo_GetGuti(eutra_CellB);

    var NAS_Tac v_Tac1 := bit2oct(f_EUTRA_CellInfo_GetTAC(eutra_CellA));

    var NAS_Tac v_Tac2 := bit2oct(f_EUTRA_CellInfo_GetTAC(eutra_CellB));

    var NAS_PlmnId v_PLMN := f_Asn2Nas_PlmnId(v_Guti1_Params.PLMN_Identity);

    var NAS_Lac v_LacA := f_EUTRA_CellInfo_GetLocationAreaCode(eutra_CellA);

    var template (omit) LocAreaId v_LAI := f_GetLAI(v_PLMN, v_LacA, NORMAL);

    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType();

    var EPS_UpdateTypeValue v_UpdateType := f_GetEPSTAUType(NORMAL);

    var NAS_AttDetValue_Type v_AttachType :=f_GetEAttachType(NORMAL);

    var APNandPCOs_Type v_APNandPCOs;

    var template (omit) ProtocolConfigOptions v_PcoFromUE;
    var template (value) ProtocolConfigOptions v_PcoToUE;

    var template (omit) EPS_BearerContextStatus v_EpsBearerCtxtStatus;

    var template (value) CellPowerList_Type v_CellPowerList_Att1;

    var template (value) CellPowerList_Type v_CellPowerList_Att2; 
<<SKIPPED CODE>>


After Change:

	<<SKIPPED CODE>>
  function fl_TC_9_2_4_1_1_Body() runs on EUTRA_PTC

  {

    var EPS_BearerIdentity v_EPS_Bearer_Id := f_EUTRA_InitialRegistrationEpsBearerId(firstPDN);

    var DRB_Identity v_DRB_Id := f_EUTRA_NB_EpsBearerAssociatedDRB(v_EPS_Bearer_Id);

    var ProcedureTransactionIdentifier v_EPS_TI := '00'O;

    var NAS_MSG_Indication_Type v_NasInd;

    var SRB_COMMON_IND v_ReceivedAsp;

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    var GutiParameters_Type v_Guti1_Params := f_EUTRA_CellInfo_GetGuti(eutra_CellA);

    var GutiParameters_Type v_Guti2_Params := f_EUTRA_CellInfo_GetGuti(eutra_CellB);

    var NAS_Tac v_Tac1 := bit2oct(f_EUTRA_CellInfo_GetTAC(eutra_CellA));

    var NAS_Tac v_Tac2 := bit2oct(f_EUTRA_CellInfo_GetTAC(eutra_CellB));

    var NAS_PlmnId v_PLMN := f_Asn2Nas_PlmnId(v_Guti1_Params.PLMN_Identity);

    var NAS_Lac v_LacA := f_EUTRA_CellInfo_GetLocationAreaCode(eutra_CellA);

    var template (omit) LocAreaId v_LAI := f_GetLAI(v_PLMN, v_LacA, NORMAL);

    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType();

    var EPS_UpdateTypeValue v_UpdateType := f_GetEPSTAUType(NORMAL);

    var NAS_AttDetValue_Type v_AttachType :=f_GetEAttachType(NORMAL);

    var APNandPCOs_Type v_APNandPCOs;

    var template (omit) ProtocolConfigOptions v_PcoFromUE := omit;

    var template (value) ProtocolConfigOptions v_PcoToUE;

    var template (omit) EPS_BearerContextStatus v_EpsBearerCtxtStatus;

    var template (value) CellPowerList_Type v_CellPowerList_Att1;

    var template (value) CellPowerList_Type v_CellPowerList_Att2;    
<<SKIPPED CODE>>


