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	Reason for change:
	The current implementation of the function f_EUTRA_InitialRegistration_ReleaseInternetPDN_ConnectedMode() is not handling the case where “internet” is configured as the 2nd PDN (pc_Provide_Internet_as_second_APN = True and pc_Provide_IMS_as_second_APN = False).

	
	

	Summary of change:
	Check PICS settings when selecting EPS bearer id to release

	
	

	Consequences if not approved:
	A conformant UE operating in multi-PDN mode with IMS as first PDN and internet as 2nd PDN can fail test cases.

	
	

	Clauses affected:
	9.4.X and others

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
	


Change 1
	Function name
	f_EUTRA_InitialRegistration_ReleaseInternetPDN_ConnectedMode()

	Reason for change
	The current implementation of the function f_EUTRA_InitialRegistration_ReleaseInternetPDN_ConnectedMode() is not handling the case where “internet” is configured as the 2nd PDN (pc_Provide_Internet_as_second_APN = True and pc_Provide_IMS_as_second_APN = False).

	Summary of change
	Check PICS settings when selecting EPS bearer id to release

	TTCN module
	Eutra_InitialRegistration

	MCC160 Comment
	Accepted


Before change
  function f_EUTRA_InitialRegistration_ReleaseInternetPDN_ConnectedMode(EUTRA_CellId_Type p_CellId,

                                                                        RRCConnectionReleaseRequired_Type p_ReleaseConnection := rrcConnectionRelease) runs on EUTRA_PTC

  {

    var EPS_BearerIdentity v_EpsBearerId := f_EUTRA_InitialRegistrationEpsBearerId(firstPDN);
    if (tsc_EUTRA_Registration_MultiplePDN) {

      f_EUTRA_DeactivateEPS_BearerContext(p_CellId, v_EpsBearerId);

      f_IP_Handling_StopPDN(IP, cs_IP_StopPDN(PDN_Internet));

    }

    if (p_ReleaseConnection == rrcConnectionRelease) {

      f_EUTRA_RRC_ConnectionRelease(p_CellId);

    }

  }
After change
  function f_EUTRA_InitialRegistration_ReleaseInternetPDN_ConnectedMode(EUTRA_CellId_Type p_CellId,

                                                                        RRCConnectionReleaseRequired_Type p_ReleaseConnection := rrcConnectionRelease) runs on EUTRA_PTC

  {

    var EPS_BearerIdentity v_EpsBearerId;

    if (tsc_EUTRA_Registration_PDN2isIMS)

    {

      v_EpsBearerId := f_EUTRA_InitialRegistrationEpsBearerId(firstPDN);

    }

    else 

    {

      v_EpsBearerId := f_EUTRA_InitialRegistrationEpsBearerId(secondPDN);

    }
    if (tsc_EUTRA_Registration_MultiplePDN) {

      f_EUTRA_DeactivateEPS_BearerContext(p_CellId, v_EpsBearerId);

      f_IP_Handling_StopPDN(IP, cs_IP_StopPDN(PDN_Internet));

    }

    if (p_ReleaseConnection == rrcConnectionRelease) {

      f_EUTRA_RRC_ConnectionRelease(p_CellId);

    }

  } 
