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Change 1
	Function name
	f_TC_8_1_3_5a_EUTRA()

	Reason for change
	As per current TTCN implementation at Postamble both the cells, cell 3 and cell 6 are ON and have same power level. So at postamble UE is camping on wrong cell 3.

	Summary of change
	Changed the power of cell 3 before post-amble.

	TTCN module
	RRC_ConnRel_R12.ttcn

	MCC160 Comment
	Accepted


Before change
function f_TC_8_1_3_5a_EUTRA() runs on EUTRA_PTC

  {

    ………………………….
    //@siclog "Step 5" siclog@

    //Check if UE is in E-UTRA RRC_IDLE state

    f_EUTRA_508CheckCampOnNewEutraCell (eutra_Cell6);

    f_EUTRA_TestBody_Set (false);
    //Switch/power off UE

    f_EUTRA_Postamble (eutra_Cell6, E1_IDLE);

  }
After change
     function f_TC_8_1_3_5a_EUTRA() runs on EUTRA_PTC

  {

    ………………………..
    //@siclog "Step 5" siclog@

    //Check if UE is in E-UTRA RRC_IDLE state

    f_EUTRA_508CheckCampOnNewEutraCell (eutra_Cell6);

    f_EUTRA_TestBody_Set (false);
    f_EUTRA_SetCellPower(eutra_Cell3, tsc_NonSuitableOffCellRS_EPRE) ;
    //Switch/power off UE

    f_EUTRA_Postamble (eutra_Cell6, E1_IDLE);

  }

