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<Start>

7.1.2.2.5.3.2
Test procedure sequence

Table 7.1.2.2.5.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	0
	The SS ignores scheduling requests and does not allocate any uplink grant.
	-
	-
	-
	-

	1
	The SS transmits UMD PDU#1 containing first segment of RLC SDU#1, SN=0.
	<--
	UMD PDU#1
	-
	-

	2
	20 ms after step 1 the SS transmits UMD PDU#3 containing first segment of RLC SDU#2, SN=1.
	<--
	UMD PDU#3
	-
	-

	3
	40 ms after step 1 the SS transmits UMD PDU#4 containing last segment of RLC SDU#2, SN=1.
	<--
	UMD PDU#4
	-
	-

	3A
	60 ms after step 1 the SS transmits UMD PDU#9 containing first segment of RLC SDU#5, SN=w.
	<--
	UMD PDU#9
	-
	-

	3B
	80 ms after step 1 the SS transmits UMD PDU#10 containing last segment of RLC SDU#5, SN=w.
	<--
	UMD PDU#10
	-
	-

	3C
	100 ms after step 1 the SS assigns 2 UL grants (UL grant allocation type 2) with a time spacing of 20 ms so as to loop back RLC SDU#2.
	-
	-
	-
	-

	4
	Check: Does the UE transmit RLC SDU#2?
	-->
	(RLC SDU#2)
	2,3
	P

	4A
	Check: Does the UE transmit RLC SDU#5?
	-->
	(RLC SDU#5)
	2,3
	P

	5
	160 ms after step 1 the SS transmits UMD PDU#2 last segment of RLC SDU#1, SN=0.
	<--
	UMD PDU#2
	-
	-

	6
	Check: For 1 sec after step 5, does the UE transmit RLC SDU#1, SN=0?
	-->
	(RLC SDU#1)
	1
	F

	6A
	The SS starts the UL default grant transmissions.
	-
	-
	-
	-

	7
	The SS transmits UMD PDU#5 containing first segment of RLC SDU#3, SN=5.
	<--
	UMD PDU#5
	-
	-

	8
	Wait for 200 ms to ensure that t- Reassembly for the UMD PDU#5 expires.
	-
	-
	-
	-

	9
	The SS transmits UMD PDU#6 containing last segment of RLC SDU#3, SN=5.
	<--
	UMD PDU#6
	-
	-

	10
	Check: For 1 sec after step 9, does the UE transmit RLC SDU#3?
	-->
	(RLC SDU#3)
	4
	F

	11
	The SS transmits UMD PDU#7 containing first segment of RLC SDU#4, SN=8.
	<--
	UMD PDU#7
	-
	-

	12
	The SS transmits UMD PDU#8 containing last segment of RLC SDU#4, SN=8.
	<--
	UMD PDU#8
	-
	-

	13
	Check: Does the UE transmit RLC SDU#4?
	-->
	(RLC SDU#4)
	2,3
	P

	Note 1:
For SN size = size6 the RLC SDU size shall be 12 octets which are segmented into 7 and 5 octets. With 2 octets of MAC header and 1 octet of RLC header (without SO) the first segment consists of 80 bits and a TBS of this size shall be allocated.  With 2 octets of MAC header and 3 octets of RLC header (with SO) the second segment consists of 80 bits and a TBS of this size shall be allocated. (LRBs & IMCS as per 38.523-3[3] annex B)

Note 2:
For SN size = size12 the RLC SDU size shall be 12 octets which are segmented into 7 and 5 octets. With 2 octets of MAC header and 2 octets of RLC header (without SO) the first segment consists of 88 bits and a TBS of this size shall be allocated.  With 2 octets of MAC header and 4 octets of RLC header (with SO) the second segment consists of 88 bits and a TBS of this size shall be allocated. (LRBs & IMCS as per 38.523-3[3] annex B)


<End>

