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Change 1
	Function name
	 f_TC_7_1_1_2_3_NR_TestBody()

	Reason for change
	1.Since SS will receive ack for MSG4 in step20 per prose, but there’s no such step in TTCN.
2.ULGrant has been stopped before testbody in preamble, default ul grant should be configured before receiving RRCcomplete.

3. HARQ feedback will be received for the RLC status for RRCcomplete before disable for HARQ

	Summary of change
	Added receiving ACK from SS
2.Added default ul grant
3.Moved disable for HARQ ack before receiving RRCcomplete

	TTCN module
	MAC_NR5GC.ttcn

	MCC160 Comment
	


Before Change:

	        function f_TC_7_1_1_2_3_NR_TestBody() runs on NR5GC_PTC

  {

     var NG_NAS_MSG_Indication_Type v_NasInd;

     timer t_Watchdog := 5.0;

     t_Watchdog.start;

     // @siclog "Step 2" siclog@

     SYSIND.receive(car_NR_PRACH_Preamble_IND(nr_Cell1, cr_TimingInfo_Any, ?));

     f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 2");

     // @siclog "Step 3" siclog@

     //Preconfigured at SS

     // @siclog "Step 4-5" siclog@

     alt {

         [] SYSIND.receive(car_NR_PRACH_Preamble_IND(nr_Cell1, cr_TimingInfo_Any, ?))

         {

             f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 5");

         }

         []  SYSIND.receive(car_NR_SYSTEM_UL_HARQ_IND(nr_Cell1, (ack, nack)))

         {

          t_Watchdog.stop;

          f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Step 4: UE is sending HARQ ACK/NACK ");

         }

     };

     // @siclog "Step 6" siclog@

     //Preconfigured at SS

     // @siclog "Step 7" siclog@

     SRB.receive(car_NR_SRB0_RrcPdu_IND(nr_Cell1, cr_38508_RRCSetupRequest));

     // @siclog "Step 9" siclog@

     //Preconfigured at SS

      // @siclog "Step 10-11" siclog@

     alt {

         [] SYSIND.receive(car_NR_PRACH_Preamble_IND(nr_Cell1, cr_TimingInfo_Any, ?))

         {

             f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 11");

         }

         []  SYSIND.receive(car_NR_SYSTEM_UL_HARQ_IND(nr_Cell1, (ack, nack)))

         {

          t_Watchdog.stop;

          f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Step 10: UE is sending HARQ ACK/NACK ");

         }

     };

     // @siclog "Step 12" siclog@

     //Preconfigured at SS

     // @siclog "Step 13" siclog@

     SRB.receive(car_NR_SRB0_RrcPdu_IND(nr_Cell1, cr_38508_RRCSetupRequest));

     // @siclog "Step 14" siclog@

     //Preconfigured at SS

     // @siclog "Step 15-16" siclog@

     alt {

         [] SYSIND.receive(car_NR_PRACH_Preamble_IND(nr_Cell1, cr_TimingInfo_Any, ?))

         {

             f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 16");

         }

         []  SYSIND.receive(car_NR_SYSTEM_UL_HARQ_IND(nr_Cell1, (ack, nack)))

         {

          t_Watchdog.stop;

          f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Step 15: UE is sending HARQ ACK/NACK ");

         }

     };

     // @siclog "Step 17" siclog@

     //Preconfigured at SS

     // @siclog "Step 18" siclog@

     SRB.receive(car_NR_SRB0_RrcPdu_IND(nr_Cell1, cr_38508_RRCSetupRequest));

     // @siclog "Step 19" siclog@

     //Preconfigured at SS

     // @siclog "Step 20-21" siclog@

     // step 20 taken care in default handler

     v_NasInd := f_NR_RRCSetupComplete_Def(nr_Cell1, cr_38508_RRCSetupComplete(tsc_NR_RRC_TI_Def));

    f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 21");

    // disable PRACH/HARQ reception indication

    f_NR_SS_SystemIndCtrlConfig(nr_Cell1, cds_NR_SystemIndCtrl_RachPreamble(disable));

    f_NR_SS_SystemIndCtrlConfig(nr_Cell1, cds_NR_SystemIndCtrl_UL_HARQ(disable));

    // @siclog "Step 22-25" siclog@

    f_NR5GC_RRC_ConnectedState3N_Steps5_8(nr_Cell1, v_NasInd);

    };

	


After Change:

	           function f_TC_7_1_1_2_3_NR_TestBody() runs on NR5GC_PTC

  {

     var NG_NAS_MSG_Indication_Type v_NasInd;

     timer t_Watchdog := 5.0;

     t_Watchdog.start;

     // @siclog "Step 2" siclog@

     SYSIND.receive(car_NR_PRACH_Preamble_IND(nr_Cell1, cr_TimingInfo_Any, ?));

     f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 2");

     // @siclog "Step 3" siclog@

     //Preconfigured at SS

     // @siclog "Step 4-5" siclog@

     alt {

         [] SYSIND.receive(car_NR_PRACH_Preamble_IND(nr_Cell1, cr_TimingInfo_Any, ?))

         {

             f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 5");

         }

         []  SYSIND.receive(car_NR_SYSTEM_UL_HARQ_IND(nr_Cell1, (ack, nack)))

         {

          t_Watchdog.stop;

          f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Step 4: UE is sending HARQ ACK/NACK ");

         }

     };

     // @siclog "Step 6" siclog@

     //Preconfigured at SS

     // @siclog "Step 7" siclog@

     SRB.receive(car_NR_SRB0_RrcPdu_IND(nr_Cell1, cr_38508_RRCSetupRequest));

     // @siclog "Step 9" siclog@

     //Preconfigured at SS

      // @siclog "Step 10-11" siclog@

     alt {

         [] SYSIND.receive(car_NR_PRACH_Preamble_IND(nr_Cell1, cr_TimingInfo_Any, ?))

         {

             f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 11");

         }

         []  SYSIND.receive(car_NR_SYSTEM_UL_HARQ_IND(nr_Cell1, (ack, nack)))

         {

          t_Watchdog.stop;

          f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Step 10: UE is sending HARQ ACK/NACK ");

         }

     };

     // @siclog "Step 12" siclog@

     //Preconfigured at SS

     // @siclog "Step 13" siclog@

     SRB.receive(car_NR_SRB0_RrcPdu_IND(nr_Cell1, cr_38508_RRCSetupRequest));

     // @siclog "Step 14" siclog@

     //Preconfigured at SS

     // @siclog "Step 15-16" siclog@

     alt {

         [] SYSIND.receive(car_NR_PRACH_Preamble_IND(nr_Cell1, cr_TimingInfo_Any, ?))

         {

             f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 16");

         }

         []  SYSIND.receive(car_NR_SYSTEM_UL_HARQ_IND(nr_Cell1, (ack, nack)))

         {

          t_Watchdog.stop;

          f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Step 15: UE is sending HARQ ACK/NACK ");

         }

     };

     // @siclog "Step 17" siclog@

     //Preconfigured at SS

     // @siclog "Step 18" siclog@

     SRB.receive(car_NR_SRB0_RrcPdu_IND(nr_Cell1, cr_38508_RRCSetupRequest));

     // @siclog "Step 19" siclog@

     //Preconfigured at SS

     // @siclog "Step 20-21" siclog@

     // step 20 taken care in default handler

     SYSIND.receive(car_NR_SYSTEM_UL_HARQ_IND(nr_Cell1, ack));


     f_NR_SS_SystemIndCtrlConfig(nr_Cell1, cds_NR_SystemIndCtrl_UL_HARQ(disable)); 


 f_NR_ULGrantConfiguration_Start(nr_Cell1);

     v_NasInd := f_NR_RRCSetupComplete_Def(nr_Cell1, cr_38508_RRCSetupComplete(tsc_NR_RRC_TI_Def));

    f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 21");

    // disable PRACH/HARQ reception indication

    f_NR_SS_SystemIndCtrlConfig(nr_Cell1, cds_NR_SystemIndCtrl_RachPreamble(disable));

       // @siclog "Step 22-25" siclog@

    f_NR5GC_RRC_ConnectedState3N_Steps5_8(nr_Cell1, v_NasInd);

    };


