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Change 1

	Function name
	fl_TC_9_1_5_1_5_Body

	Reason for change
	After receiving the Registration Request at Steps 3-5, the SS should be reset. Otherwise the SS won’t be able to receive the next rrcSetupRequest for the second attempt of Registration Request.



	Summary of change
	Call function f_NR_RRCRelease_Local after Step 5.

	TTCN module
	Initial_Registration_NR5GC

	MCC160 Comment
	


Before 

function fl_TC_9_1_5_1_5_Body() runs on NR5GC_PTC

  {

    var NR_CellId_Type v_NGC_NASCellA := f_NR5GC_MapNASCell(ngc_CellA, NG_AllCellsOnSamePLMN);

    var GMM_MobilityInfo_Type v_GMM_MobilityInfo;

    var NG_NAS_MSG_Indication_Type v_ReceivedMsg;

    var float v_T3510Val := f_NR_SetTimerToleranceMin(v_NGC_NASCellA, nasTimer, 15.0);

    var float v_T3511Val := f_NR_SetTimerToleranceMin(v_NGC_NASCellA, nasTimer, 10.0);

    var float v_T3502Val := f_NR_SetTimerToleranceMin(v_NGC_NASCellA, nasTimer, 720.0);

    var PLMN_Identity v_ASN_PLMN := f_NR_CellInfo_GetPLMN (v_NGC_NASCellA);

    var NAS_PlmnId v_PLMN := f_NR_Asn2Nas_PlmnId(v_ASN_PLMN);

    var boolean v_Step17a1 := true; //@sic R5s190938 sic@

    timer t_T3511 ; //@sic R5s190938 sic@

    //@siclog "Step 1" siclog@

    //The SS configures:- NGC Cell A as the "Serving cell".

    f_NR_SetCellPower (v_NGC_NASCellA, tsc_NR_ServingCellSSS_EPRE_FR1, tsc_NR_ServingCellSSS_EPRE_FR2);

    //@siclog "Step 2" siclog@

    //The UE is Switched ON

    f_UT_SwitchOnUE(UT);

    //@siclog "Steps 3-5" siclog@

    //Steps 2-4 of  4.5.2.2-2 of the generic procedure in TS 38.508-1 [4] are performed and the UE transmits a REGISTRATION REQUEST with IE 5GS registration type set to "initial registration"?.

    v_ReceivedMsg := f_NR_RRC_ConnEst_DefWithNas (v_NGC_NASCellA, tsc_NR_RRC_TI_Def, ?, (tsc_SHT_NoSecurityProtection, tsc_SHT_IntegrityProtected));

    if (not f_Check_NG_RegistrationReqMsg (v_GMM_MobilityInfo, v_ReceivedMsg.Pdu, Initial_NoSecurity)) {

      f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Registration Request Message Failed");

    }

    //@siclog "Step 6" siclog@

    //The SS waits 25 seconds (15 seconds T3510 and 10 seconds T3511). (UE's registration attempt counter = 1)

    f_Delay(v_T3510Val);

f_Delay(v_T3511Val);

…...

}

After change

function fl_TC_9_1_5_1_5_Body() runs on NR5GC_PTC

  {

    var NR_CellId_Type v_NGC_NASCellA := f_NR5GC_MapNASCell(ngc_CellA, NG_AllCellsOnSamePLMN);

    var GMM_MobilityInfo_Type v_GMM_MobilityInfo;

    var NG_NAS_MSG_Indication_Type v_ReceivedMsg;

    var float v_T3510Val := f_NR_SetTimerToleranceMin(v_NGC_NASCellA, nasTimer, 15.0);

    var float v_T3511Val := f_NR_SetTimerToleranceMin(v_NGC_NASCellA, nasTimer, 10.0);

    var float v_T3502Val := f_NR_SetTimerToleranceMin(v_NGC_NASCellA, nasTimer, 720.0);

    var PLMN_Identity v_ASN_PLMN := f_NR_CellInfo_GetPLMN (v_NGC_NASCellA);

    var NAS_PlmnId v_PLMN := f_NR_Asn2Nas_PlmnId(v_ASN_PLMN);

    var boolean v_Step17a1 := true; //@sic R5s190938 sic@

    timer t_T3511 ; //@sic R5s190938 sic@

    //@siclog "Step 1" siclog@

    //The SS configures:- NGC Cell A as the "Serving cell".

    f_NR_SetCellPower (v_NGC_NASCellA, tsc_NR_ServingCellSSS_EPRE_FR1, tsc_NR_ServingCellSSS_EPRE_FR2);

    //@siclog "Step 2" siclog@

    //The UE is Switched ON

    f_UT_SwitchOnUE(UT);

    //@siclog "Steps 3-5" siclog@

    //Steps 2-4 of  4.5.2.2-2 of the generic procedure in TS 38.508-1 [4] are performed and the UE transmits a REGISTRATION REQUEST with IE 5GS registration type set to "initial registration"?.

    v_ReceivedMsg := f_NR_RRC_ConnEst_DefWithNas (v_NGC_NASCellA, tsc_NR_RRC_TI_Def, ?, (tsc_SHT_NoSecurityProtection, tsc_SHT_IntegrityProtected));

    if (not f_Check_NG_RegistrationReqMsg (v_GMM_MobilityInfo, v_ReceivedMsg.Pdu, Initial_NoSecurity)) {

      f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Registration Request Message Failed");

    }

    f_NR_RRCRelease_Local(v_NGC_NASCellA, f_NR_GetNextSendOccasion_DL(v_NGC_NASCellA));

    //@siclog "Step 6" siclog@

    //The SS waits 25 seconds (15 seconds T3510 and 10 seconds T3511). (UE's registration attempt counter = 1)

    f_Delay(v_T3510Val);

f_Delay(v_T3511Val);

…...

}

