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	Reason for change:
	According to 36.523-1 Table 8.6.1.2.3.3-2, measObjectToAddModList-v9e0 IE must be added for band > 64. In the current TTCN implementation, this is missing.

Additionally, for band > 64, EARFCN value at Step 7 exceeds maximum value.


	
	

	Summary of change:
	Modified template cs_RRCConnectionReconfiguration_8_6_1_2_Step7 to add measObjectToAddModList-v9e0 IE for band > 64.

At Step 7, v_Frequency_IE_f1.UL_DL_Earfcn.dl_CarrierFreq is replaced with v_Frequency_IE_f1.UL_DL_Earfcn.dl_CarrierFreq_r9 to support band > 64.

In template cs_RRCConnectionReconfiguration_8_6_1_2_Step7, parameter type for p_EUTRA_DL_CarrierFreq_1 is changed to ARFCN_ValueEUTRA_r9 to support band > 64.

f_EUTRA_ARFCN_Value(p_EUTRA_DL_CarrierFreq_1) is passed as parameter instead of p_EUTRA_DL_CarrierFreq_1 into cs_RRCConnectionReconfiguration_8_6_1_2_Step7 -> … -> cs_MeasObject_measObjectEUTRA_Common to limit value to maxEARFCN even for band > 64.
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1 Overview

This document lists all the changes needed to correct issues in the ATS iwd-19wk50 related to the title of this CR.

Contact:
Kalahasti, Narendra

Narendra.Kalahasti@anritsu.com
2 Corrections required

2.1 Change 1

	Function name
	cs_RRCConnectionReconfiguration_8_6_1_2_Step7

	Reason for change
	According to 36.523-1 Table 8.6.1.2.3.3-2, measObjectToAddModList-v9e0 IE must be added for band > 64. In the current TTCN implementation, this is missing.

Additionally, for band > 64, EARFCN value at Step 7 exceeds maximum value.


	Summary of change
	1) Modified the template to add measObjectToAddModList-v9e0 IE for band > 64 by passing f_ReturnMeasObjectToAddModList_v9e0(p_EUTRA_DL_CarrierFreq_1) as parameter in cs_MeasConfig.

2) Parameter type for p_EUTRA_DL_CarrierFreq_1 is changed to ARFCN_ValueEUTRA_r9 to support band > 64.

3) f_EUTRA_ARFCN_Value(p_EUTRA_DL_CarrierFreq_1) is passed as parameter instead of p_EUTRA_DL_CarrierFreq_1 into cs_MeasObject_measObjectEUTRA_Common to limit value to maxEARFCN even for band > 64.



	TTCN module
	EUTRA_MDT_Specific_Templates.ttcn

	MCC160 Comment
	


Before change

  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_6_1_2_Step7(RRC_TransactionIdentifier p_RRC_TI,

                                                                                 ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq_1,

                                                                                 AllowedMeasBandwidth p_MeasurementBandwidth_1) :=

  /* @status    APPROVED (LTE_A_R10_R11) */

    cs_508_RRCConnectionReconfiguration_ConditionMEAS_WithObtainLocation(p_RRC_TI,

                                                                         cs_MeasConfig(omit,

                                                                                       cs_MeasObjectToAddModList_1Entry(tsc_IdMeasObject_f1,

                                                                                                                        cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq_1, p_MeasurementBandwidth_1)),

                                                                                       omit,

                                                                                       cs_ReportConfigToAddModList_1Entry(tsc_IdReportConfig_A2,

                                                                                                                          cs_ReportConfig_reportConfigEUTRA_eventA2_RSRP(-83, 4, ms320, rsrp, both, 1, ms1024, r1, true_)),

                                                                                       omit,

                                                                                       cs_MeasIdToAddModList_1Entry(1, tsc_IdMeasObject_f1, tsc_IdReportConfig_A2 )));
After change

  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_6_1_2_Step7(RRC_TransactionIdentifier p_RRC_TI,

                                                                                 ARFCN_ValueEUTRA_r9 p_EUTRA_DL_CarrierFreq_1,

                                                                                 AllowedMeasBandwidth p_MeasurementBandwidth_1) :=

  /* @status    APPROVED (LTE_A_R10_R11) */

    cs_508_RRCConnectionReconfiguration_ConditionMEAS_WithObtainLocation(p_RRC_TI,

                                                                         cs_MeasConfig(omit,

                                                                                       cs_MeasObjectToAddModList_1Entry(tsc_IdMeasObject_f1,

                                                                                                                        cs_MeasObject_measObjectEUTRA_Common(f_EUTRA_ARFCN_Value(p_EUTRA_DL_CarrierFreq_1), p_MeasurementBandwidth_1)),

                                                                                       omit,

                                                                                       cs_ReportConfigToAddModList_1Entry(tsc_IdReportConfig_A2,

                                                                                                                          cs_ReportConfig_reportConfigEUTRA_eventA2_RSRP(-83, 4, ms320, rsrp, both, 1, ms1024, r1, true_)),

                                                                                       omit,

                                                                                       cs_MeasIdToAddModList_1Entry(1, tsc_IdMeasObject_f1, tsc_IdReportConfig_A2 ),

                                                                                       -,-,-,-,-,

                                                                                       f_ReturnMeasObjectToAddModList_v9e0(p_EUTRA_DL_CarrierFreq_1)));
2.2 Change 2
	Function name
	f_TC_8_6_1_2_EUTRA

	Reason for change
	EARFCN value at Step 7 does not support band > 64.


	Summary of change
	At Step 7, v_Frequency_IE_f1.UL_DL_Earfcn.dl_CarrierFreq is replaced with v_Frequency_IE_f1.UL_DL_Earfcn.dl_CarrierFreq_r9 to support band > 64.


	TTCN module
	RRC_Immediate_MDT.ttcn

	MCC160 Comment
	


Before change

  function f_TC_8_6_1_2_EUTRA() runs on EUTRA_PTC

  { //Immediate MDT / Reporting / Location information / Request from eNB / Event A2

    ...

    //@siclog "Step 7-8" siclog@

    //The SS transmits an RRCConnectionReconfiguration message to modify intra-frequency measurement for event A2 with includeLocationInfo set to true and obtainLocation set to setup.

    f_EUTRA_RRCConnectionReconfiguration_MeasConfig(eutra_Cell1,

                                                    cs_RRCConnectionReconfiguration_8_6_1_2_Step7(tsc_RRC_TI_Def,

                                                                                                  v_Frequency_IE_f1.UL_DL_Earfcn.dl_CarrierFreq,

                                                                                                  v_ChBandDependency_Cell1.AllowedMeasBandwidth));

    ...

  }
After change

  function f_TC_8_6_1_2_EUTRA() runs on EUTRA_PTC

  { //Immediate MDT / Reporting / Location information / Request from eNB / Event A2

    ...

    //@siclog "Step 7-8" siclog@

    //The SS transmits an RRCConnectionReconfiguration message to modify intra-frequency measurement for event A2 with includeLocationInfo set to true and obtainLocation set to setup.

    f_EUTRA_RRCConnectionReconfiguration_MeasConfig(eutra_Cell1,

                                                    cs_RRCConnectionReconfiguration_8_6_1_2_Step7(tsc_RRC_TI_Def,

                                                                                                  v_Frequency_IE_f1.UL_DL_Earfcn.dl_CarrierFreq_r9,

                                                                                                  v_ChBandDependency_Cell1.AllowedMeasBandwidth));

    ...

  }
