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Overview

This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D19wk50 related to the title of this CR.

Contact:
Yongsheng Ma


mayongsheng@starpointcomm.com
Corrections required

Change 1

	Template name
	 cs_EAP_Success

	Reason for change
	EAP success message should contain the code string of EAP success itself only  When is used in function f_NR_NASSecurityModeProcedure. However, the output after encoding will include union index and optional indication of the EAP message type due to the definition in current TTCN.

	Summary of change
	Use EAP_Success_Type instead of EAP_Message_Type in template definition.


	TTCN module
	EAP_TypeDefs.ttcn

	MCC160 Comment
	


Before Change:

	  template (value) EAP_Message_Type cs_EAP_Success (O1_Type p_Id := '00'O) :=

  { /* @status    APPROVED (NR5GC) */

    success := {

      code      := '03'O, // Success

      id        := p_Id,    // RFC 3748 cl. 4

      len      := '0004'O // RFC 3748 cl. 4.1

    }
  };  


After Change:

	   template (value) EAP_Success_Type cs_EAP_Success (O1_Type p_Id := '00'O) :=

  { /* @status    APPROVED (NR5GC) */

      code      := '03'O, // Success

      id        := p_Id,    // RFC 3748 cl. 4

      len      := '0004'O // RFC 3748 cl. 4.1

   };  


Change 2
	Template name
	cs_EAP_FAilure

	Reason for change
	EAP failure message should contain the code string of EAP failure itself only. However, the output after encoding will include union index and optional indication of the EAP message type due to the definition in current TTCN.

	Summary of change
	Use EAP_Failure_Type instead of EAP_Message_Type in template definition.
Modify an editorial error.

	TTCN module
	EAP_TypeDefs.ttcn

	MCC160 Comment
	


Before Change:

	  template (value) EAP_Message_Type cs_EAP_FAilure (O1_Type p_Id := '00'O) :=

  {

    failure := {

      code      := '04'O, // Failure

      id        := p_Id,    // RFC 3748 cl. 4

      len      := '0004'O // RFC 3748 cl. 4.1

    }
  };


After Change:

	  template (value) EAP_Failure_Type cs_EAP_Failure (O1_Type p_Id := '00'O) :=

  {

      code      := '04'O, // Failure

      id        := p_Id,    // RFC 3748 cl. 4

      len      := '0004'O // RFC 3748 cl. 4.1

  };


