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1 Overview

This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D20wk11 related to the title of this CR.

Contact:
Shaun Harry

shaun.harry@keysight.com
2 Corrections required
. Change 1

	Function name
	fl_TC_9_1_5_2_1_Body

	Reason for change
	Last visited registered TAI is updated when UE camps on cell D at step 5. So in step 7, Last visited registered TAI should be the TAI of NGC Cell D.

	Summary of change
	Correct the last visited registered TAI in Step 7.

	TTCN module
	Mobility_Registration_NR5GC

	MCC160 Comment
	


Before 

function fl_TC_9_1_5_2_1_Body() runs on NR5GC_PTC

  {

    ......
    //@siclog "Step 6" siclog@

    //Set NGC Cell A to serving cell power and NGC Cell D to Non-suitable cell power

    f_NR_SetCellPower (v_NGC_NASCellA, tsc_NR_ServingCellSSS_EPRE_FR1, tsc_NR_ServingCellSSS_EPRE_FR2);

    f_NR_SetCellPower (v_NGC_NASCellD, tsc_NR_NonSuitableCellSSS_EPRE_FR1, tsc_NR_NonSuitableCellSSS_EPRE_FR2); //@sic R5-194879 sic@

    //@siclog "Step 7" siclog@

    f_NR5GC_MobilityRegistration(v_NGC_NASCellA, -, f_LastVisited_TAI(v_NGC_NASCellB), -, -, noRrcConnectionRelease); // @sic R5-192341 sic@ //@sic R5s191134 sic@

    f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 7");

  }

After change

function fl_TC_9_1_5_2_1_Body() runs on NR5GC_PTC

  {

    ......
    //@siclog "Step 6" siclog@

    //Set NGC Cell A to serving cell power and NGC Cell D to Non-suitable cell power

    f_NR_SetCellPower (v_NGC_NASCellA, tsc_NR_ServingCellSSS_EPRE_FR1, tsc_NR_ServingCellSSS_EPRE_FR2);

    f_NR_SetCellPower (v_NGC_NASCellD, tsc_NR_NonSuitableCellSSS_EPRE_FR1, tsc_NR_NonSuitableCellSSS_EPRE_FR2); //@sic R5-194879 sic@

    //@siclog "Step 7" siclog@

    f_NR5GC_MobilityRegistration(v_NGC_NASCellA, -, f_LastVisited_TAI(v_NGC_NASCellD), -, -, noRrcConnectionRelease); // @sic R5-192341 sic@ //@sic R5s191134 sic@

    f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 7");

  }
