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1 Overview

This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D20wk11 related to the title of this CR.

Contact:
Shaun Harry

shaun.harry@keysight.com
2 Corrections required
. 2.1 Change 1

	Function name
	f_TC_8_1_3_2_2_TestBody

	Reason for change
	At step 4, the testcase change cell power at NR and then EUTRA side to triger MR at step 5. However, the cell power change on NR cell along will triger the MR, which create race condistion between waiting CoOrdination of EUTRA cell power change and receiving MR in next step 5.

	Summary of change
	Changed to alter EUTRA cell power first and then NR cell, in create the stability of the test case

	TTCN module
	RRC_Measurement_NR5GC_NR

	MCC160 Comment
	


Before 

function f_TC_8_1_3_2_2_TestBody() runs on NR_BASE_PTC

  {    

………….
    //@siclog "Step  4" siclog@

    //SS re-adjusts the cell-specific reference signal level according to row "T1" in Table 8.1.3.2.1.3.2-1/2.

    f_NR_SetCellPowerList(v_CellPowerList_AtT1);

    f_EUTRA_NR_SendCoOrd (EUTRA, cms_EUTRA_NR_Trigger);

    f_EUTRA_NR_WaitForCoOrd_Trigger(EUTRA);
    //@siclog "Step 5" siclog@

    //Check: Does the UE transmit a MeasurementReport message to report event B2 with the measured RSRP value for NR Cell 1? 
………….

  }
After change

function f_TC_8_1_3_2_2_TestBody() runs on NR_BASE_PTC

  {    

………….

    //@siclog "Step  4" siclog@

    //SS re-adjusts the cell-specific reference signal level according to row "T1" in Table 8.1.3.2.1.3.2-1/2.

    f_EUTRA_NR_SendCoOrd (EUTRA, cms_EUTRA_NR_Trigger);

    f_EUTRA_NR_WaitForCoOrd_Trigger(EUTRA);
    f_NR_SetCellPowerList(v_CellPowerList_AtT1);
    //@siclog "Step 5" siclog@

    //Check: Does the UE transmit a MeasurementReport message to report event B2 with the measured RSRP value for NR Cell 1? 
………….

  }
