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1 Overview

This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D20wk11 related to the title of this CR.

Contact:
Shaun Harry

shaun.harry@keysight.com
2 Corrections required
. 2.1 Change 1

	Function name
	f_NR_ShortMessageIndication_SysinfoMod()

	Reason for change
	When UE is in RRC_CONNECTED, Short Message indications are transmitted in every paging occasions of each even frame throughout the modification period.
Current implementation for slot offset assuming 10 slots/frame 

	Summary of change
	Updated formula with slot per frame as 10 * v_SlotsNumberPerSubframe

	TTCN module
	NR5GC_SysinfoPaging

	MCC160 Comment
	


Before 

function f_NR_ShortMessageIndication_SysinfoMod(NR_CellId_Type  p_NR_CellId,

                                                  SubFrameTiming_Type  p_TimeOfShortMessage,

                                                  NR_RRC_STATE_Type p_UE_State := RRC_IDLE,

                                                  B8_Type p_ShortMessages := tsc_NR_ShortMessage_SystemInfoModification) runs on NR5GC_PTC

  {

….

    select(p_UE_State) {

      case(RRC_IDLE, RRC_INACTIVE){

        v_AssignedBWPs := cs_NR_AssignedBWPs_InitialBWP;

        // Calculate next Paging Occasion

        v_PagingOccasion := f_NR_Calculate_PF_PO(p_TimeOfShortMessage, //@sic R5s190291 sic@

                                                 v_PagingCycle,

                                                 v_PcchConfig,

                                                 v_NG_TMSI,

                                                 v_SlotsNumberPerSubframe,

                                                 v_SCS,

                                                 v_SlotOffsetPaging);

        // Calculate the subframe offset list - Page UE in each pagingCycle

        for (i := 0; i < v_ModificationPeriodCoeff_Integer; i := i + 1) {

          v_NR_SlotOffsetList[i] := i * v_PagingCycle_Integer * 10 * v_SlotsNumberPerSubframe;

        }

      }

      case(RRC_CONNECTED) {

        v_PagingOccasion := p_TimeOfShortMessage;

        v_AssignedBWPs := cs_NR_AssignedBWPs_InitialBWP; // PagingSearchSpace being set to 0 in 38.508-1

        // When UE iWhen UE is in RRC_CONNECTED, Short Message indications are transmitted in every paging occasions of each even frame throughout the modification period.

        //@sic R5-198993 sic@

        v_NumberOfShortMsg := 512;            // 64*4*2 Short messages acc to 38.523-3 cl 7.3.3.3

        for (i := 0; i<v_NumberOfShortMsg; i:=i+2) {

          v_NR_SlotOffsetList[i] := i*10 + v_SSB_Index;

          v_NR_SlotOffsetList[i+1] := i*10 + v_SSB_Index + 1;

        }

      }

      case else{ FatalError(__FILE__, __LINE__, "Unknown NR RRC state");}

    }

…

  }
After change

function f_NR_ShortMessageIndication_SysinfoMod(NR_CellId_Type  p_NR_CellId,

                                                  SubFrameTiming_Type  p_TimeOfShortMessage,

                                                  NR_RRC_STATE_Type p_UE_State := RRC_IDLE,

                                                  B8_Type p_ShortMessages := tsc_NR_ShortMessage_SystemInfoModification) runs on NR5GC_PTC

  {

….

    select(p_UE_State) {

      case(RRC_IDLE, RRC_INACTIVE){

        v_AssignedBWPs := cs_NR_AssignedBWPs_InitialBWP;

        // Calculate next Paging Occasion

        v_PagingOccasion := f_NR_Calculate_PF_PO(p_TimeOfShortMessage, //@sic R5s190291 sic@

                                                 v_PagingCycle,

                                                 v_PcchConfig,

                                                 v_NG_TMSI,

                                                 v_SlotsNumberPerSubframe,

                                                 v_SCS,

                                                 v_SlotOffsetPaging);

        // Calculate the subframe offset list - Page UE in each pagingCycle

        for (i := 0; i < v_ModificationPeriodCoeff_Integer; i := i + 1) {

          v_NR_SlotOffsetList[i] := i * v_PagingCycle_Integer * 10 * v_SlotsNumberPerSubframe;

        }

      }

      case(RRC_CONNECTED) {

        v_PagingOccasion := p_TimeOfShortMessage;

        v_AssignedBWPs := cs_NR_AssignedBWPs_InitialBWP; // PagingSearchSpace being set to 0 in 38.508-1

        // When UE iWhen UE is in RRC_CONNECTED, Short Message indications are transmitted in every paging occasions of each even frame throughout the modification period.

        //@sic R5-198993 sic@

        v_NumberOfShortMsg := 512;            // 64*4*2 Short messages acc to 38.523-3 cl 7.3.3.3

        for (i := 0; i<v_NumberOfShortMsg; i:=i+2) {

          v_NR_SlotOffsetList[i] := i*10 * v_SlotsNumberPerSubframe + v_SSB_Index;

          v_NR_SlotOffsetList[i+1] := i*10 * v_SlotsNumberPerSubframe + v_SSB_Index + 1;

        }

      }

      case else{ FatalError(__FILE__, __LINE__, "Unknown NR RRC state");}

    }

…

  }
