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	Reason for change:
	Accorinding to 36.331 sec 5.3.5.3. 

5.3.5.3
Reception of an RRCConnectionReconfiguration not including the mobilityControlInfo by the UE

If the RRCConnectionReconfiguration message does not include the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:

1>
if this is the first RRCConnectionReconfiguration message after successful completion of the RRC connection re-establishment procedure:

2>
re-establish PDCP for SRB2 configured with E-UTRA PDCP entity and for all DRBs that are established and configured with E-UTRA PDCP, if any;

2>
re-establish RLC for SRB2 and for all DRBs that are established and configured with E-UTRA RLC, if any;

2>
if the RRCConnectionReconfiguration message includes the fullConfig:

3>
perform the radio configuration procedure as specified in 5.3.5.8;
2>
if the RRCConnectionReconfiguration message includes the radioResourceConfigDedicated:

3>
perform the radio resource configuration procedure as specified in 5.3.10;

5.3.5.8
Radio Configuration involving full configuration option

The UE shall:

1>
release/ clear all current dedicated radio configurations except the MCG C-RNTI, the MCG security configuration and the PDCP, RLC, logical channel configurations for the RBs and the logged measurement configuration;

Therefore UE completes this and goes to the next if statement to configure radioResourceConfigDedicated based on sec 5.3.10. 
It will no longer have the stored epdcch_Config_r11 information received from  rrcConnectionReestablishment  and therefore this information needs to be provided.

	
	

	Summary of change:
	For TC 13.3.1.3:

For testing of CAT-M1 UE and UE in enhanced coverage, construct physicalConfigDedicated with template cs_508_PhysicalConfigDedicated_Default_HO, which includes the IE EPDCCH-Config specification.
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Change 1  – Correction to function ‘f_EUTRA_13_3_1_3_ EUTRA’
	Function name
	f_TC_13_3_1_3_EUTRA ()

	Reason for change
	Accorinding to 36.331 sec 5.3.5.3. 

5.3.5.3
Reception of an RRCConnectionReconfiguration not including the mobilityControlInfo by the UE

If the RRCConnectionReconfiguration message does not include the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:

1>
if this is the first RRCConnectionReconfiguration message after successful completion of the RRC connection re-establishment procedure:

2>
re-establish PDCP for SRB2 configured with E-UTRA PDCP entity and for all DRBs that are established and configured with E-UTRA PDCP, if any;

2>
re-establish RLC for SRB2 and for all DRBs that are established and configured with E-UTRA RLC, if any;

2>
if the RRCConnectionReconfiguration message includes the fullConfig:

3>
perform the radio configuration procedure as specified in 5.3.5.8;
2>
if the RRCConnectionReconfiguration message includes the radioResourceConfigDedicated:

3>
perform the radio resource configuration procedure as specified in 5.3.10;

5.3.5.8
Radio Configuration involving full configuration option

The UE shall:

1>
release/ clear all current dedicated radio configurations except the MCG C-RNTI, the MCG security configuration and the PDCP, RLC, logical channel configurations for the RBs and the logged measurement configuration;

Therefore UE completes this and goes to the next if statement to configure radioResourceConfigDedicated based on sec 5.3.10. 
It will no longer have the stored epdcch_Config_r11 information received from  rrcConnectionReestablishment  and therefore this information needs to be provided.

	Summary of change
	For testing of CAT-M1 UE and UE in enhanced coverage, construct physicalConfigDedicated with template cs_508_PhysicalConfigDedicated_Default_HO, which includes the IE EPDCCH-Config specification.

	TTCN module
	LTE\13\MultiLayer_Procedures.ttcn

	MCC160 Comment
	


Before  change
…

function f_TC_13_3_1_3_EUTRA()runs on EUTRA_PTC
  { 
    var template (value) CellPowerList_Type v_CellPowerList_AtT0 := {

      cs_CellPower(eutra_Cell1, tsc_ServingCellRS_EPRE),

      cs_CellPower(eutra_Cell2, tsc_NonSuitableCellRS_EPRE)

    };

    var template (value) CellPowerList_Type v_CellPowerList_AtT1 := {

      cs_CellPower(eutra_Cell1, tsc_NonSuitableOffCellRS_EPRE),

      cs_CellPower(eutra_Cell2, tsc_Suitable_NeighbourIntraFreq_CellRS_EPRE) //@sic R5s110499 sic@

    };

    var ShortMAC_I v_ShortMAC_I;

    var PhysCellId v_PhysicalCellIdentity_Cell1;

    var template (value) EUTRA_FDD_TDD_CellInfo_Type v_EUTRA_FDD_TDD_Info;

    var template (value) PhysicalConfigDedicated_AntennaInfo_Type v_AntennaInfo;

    var EUTRA_SecurityParams_Type v_Auth_Params;

    var NextHopChainingCount v_NextHopChainingCount := 0; // Default configuration value according to TS 36.508 Table 4.6.1-10

    var SubFrameTiming_Type v_TimingInfo;

    var PDCP_SDUList_Type v_PDCP_SDUList_DRB1 := { f_IPv4IPv6_IcmpEchoReply(f_LoopbackModeB_IP_Address_UE()) };      /* @sic R5s120470 sic@ */

    //var template (value) DL_DCCH_Message v_RRCConnReconfig;

    var template (value) RadioResourceConfigDedicated v_RadioResourceConfigDedicated;

    //Init cell array and security

f_EUTRA_Init(c1); 
……

//@siclog "Step 5" siclog@

    /* UE transmits an RRCConnectionReestablishmentComplete message */

    SRB.receive(car_SRB1_RrcPdu_IND(eutra_Cell2, cr_508_RRCConnectionReestablishmentComplete(tsc_RRC_TI_Def)));

    // Configure SS for dedicated RACH

    //f_EUTRA_SS_ConfigRachProcedure(eutra_Cell2, tsc_C_RNTI_Def2, cs_RachProcedureConfig_CRNTI_Dedicated(f_EUTRA_CellInfo_GetRAR_TA(eutra_Cell2),f_EUTRA_CellInfo_GetDL_ChBandwidth(eutra_Cell2)));

    v_SysinfoType:= f_EUTRA_CellInfo_GetSysinfoType(eutra_Cell2);

    v_RadioResourceConfigDedicated :=  cds_RadioResourceConfigDedicated_SrbDrbConfig({cs_508_SRB2_ToAddMod_DEFAULT},


                                                                                     {cs_508_DRB_ToAddMod_DEFAULT_AM(tsc_DRB1)},


                                                                                     cs_508_MAC_MainConfig_Explicit_RBC_FullConfig, //@sic R5-131840 sic@


                                                                                     cs_508_PhysicalConfigDedicated_Default_RBC_HO(-, //@sic R5s130426 sic@


                                                                                                                                   v_EUTRA_FDD_TDD_Info.cqi_ReportConfig,


                                                                                                                                   v_EUTRA_FDD_TDD_Info.soundingRS_UL_Config,


                                                                                                                                   v_AntennaInfo,


                                                                                                                                   cs_508_SchedulingRequest_Config_Default(f_EUTRA_CellInfo_GetSR_PUCCH_ResourceIndex(eutra_Cell2),


                                                                                                                                                                           f_EUTRA_CellInfo_GetSR_ConfigIndex(eutra_Cell2),


                                                                                                                                                                           n4)));

    //@siclog "Step 6" siclog@

    /* The SS transmits RRCConnectionReconfiguration message */

    SRB.send ( cas_SRB1_RrcPdu_REQ ( eutra_Cell2, //@sic R5120826 sic@

                                     cs_TimingInfo_Now,

                                     cs_RRCConnectionReconfiguration_Common ( tsc_RRC_TI_Def,

                                                                           omit,

                                                                           omit,

                                                                           v_RadioResourceConfigDedicated,

                                                                           omit,

                                                                           cs_RRCConnectionReconfiguration_v890_IEs_FullConfig

                                                                     ) ) );
  }
…
After change
…

function f_TC_13_3_1_3_EUTRA()runs on EUTRA_PTC
  { 
   var template (value) CellPowerList_Type v_CellPowerList_AtT0 := {

      cs_CellPower(eutra_Cell1, tsc_ServingCellRS_EPRE),

      cs_CellPower(eutra_Cell2, tsc_NonSuitableCellRS_EPRE)

    };

    var template (value) CellPowerList_Type v_CellPowerList_AtT1 := {

      cs_CellPower(eutra_Cell1, tsc_NonSuitableOffCellRS_EPRE),

      cs_CellPower(eutra_Cell2, tsc_Suitable_NeighbourIntraFreq_CellRS_EPRE) //@sic R5s110499 sic@

    };

    var ShortMAC_I v_ShortMAC_I;

    var PhysCellId v_PhysicalCellIdentity_Cell1;

    var template (value) EUTRA_FDD_TDD_CellInfo_Type v_EUTRA_FDD_TDD_Info;

    var template (value) PhysicalConfigDedicated_AntennaInfo_Type v_AntennaInfo;

    var EUTRA_SecurityParams_Type v_Auth_Params;

    var NextHopChainingCount v_NextHopChainingCount := 0; // Default configuration value according to TS 36.508 Table 4.6.1-10

    var SubFrameTiming_Type v_TimingInfo;

    var PDCP_SDUList_Type v_PDCP_SDUList_DRB1 := { f_IPv4IPv6_IcmpEchoReply(f_LoopbackModeB_IP_Address_UE()) };      /* @sic R5s120470 sic@ */

    //var template (value) DL_DCCH_Message v_RRCConnReconfig;

    var template (value) RadioResourceConfigDedicated v_RadioResourceConfigDedicated;

    var SysinfoType_Type v_SysinfoType;

    var template (omit) PUCCH_ConfigDedicated_r13 v_PUCCH_ConfigDedicated_r13 := omit;

    var template (omit) PUCCH_ConfigDedicated v_PUCCH_ConfigDedicated := omit;

    var template (omit) CE_Mode_r13_Type  v_CE_Mode_r13;                                

    var template (omit) EPDCCH_Config_r11 v_EPDCCH_Config_r11 := omit; 

    //Init cell array and security

f_EUTRA_Init(c1); 
……

……

//@siclog "Step 5" siclog@

    /* UE transmits an RRCConnectionReestablishmentComplete message */

    SRB.receive(car_SRB1_RrcPdu_IND(eutra_Cell2, cr_508_RRCConnectionReestablishmentComplete(tsc_RRC_TI_Def)));

    // Configure SS for dedicated RACH

    //f_EUTRA_SS_ConfigRachProcedure(eutra_Cell2, tsc_C_RNTI_Def2, cs_RachProcedureConfig_CRNTI_Dedicated(f_EUTRA_CellInfo_GetRAR_TA(eutra_Cell2),f_EUTRA_CellInfo_GetDL_ChBandwidth(eutra_Cell2)));

    v_SysinfoType:= f_EUTRA_CellInfo_GetSysinfoType(eutra_Cell2);

    if (v_SysinfoType == sysinfoAndBR) { 

       v_CE_Mode_r13 := f_EUTRA_GetCE_Mode(eutra_Cell2);

       v_PUCCH_ConfigDedicated_r13 := f_EUTRA_GetPUCCH_ConfigDedicated_r13(eutra_Cell2);

       v_EPDCCH_Config_r11 := f_EUTRA_GetEPDCCH_Config_r11(eutra_Cell2);

       v_RadioResourceConfigDedicated :=  cds_RadioResourceConfigDedicated_SrbDrbConfig({cs_508_SRB2_ToAddMod_DEFAULT},

                                                                                    {cs_508_DRB_ToAddMod_DEFAULT_AM(tsc_DRB1)},

                                                                                     cs_508_MAC_MainConfig_Explicit_RBC_FullConfig, //@sic R5-131840 sic@

                                                                                     cs_508_PhysicalConfigDedicated_Default_HO(v_PUCCH_ConfigDedicated,








                                                                                              v_EUTRA_FDD_TDD_Info.cqi_ReportConfig,








                                                                                              v_AntennaInfo,








                                                                                              f_EUTRA_CellInfo_GetSR_PUCCH_ResourceIndex(eutra_Cell2),








                                                                                              f_EUTRA_CellInfo_GetSR_ConfigIndex(eutra_Cell2),








                                                                                              v_CE_Mode_r13,








                                                                                              v_PUCCH_ConfigDedicated_r13,








                                                                                              v_EPDCCH_Config_r11));

    }else{


    v_RadioResourceConfigDedicated :=  cds_RadioResourceConfigDedicated_SrbDrbConfig({cs_508_SRB2_ToAddMod_DEFAULT},


                                                                                     {cs_508_DRB_ToAddMod_DEFAULT_AM(tsc_DRB1)},


                                                                                     cs_508_MAC_MainConfig_Explicit_RBC_FullConfig, //@sic R5-131840 sic@


                                                                                     cs_508_PhysicalConfigDedicated_Default_RBC_HO(-, //@sic R5s130426 sic@


                                                                                                                                   v_EUTRA_FDD_TDD_Info.cqi_ReportConfig,


                                                                                                                                   v_EUTRA_FDD_TDD_Info.soundingRS_UL_Config,


                                                                                                                                   v_AntennaInfo,


                                                                                                                                   cs_508_SchedulingRequest_Config_Default(f_EUTRA_CellInfo_GetSR_PUCCH_ResourceIndex(eutra_Cell2),


                                                                                                                                                                           f_EUTRA_CellInfo_GetSR_ConfigIndex(eutra_Cell2),


                                                                                                                                                                           n4)));

    }
    //@siclog "Step 6" siclog@

    /* The SS transmits RRCConnectionReconfiguration message */

    SRB.send ( cas_SRB1_RrcPdu_REQ ( eutra_Cell2, //@sic R5120826 sic@

                                     cs_TimingInfo_Now,

                                     cs_RRCConnectionReconfiguration_Common ( tsc_RRC_TI_Def,

                                                                           omit,

                                                                           omit,

                                                                           v_RadioResourceConfigDedicated,

                                                                           omit,

                                                                           cs_RRCConnectionReconfiguration_v890_IEs_FullConfig

                                                                     ) ) );
……

  }

..
