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Overview

This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D20wk11 related to the title of this CR.

Contact:
Yongsheng Ma


mayongsheng@starpointcomm.com
Corrections required

Change 1

	Function name
	fl_TC_10_1_1_1_Body

	Reason for change
	According to the spec, S-NSSAI is not present when receiving UL NAS TRANSPORT message at step 5 and 14. However, the AT command triggers UE requesting S-NSSAI at step1 and 10 in current TTCN.

	Summary of change
	Remove the S-NSSAI from the AT command at step 1 and 10.

	TTCN module
	GSM_TestCases_NR5GC

	MCC160 Comment
	


Before Change:

	  function fl_TC_10_1_1_1_Body() runs on NR5GC_PTC

  {

......
     //@siclog "Steps 1" siclog@

    //Cause the UE to request establishment of PDU session.

    f_UT_RequestPDUSession(UT, 3, tsc_RandomAPN, -, -, v_NSSAI);

    //@siclog "Steps 2 - 4A" siclog@ @sic R5-200213 sic@

    v_ReceivedMsg := f_NR5GC_RRCIdleToConnected_Steps2_4(v_NGC_NASCellA, '0000'B);//ttcn cr by gy

    f_NR5GC_RRC_ConnectedState3N_Steps5_8(v_NGC_NASCellA, v_ReceivedMsg);

    //@siclog "Step 5" siclog@

    SRB.receive(car_NR_SRB_NasPdu_IND(v_NGC_NASCellA, v_SRB, cr_NG_NAS_IndWithPiggybacking(tsc_SHT_IntegrityProtected_Ciphered))) -> value v_ReceivedAsp;

    if (not f_Check_NG_PDUSessionEstablishmentReq(v_GSM_MobilityInfo,

                                                  v_ReceivedAsp.Signalling.Nas[0].Pdu,

                                                  ?,?,-,-,

                                                  -,-,-,-,

                                                  -,-,-,-,

                                                  omit, //No NSSAI

                                                  ?

                                                  ))

    {

      f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "PDU Session Establishment Message Failed");

    }

......
    //@siclog "Steps 10" siclog@

    //Cause the UE to request establishment of PDU session.

    f_UT_RequestPDUSession(UT, 3, tsc_RandomAPN, -, -, v_NSSAI);

    //@siclog "Steps 11 - 13A" siclog@ @sic R5-200213 sic@

    v_ReceivedMsg := f_NR5GC_RRCIdleToConnected_Steps2_4(v_NGC_NASCellA, '0000'B);

    f_NR5GC_RRC_ConnectedState3N_Steps5_8(v_NGC_NASCellA, v_ReceivedMsg);

    //@siclog "Step 14 - 19a1" siclog@

    f_NR5GC_PDUSessionEstablishment (v_NGC_NASCellA, -, -, -, -, -, -, -,

                                             cs_QoS_Rules ({cs_QoS_Rule('01'O, int2bit(1,6), '00'O)}),

                                             -, -, cs_QoSFlowDescr ({cs_QoS_Flow ('000011'B, { cs_QoSParameters(tsc_QoSFlowParameter_5QI, '01'O, '09'O)})}),

                                             -,-,-,-,-,-,-,

                                             -,-,-,-,-,-,-,-,

                                             cs_EAP_Message(bit2oct(encvalue(cs_EAP_Success))) , -, false);

    //@siclog "Step 20" siclog@

    // SS releases the rrc connection

    f_NR_RRCRelease(v_NGC_NASCellA);

}


After Change:

	   function fl_TC_10_1_1_1_Body() runs on NR5GC_PTC

  {

......
     //@siclog "Steps 1" siclog@

    //Cause the UE to request establishment of PDU session.

    f_UT_RequestPDUSession(UT, 3, tsc_RandomAPN);

    //@siclog "Steps 2 - 4A" siclog@ @sic R5-200213 sic@

    v_ReceivedMsg := f_NR5GC_RRCIdleToConnected_Steps2_4(v_NGC_NASCellA, '0000'B);//ttcn cr by gy

    f_NR5GC_RRC_ConnectedState3N_Steps5_8(v_NGC_NASCellA, v_ReceivedMsg);

    //@siclog "Step 5" siclog@

    SRB.receive(car_NR_SRB_NasPdu_IND(v_NGC_NASCellA, v_SRB, cr_NG_NAS_IndWithPiggybacking(tsc_SHT_IntegrityProtected_Ciphered))) -> value v_ReceivedAsp;

    if (not f_Check_NG_PDUSessionEstablishmentReq(v_GSM_MobilityInfo,

                                                  v_ReceivedAsp.Signalling.Nas[0].Pdu,

                                                  ?,?,-,-,

                                                  -,-,-,-,

                                                  -,-,-,-,

                                                  omit, //No NSSAI

                                                  ?

                                                  ))

    {

      f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "PDU Session Establishment Message Failed");

    }

......
    //@siclog "Steps 10" siclog@

    //Cause the UE to request establishment of PDU session.

    f_UT_RequestPDUSession(UT, 3, tsc_RandomAPN);

    //@siclog "Steps 11 - 13A" siclog@ @sic R5-200213 sic@

    v_ReceivedMsg := f_NR5GC_RRCIdleToConnected_Steps2_4(v_NGC_NASCellA, '0000'B);

    f_NR5GC_RRC_ConnectedState3N_Steps5_8(v_NGC_NASCellA, v_ReceivedMsg);

    //@siclog "Step 14 - 19a1" siclog@

    f_NR5GC_PDUSessionEstablishment (v_NGC_NASCellA, -, -, -, -, -, -, -,

                                             cs_QoS_Rules ({cs_QoS_Rule('01'O, int2bit(1,6), '00'O)}),

                                             -, -, cs_QoSFlowDescr ({cs_QoS_Flow ('000011'B, { cs_QoSParameters(tsc_QoSFlowParameter_5QI, '01'O, '09'O)})}),

                                             -,-,-,-,-,-,-,

                                             -,-,-,-,-,-,-,-,

                                             cs_EAP_Message(bit2oct(encvalue(cs_EAP_Success))) , -, false);

    //@siclog "Step 20" siclog@

    // SS releases the rrc connection

    f_NR_RRCRelease(v_NGC_NASCellA);

}


