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1 Overview

This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D20wk11 related to the title of this CR.

Contact:
Shaun Harry

shaun.harry@keysight.com
2 Corrections required
Change 1
	Function name
	f_ConvertS_NSSAI_ForATCommand()

	Reason for change
	The SST in S-NSSAI is to be encoded as a hex octet. The current implementation converts it to an integer and then a string – if the value is <9 this will return a single character string (representing half an octet)

	Summary of change
	Corrected the encoding to convert SST directly from octet to string

	TTCN module
	NG_NAS_Common.ttcn

	MCC160 Comment
	


Before Change:

    function f_ConvertS_NSSAI_ForATCommand(template (value) S_NSSAI_Type p_S_NSSAI) return charstring

  {

    var S_NSSAI_Type v_S_NSSAI := valueof(p_S_NSSAI);

    var charstring v_S_NSSAIstring := "";

    v_S_NSSAIstring := int2str(oct2int(v_S_NSSAI.sst));
    if (ispresent(v_S_NSSAI.sd)) {

      v_S_NSSAIstring := v_S_NSSAIstring & "." & oct2str(v_S_NSSAI.sd);

    }

    if (ispresent(v_S_NSSAI.mappedSST)) {

      v_S_NSSAIstring := v_S_NSSAIstring & ";" & oct2str(v_S_NSSAI.mappedSST);

    }

    if (ispresent(v_S_NSSAI.mappedSD)) {

      v_S_NSSAIstring := v_S_NSSAIstring & "." & oct2str(v_S_NSSAI.mappedSD);

    }

    return v_S_NSSAIstring;

  }
After Change:
  function f_ConvertS_NSSAI_ForATCommand(template (value) S_NSSAI_Type p_S_NSSAI) return charstring

  {

    var S_NSSAI_Type v_S_NSSAI := valueof(p_S_NSSAI);

    var charstring v_S_NSSAIstring := "";

    v_S_NSSAIstring := oct2str(v_S_NSSAI.sst);
    if (ispresent(v_S_NSSAI.sd)) {

      v_S_NSSAIstring := v_S_NSSAIstring & "." & oct2str(v_S_NSSAI.sd);

    }

    if (ispresent(v_S_NSSAI.mappedSST)) {

      v_S_NSSAIstring := v_S_NSSAIstring & ";" & oct2str(v_S_NSSAI.mappedSST);

    }

    if (ispresent(v_S_NSSAI.mappedSD)) {

      v_S_NSSAIstring := v_S_NSSAIstring & "." & oct2str(v_S_NSSAI.mappedSD);

    }

    return v_S_NSSAIstring;

  }      
