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Change 1
	Function name
	 cs_IMS_ImsInfo_Init

	Reason for change
	
Following the implementation of R5-201110, vc_IMS_Global.ImsInfo.CheckAudioVideoTags has been set to false at the beginning of f_IMS_DefaultHandler(). But this setting it overwritten when f_IMS_PTC_Reset() is called because cs_IMS_ImsInfo_Init always has CheckAudioVideoTags := true.


	Summary of change
	Value for CheckAudioVideoTags has been added in input parameters. 

	TTCN module
	Common\IMS\ IMS_Component.ttcn






Before change


  template (value) IMS_PTC_ImsInfo_Type cs_IMS_ImsInfo_Init(template (omit) IPCAN_RAN_Type p_RanType,
                                                            CharStringList_Type p_IMPUList,
                                                            template (omit) integer p_UE_Release,
                                                            charstring p_HomeDomainName,
                                                            charstring p_PrivateUserId,
                                                            IMS_SecurityScheme_Type p_SecurityScheme,
                                                            IntegerList_Type p_SPI_ValidValueList_PDN1,
                                                            IntegerList_Type p_SPI_ValidValueList_PDN2,
                                                            boolean p_UEwithISIM,
                                                            integer p_BranchIndex := 0) :=
  { /* @status    APPROVED (ENDC, IMS, IMS_IRAT, LTE, LTE_A_IRAT, LTE_A_PRO, LTE_A_R10_R11, LTE_A_R12, LTE_IRAT, NR5GC, NR5GC_IRAT, POS) */
    /* @sic R5s140802: new parameter p_BranchIndex sic@ */
    /* @sic R5-172048: p_SPI_ValidValueList_PDN1, p_SPI_ValidValueList_PDN2 sic@ */
    IMPUList := p_IMPUList,
    UE_Address := omit,
    NW_Address := omit,
    P_CSCF_Address := omit,
    TransportProtocol := udp,
    RanType := p_RanType,
    UE_Release := p_UE_Release,
    SigCompStarted := false,
    HomeDomainName := p_HomeDomainName,
    PrivateUserId := p_PrivateUserId,
    ContactUrl := omit,
    BranchIndex := p_BranchIndex,
    CallIdCnt := 0,
    Registration := cs_IMS_RegistrationInfo_Init,
    Dialog := fl_IMS_PTC_DialogList_Init(),
    SecurityScheme := p_SecurityScheme,
    SPI_ValidValueList := {p_SPI_ValidValueList_PDN1, p_SPI_ValidValueList_PDN2},
    NetworkSupportsVoiceOverIMS := true,
    CheckAudioVideoTags := true,
    UEwithISIM := p_UEwithISIM
  };










After change
  
template (value) IMS_PTC_ImsInfo_Type cs_IMS_ImsInfo_Init(template (omit) IPCAN_RAN_Type p_RanType,
                                                            CharStringList_Type p_IMPUList,
                                                            template (omit) integer p_UE_Release,
                                                            charstring p_HomeDomainName,
                                                            charstring p_PrivateUserId,
                                                            IMS_SecurityScheme_Type p_SecurityScheme,
                                                            IntegerList_Type p_SPI_ValidValueList_PDN1,
                                                            IntegerList_Type p_SPI_ValidValueList_PDN2,
										   boolean p_CheckAudioVideoTags := true,
                                                            boolean p_UEwithISIM,
                                                            integer p_BranchIndex := 0) :=
  { /* @status    APPROVED (ENDC, IMS, IMS_IRAT, LTE, LTE_A_IRAT, LTE_A_PRO, LTE_A_R10_R11, LTE_A_R12, LTE_IRAT, NR5GC, NR5GC_IRAT, POS) */
    /* @sic R5s140802: new parameter p_BranchIndex sic@ */
    /* @sic R5-172048: p_SPI_ValidValueList_PDN1, p_SPI_ValidValueList_PDN2 sic@ */
    IMPUList := p_IMPUList,
    UE_Address := omit,
    NW_Address := omit,
    P_CSCF_Address := omit,
    TransportProtocol := udp,
    RanType := p_RanType,
    UE_Release := p_UE_Release,
    SigCompStarted := false,
    HomeDomainName := p_HomeDomainName,
    PrivateUserId := p_PrivateUserId,
    ContactUrl := omit,
    BranchIndex := p_BranchIndex,
    CallIdCnt := 0,
    Registration := cs_IMS_RegistrationInfo_Init,
    Dialog := fl_IMS_PTC_DialogList_Init(),
    SecurityScheme := p_SecurityScheme,
    SPI_ValidValueList := {p_SPI_ValidValueList_PDN1, p_SPI_ValidValueList_PDN2},
    NetworkSupportsVoiceOverIMS := true,
    CheckAudioVideoTags := true,
    CheckAudioVideoTags := p_CheckAudioVideoTags,
    UEwithISIM := p_UEwithISIM

};
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Change 2
	Function name
	 f_IMS_PTC_Init

	Reason for change
	Following the implementation of R5-201110, vc_IMS_Global.ImsInfo.CheckAudioVideoTags has been set to false at the beginning of f_IMS_DefaultHandler(). But this setting it overwritten when f_IMS_PTC_Reset() is called because cs_IMS_ImsInfo_Init always has CheckAudioVideoTags := true.


	Summary of change
	vc_IMS_Global.ImsInfo.CheckAudioVideoTags has been initialsed with default value true.

	TTCN module
	Common\IMS\ IMS_Component.ttcn






Before change


    function f_IMS_PTC_Init(PDN_Index_Type p_PdnIndex := PDN_1,
                          IMS_PTC_Handling_Type p_Handling := testcaseSpecificHandling,
                          template (omit) IMS_SecurityScheme_Type p_SecurityScheme := omit,
                          template (omit) IPCAN_RAN_Type p_RanType := omit,
                          template (omit) charstring p_DigestPasswordForSIP := omit,
                          IMS_TestSpec_Type p_TestSpec := TS_34229_1,
                          NameValueList_Type p_TestsuiteParameterList := {})  runs on IMS_PTC
  { /* @sic R5s130651: new parameter p_PdnIndex sic@ */
    /* @sic R5s130756 additional changes: new parameter p_SecurityScheme sic@ */
    /* @sic R5s130756: new parameter p_Pcscf sic@ */
    /* @sic R5-144747: removal of px_IMS_Pcscf and px_IMS_Pcscf_Emg => p_Pcscf removed sic@ */
    /* @sic R5s190727 change 4.2: p_DigestPasswordForSIP, p_TestSpec; p_UE_Release removed sic@ */
    /* @sic R5-196983: p_TestSpec - support of MCX sic@ */
    /* @sic R5-196983: p_TestsuiteParameterList - support of MCX: to avoid the need of importing MCX specific PICS/PIXITs sic@ */


…..

    vc_IMS_Global.PdnIndex := p_PdnIndex;
    vc_IMS_Global.Ctrl.TestBody := false;
    vc_IMS_Global.Ctrl.BlockUlDataInDefault := false;       /* @sic R5s140780 - MCC160 Implementation sic@ */
    vc_IMS_Global.Ctrl.IgnoreReset := true;                 /* @sic R5s150031: IMS is already reset after initialisation sic@ */
    vc_IMS_Global.Ctrl.Default := null;
    vc_IMS_Global.Security := valueof(cs_IMS_SecurityInfo_Init);
    if (v_IsFBBA and isvalue(p_DigestPasswordForSIP)) {  /* @sic R5-160914, R5-160915 new TC H.8.1 sic@ */
      /* Authorization and Proxy-Authorization response in Register and other request messages
       * for IMS over Fixed Broadband is MD5 digest based on password (not SIM based AKA)
       */
      v_Password_FBBA := valueof(p_DigestPasswordForSIP); // See 34.299-1 A.1.1, @sic R5-170885 sic@
      vc_IMS_Global.Security.XRES := oct2bit(char2oct(v_Password_FBBA));
      vc_IMS_Global.Security.XRESLength := lengthof(v_Password_FBBA);
    }
    vc_IMS_Global.ImsInfo  := valueof(cs_IMS_ImsInfo_Init(p_RanType, v_IMPUList, v_UE_Release, v_HomeDomainName, v_PrivateUserId, v_SecurityScheme, v_SPI_ValidValueList_PDN1, v_SPI_ValidValueList_PDN2, v_UEwithISIM));

    f_IMS_PTC_ActivateDefault(p_Handling);
  }









After change
  

  function f_IMS_PTC_Init(PDN_Index_Type p_PdnIndex := PDN_1,
                          IMS_PTC_Handling_Type p_Handling := testcaseSpecificHandling,
                          template (omit) IMS_SecurityScheme_Type p_SecurityScheme := omit,
                          template (omit) IPCAN_RAN_Type p_RanType := omit,
                          template (omit) charstring p_DigestPasswordForSIP := omit,
                          IMS_TestSpec_Type p_TestSpec := TS_34229_1,
                          NameValueList_Type p_TestsuiteParameterList := {})  runs on IMS_PTC
  { /* @sic R5s130651: new parameter p_PdnIndex sic@ */
    /* @sic R5s130756 additional changes: new parameter p_SecurityScheme sic@ */
    /* @sic R5s130756: new parameter p_Pcscf sic@ */
    /* @sic R5-144747: removal of px_IMS_Pcscf and px_IMS_Pcscf_Emg => p_Pcscf removed sic@ */
    /* @sic R5s190727 change 4.2: p_DigestPasswordForSIP, p_TestSpec; p_UE_Release removed sic@ */
    /* @sic R5-196983: p_TestSpec - support of MCX sic@ */
    /* @sic R5-196983: p_TestsuiteParameterList - support of MCX: to avoid the need of importing MCX specific PICS/PIXITs sic@ */


…..

    vc_IMS_Global.PdnIndex := p_PdnIndex;
    vc_IMS_Global.Ctrl.TestBody := false;
    vc_IMS_Global.Ctrl.BlockUlDataInDefault := false;       /* @sic R5s140780 - MCC160 Implementation sic@ */
    vc_IMS_Global.Ctrl.IgnoreReset := true;                 /* @sic R5s150031: IMS is already reset after initialisation sic@ */
    vc_IMS_Global.Ctrl.Default := null;
    vc_IMS_Global.Security := valueof(cs_IMS_SecurityInfo_Init);
    if (v_IsFBBA and isvalue(p_DigestPasswordForSIP)) {  /* @sic R5-160914, R5-160915 new TC H.8.1 sic@ */
      /* Authorization and Proxy-Authorization response in Register and other request messages
       * for IMS over Fixed Broadband is MD5 digest based on password (not SIM based AKA)
       */
      v_Password_FBBA := valueof(p_DigestPasswordForSIP); // See 34.299-1 A.1.1, @sic R5-170885 sic@
      vc_IMS_Global.Security.XRES := oct2bit(char2oct(v_Password_FBBA));
      vc_IMS_Global.Security.XRESLength := lengthof(v_Password_FBBA);
    }
    vc_IMS_Global.ImsInfo  := valueof(cs_IMS_ImsInfo_Init(p_RanType, v_IMPUList, v_UE_Release, v_HomeDomainName, v_PrivateUserId, v_SecurityScheme, v_SPI_ValidValueList_PDN1, v_SPI_ValidValueList_PDN2, -,v_UEwithISIM));

    f_IMS_PTC_ActivateDefault(p_Handling);
  }



Change 3
	Function name
	 f_IMS_PTC_Reset()

	Reason for change
	Following the implementation of R5-201110, vc_IMS_Global.ImsInfo.CheckAudioVideoTags has been set to false at the beginning of f_IMS_DefaultHandler(). But this setting it overwritten when f_IMS_PTC_Reset() is called because cs_IMS_ImsInfo_Init always has CheckAudioVideoTags := true.


	Summary of change
	Value of CheckAudioVideoTags has been retored from vc_IMS_Global.ImsInfo

	TTCN module
	Common\IMS\ IMS_Component.ttcn






Before change


  function f_IMS_PTC_Reset() runs on IMS_PTC
  { /* @sic R5s150031: new common function sic@ */
    vc_IMS_Global.ImsInfo := valueof(cs_IMS_ImsInfo_Init(vc_IMS_Global.ImsInfo.RanType,
                                                         vc_IMS_Global.ImsInfo.IMPUList,
                                                         vc_IMS_Global.ImsInfo.UE_Release,
                                                         vc_IMS_Global.ImsInfo.HomeDomainName,
                                                         vc_IMS_Global.ImsInfo.PrivateUserId,
                                                         vc_IMS_Global.ImsInfo.SecurityScheme,
                                                         vc_IMS_Global.ImsInfo.SPI_ValidValueList[0],  /* @sic R5-172048 sic@ */
                                                         vc_IMS_Global.ImsInfo.SPI_ValidValueList[1],  /* @sic R5-172048 sic@ */
                                                         vc_IMS_Global.ImsInfo.UEwithISIM,             /* @sic R5-203077: px_MCX_SIP_RegistrationWithTemporaryIdentities for MCX sic@ */
                                                         vc_IMS_Global.ImsInfo.BranchIndex));          /* @sic R5s140802 sic@ */
    vc_IMS_Global.Security := valueof(cs_IMS_SecurityInfo_Init(vc_IMS_Global.Security.SPIs));
    vc_IMS_Global.Ctrl.IgnoreReset := true;
  }    







After change
  

  function f_IMS_PTC_Reset() runs on IMS_PTC
  { /* @sic R5s150031: new common function sic@ */
    vc_IMS_Global.ImsInfo := valueof(cs_IMS_ImsInfo_Init(vc_IMS_Global.ImsInfo.RanType,
                                                         vc_IMS_Global.ImsInfo.IMPUList,
                                                         vc_IMS_Global.ImsInfo.UE_Release,
                                                         vc_IMS_Global.ImsInfo.HomeDomainName,
                                                         vc_IMS_Global.ImsInfo.PrivateUserId,
                                                         vc_IMS_Global.ImsInfo.SecurityScheme,
                                                         vc_IMS_Global.ImsInfo.SPI_ValidValueList[0],  /* @sic R5-172048 sic@ */
                                                         vc_IMS_Global.ImsInfo.SPI_ValidValueList[1],  /* @sic R5-172048 sic@ */
                                                         vc_IMS_Global.ImsInfo.UEwithISIM,             /* @sic R5-203077: px_MCX_SIP_RegistrationWithTemporaryIdentities for MCX sic@ */
                                                         vc_IMS_Global.ImsInfo.CheckAudioVideoTags,
														 vc_IMS_Global.ImsInfo.UEwithISIM,             /* @sic R5-203077: px_MCX_SIP_RegistrationWithTemporaryIdentities for MCX sic@ */
                                                         vc_IMS_Global.ImsInfo.BranchIndex));          /* @sic R5s140802 sic@ */
    vc_IMS_Global.Security := valueof(cs_IMS_SecurityInfo_Init(vc_IMS_Global.Security.SPIs));
    vc_IMS_Global.Ctrl.IgnoreReset := true;
  }


