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1 Overview

This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D20wk25 related to the title of this CR.

Contact:
Shaun Harry

shaun.harry@keysight.com
2 Corrections required
2.1 Change 1

	Function name
	f_TC_7_1_1_3_1_NR5GC

	Reason for change
	At step 20a0 SS needs to update the system information as per agreed CR R5-202543. It is not required to transmit short message to UE because UE will acquire system information after receiving rrcReconfiguration.

	Summary of change
	Call function f_NR_SS_ConfigureSysinfo to only update the system information without notifying the UE. This aligns with 7.1.1.2.1 step 19a0 implementation.

	TTCN module
	MAC_NR5GC

	MCC160 Comment
	


Before 

function f_TC_7_1_1_3_1_NR5GC() runs on NR5GC_PTC

  { // Correct Handling of UL MAC PDU / Assignment / HARQ process

    ......
         // @siclog "Step 20a0" siclog@

        //@sic R5-202543 sic@

        f_NR_CellInfo_SetTDD_UL_DL_ConfigCommon(nr_Cell1,v_TDD_UL_DL_ConfigCommon);

        f_NR_ModifySysinfo(nr_Cell1,true, RRC_CONNECTED);

        v_SpCellConfig.reconfigurationWithSync.spCellConfigCommon.tdd_UL_DL_ConfigurationCommon := v_TDD_UL_DL_ConfigCommon;

        v_CellGroupConfig := cs_38508_CellGroupConfig (tsc_NR_CellGroupId_MCG ,

                                            omit,

                                             omit,

                                             omit,

                                             omit,

                                             v_SpCellConfig //SpCellConfig

                                             );

       v_V1530Ext := cs_NR_RRCReconfiguration_v1530_IEs(bit2oct(encvalue(v_CellGroupConfig)));

       //@sic step 20-21 sic@

      ......

}
After change

function f_TC_7_1_1_3_1_NR5GC() runs on NR5GC_PTC

  { // Correct Handling of UL MAC PDU / Assignment / HARQ process

    ......
         // @siclog "Step 20a0" siclog@

        //@sic R5-202543 sic@

        f_NR_CellInfo_SetTDD_UL_DL_ConfigCommon(nr_Cell1,v_TDD_UL_DL_ConfigCommon);

        f_NR_SS_ConfigureSysinfo(nr_Cell1, - , f_NR_InitialiseBcchToPdschConfig(nr_Cell1));
        v_SpCellConfig.reconfigurationWithSync.spCellConfigCommon.tdd_UL_DL_ConfigurationCommon := v_TDD_UL_DL_ConfigCommon;

        v_CellGroupConfig := cs_38508_CellGroupConfig (tsc_NR_CellGroupId_MCG ,

                                            omit,

                                             omit,

                                             omit,

                                             omit,

                                             v_SpCellConfig //SpCellConfig

                                             );

       v_V1530Ext := cs_NR_RRCReconfiguration_v1530_IEs(bit2oct(encvalue(v_CellGroupConfig)));

       //@sic step 20-21 sic@
