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1 Overview

This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D20wk25 related to the title of this CR.

Contact:
Kalahasti, Narendra

Narendra.Kalahasti@anritsu.com
2 Corrections required
2.1 Change 1

	Function name
	f_TC_8_2_2_7_1_ENDC_EUTRA

	Reason for change
	Open UE testloop procedure should be executed only if pc_IP_Ping is set to FALSE.

NOTE: Similar changes are applied to 8.2.2.6.1.ENDC, 8.2.2.8.1.ENDC, and 8.2.3.13.1.ENDC


	Summary of change
	Add condition to execute Open UE testloop procedure if pc_IP_Ping is set to FALSE.


	TTCN module
	RRCReconfig_ENDC_EUTRA

	MCC160 Comment
	


Before change:
       function f_TC_8_2_2_7_1_ENDC_EUTRA() runs on EUTRA_5GS_PTC

  { // Bearer Modification / Handling for bearer type change without security key change / EN-DC

    f_EUTRA38_Init(EN_DC, c1);

    //Create and configure cell

    f_EUTRA_CellConfig_Def(eutra_Cell1);

    //Preamble to enter state RRC_CONNECTED using generic procedure parameter Connectivity (EN-DC) with MCG and SCG DRBs established

    f_EUTRA38_ENDC_Preamble (eutra_Cell1, PING_Or_TEST_LOOPModeB_ON, MCG_SCG, RRC_CONNECTED);

    f_EUTRA_TestBody_Set(true);

    fl_TC_8_2_2_7_1_ENDC_EUTRA_TestBody ();

    f_EUTRA_TestBody_Set(false);

    f_EUTRA_OpenUE_TestLoopMode_Deactivate_TestMode (eutra_Cell1);
    f_EUTRA_Postamble(eutra_Cell1, E2_CONNECTED);

    // If finishing in E2_CONNECTED, need to wait until connection released before taking down the NR cell!

    f_EUTRA_NR_SendCoOrd (NR, cms_EUTRA_NR_Trigger("Postamble"));

  }
After change:
         function f_TC_8_2_2_7_1_ENDC_EUTRA() runs on EUTRA_5GS_PTC

  { // Bearer Modification / Handling for bearer type change without security key change / EN-DC

    f_EUTRA38_Init(EN_DC, c1);

    //Create and configure cell

    f_EUTRA_CellConfig_Def(eutra_Cell1);

    //Preamble to enter state RRC_CONNECTED using generic procedure parameter Connectivity (EN-DC) with MCG and SCG DRBs established

    f_EUTRA38_ENDC_Preamble (eutra_Cell1, PING_Or_TEST_LOOPModeB_ON, MCG_SCG, RRC_CONNECTED);

    f_EUTRA_TestBody_Set(true);

    fl_TC_8_2_2_7_1_ENDC_EUTRA_TestBody ();

    f_EUTRA_TestBody_Set(false);

    if (not pc_IP_Ping) {

      f_EUTRA_OpenUE_TestLoopMode_Deactivate_TestMode (eutra_Cell1);

    }
    f_EUTRA_Postamble(eutra_Cell1, E2_CONNECTED);

    // If finishing in E2_CONNECTED, need to wait until connection released before taking down the NR cell!

    f_EUTRA_NR_SendCoOrd (NR, cms_EUTRA_NR_Trigger("Postamble"));

  }
