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Overview

This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D20wk25 related to the title of this CR.

Contact:
Ting Gao

gaoting@starpointcomm.com
Corrections required 
2.1 Change 1

	Function name
	f_TC_9_1_1_6_NR5GC

	Reason for change
	System information combination NR-2 is required according to TS 38523-1.

	Summary of change
	Change NR-1 to NR-2 at Preamble.

	TTCN module
	Authentication_NR5GC.ttcn

	MCC160 Comment
	


Before change:

   function f_TC_9_1_1_6_NR5GC() runs on NR5GC_PTC

  {

    //5G AKA based primary authentication and key agreement / Abnormal

    var NR_CellId_Type v_NGC_NASCellA := f_NR5GC_MapNASCell(ngc_CellA, NG_AllCellsOnSamePLMN);

    var NR_CellId_Type v_NGC_NASCellB := f_NR5GC_MapNASCell(ngc_CellB, NG_AllCellsOnSamePLMN);

    var NR_CellId_Type v_NGC_NASCellC := f_NR5GC_MapNASCell(ngc_CellC, NG_AllCellsOnSamePLMN);

    var NR_CellId_Type v_NGC_NASCellD := f_NR5GC_MapNASCell(ngc_CellD, NG_AllCellsOnSamePLMN);

    var NG_NAS_MSG_Indication_Type v_ReceivedMsg; // @sic R5-199098 sic@

    var GMM_MobilityInfo_Type v_GMM_MobilityInfo; // @sic R5-199098 sic@

    f_NR5GC_Init_NAS(NR_1);

    //Create and configure cells

    f_NR_CellConfig_Def(v_NGC_NASCellA);

    f_NR_CellConfig_Def(v_NGC_NASCellB);

    f_NR_CellConfig_Def(v_NGC_NASCellC);

    f_NR_CellConfig_Def(v_NGC_NASCellD);

    f_NR5GC_Preamble (v_NGC_NASCellA, STATE_OFF_0B); // @sic R5-199098 sic@

    //@siclog "Step 0" siclog@

    f_UT_SwitchOnUE(UT);

    //@siclog "Steps 0A" siclog@

    v_ReceivedMsg := f_NR_RRC_ConnEst_DefWithNas (v_NGC_NASCellA, tsc_NR_RRC_TI_Def, ?);

    if (not f_Check_NG_RegistrationReqMsg (v_GMM_MobilityInfo, v_ReceivedMsg.Pdu, Initial_Secure)) {

      f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Step 3-5");

    }

    fl_TC_9_1_1_3_6_Body(false);

    // Finish

    f_NR_Postamble(v_NGC_NASCellD, STATE_IDLE_1A);

  }R_Postamble(v_NGC_NASCellA, STATE_CONNECTED_3A);

  }
After change:

    function f_TC_9_1_1_6_NR5GC() runs on NR5GC_PTC

  {

    //5G AKA based primary authentication and key agreement / Abnormal

    var NR_CellId_Type v_NGC_NASCellA := f_NR5GC_MapNASCell(ngc_CellA, NG_AllCellsOnSamePLMN);

    var NR_CellId_Type v_NGC_NASCellB := f_NR5GC_MapNASCell(ngc_CellB, NG_AllCellsOnSamePLMN);

    var NR_CellId_Type v_NGC_NASCellC := f_NR5GC_MapNASCell(ngc_CellC, NG_AllCellsOnSamePLMN);

    var NR_CellId_Type v_NGC_NASCellD := f_NR5GC_MapNASCell(ngc_CellD, NG_AllCellsOnSamePLMN);

    var NG_NAS_MSG_Indication_Type v_ReceivedMsg; // @sic R5-199098 sic@

    var GMM_MobilityInfo_Type v_GMM_MobilityInfo; // @sic R5-199098 sic@

    f_NR5GC_Init_NAS(NR_2);

    //Create and configure cells

    f_NR_CellConfig_Def(v_NGC_NASCellA);

    f_NR_CellConfig_Def(v_NGC_NASCellB);

    f_NR_CellConfig_Def(v_NGC_NASCellC);

    f_NR_CellConfig_Def(v_NGC_NASCellD);

    f_NR5GC_Preamble (v_NGC_NASCellA, STATE_OFF_0B); // @sic R5-199098 sic@

    //@siclog "Step 0" siclog@

    f_UT_SwitchOnUE(UT);

    //@siclog "Steps 0A" siclog@

    v_ReceivedMsg := f_NR_RRC_ConnEst_DefWithNas (v_NGC_NASCellA, tsc_NR_RRC_TI_Def, ?);

    if (not f_Check_NG_RegistrationReqMsg (v_GMM_MobilityInfo, v_ReceivedMsg.Pdu, Initial_Secure)) {

      f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Step 3-5");

    }

    fl_TC_9_1_1_3_6_Body(false);

    // Finish

    f_NR_Postamble(v_NGC_NASCellD, STATE_IDLE_1A);

  }

