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Overview

This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D20wk25 related to the title of this CR.

Contact:
Ting Gao

gaoting@starpointcomm.com
Corrections required

2.1 Change 1

	Function name
	f_TC_9_1_7_2_NR5GC

	Reason for change
	According to R5s200716, the Close UE test loop procedure should be moved from preamble after the additional PDU session establishment procedure. However, the Close UE test loop procedure is not removed from preamble in current TTCN. 

	Summary of change
	Remove the Close UE test loop procedure from preamble.


	TTCN module
	Service_Request_NR5GC.ttcn

	MCC160 Comment
	


Before change:

   function f_TC_9_1_7_2_NR5GC() runs on NR5GC_PTC

  {

    //Prose CR required to change the title (drop T3525)

    //Service request / CONNECTED mode user data transport / Abnormal / T3517, T3525

    var NR_CellId_Type v_NGC_NASCellA := f_NR5GC_MapNASCell(ngc_CellA, NG_AllCellsOnSamePLMN);

    f_NR5GC_Init_NAS(NR_1);

    //Create and configure cells

    f_NR_CellConfig_Def(v_NGC_NASCellA);

    //Preamble

    f_NR5GC_Preamble(v_NGC_NASCellA, STATE_CONNECTED_3A, TEST_LOOPModeB_ON); //@sic R5-201088 sic@ //@sic R5s200587 sic@ //@sic R5s200716 sic@   //@sic R5-202661 sic@

    //Main test body

    fl_TC_9_1_7_2_Body();

    // Finish

    f_NR_Postamble(v_NGC_NASCellA, STATE_CONNECTED_3A);

  }
After change:

  function f_TC_9_1_7_2_NR5GC() runs on NR5GC_PTC

  {

    //Prose CR required to change the title (drop T3525)

    //Service request / CONNECTED mode user data transport / Abnormal / T3517, T3525

    var NR_CellId_Type v_NGC_NASCellA := f_NR5GC_MapNASCell(ngc_CellA, NG_AllCellsOnSamePLMN);

    f_NR5GC_Init_NAS(NR_1);

    //Create and configure cells

    f_NR_CellConfig_Def(v_NGC_NASCellA);

    //Preamble

    f_NR5GC_Preamble(v_NGC_NASCellA, STATE_CONNECTED_3A, TESTModeB_ON); //@sic R5-201088 sic@ //@sic R5s200587 sic@ //@sic R5s200716 sic@   //@sic R5-202661 sic@

    //Main test body

    fl_TC_9_1_7_2_Body();

    // Finish

    f_NR_Postamble(v_NGC_NASCellA, STATE_CONNECTED_3A);

  }
2.2 Change 2
	Function name
	fl_TC_9_1_7_2_Body

	Reason for change
	At step 2-3, a redundant RRC Reconfiguration procedure should be removed.

	Summary of change
	Remove the redundant RRC Reconfiguration procedure .

	TTCN module
	Service_Request_NR5GC.ttcn

	MCC160 Comment
	


Before change:

      //@siclog "Steps 2 - 3" siclog@

    //The SS transmits an RRCReconfiguration message to release User-plane resources for the PDU session.

    f_NR_SendRRCReconfiguration(v_NGC_NASCellA, -, v_RadioBearerConfig);

    v_RlcToReleaseList := {f_NR_LogicalChannelId_DRB(f_NR_GetDefaultDRB_ForFirstNonIMSPDUSession())}; //@sic R5s200716 sic@

    v_CellGroupConfig := cs_38508_CellGroupConfig (tsc_NR_CellGroupId_MCG , //@sic R5s200716 sic@

                                                   omit,

                                                   v_RlcToReleaseList,

                                                   omit,

                                                   omit,

                                                   omit);

    v_V1530Ext := cs_NR_RRCReconfiguration_v1530_IEs(bit2oct(encvalue(v_CellGroupConfig))); //@sic R5s200716 sic@

    f_NR_SendRRCReconfiguration(v_NGC_NASCellA, -, v_RadioBearerConfig, v_V1530Ext); //@sic R5s200716 sic@

After change:

      //@siclog "Steps 2 - 3" siclog@

    //The SS transmits an RRCReconfiguration message to release User-plane resources for the PDU session.

 //   f_NR_SendRRCReconfiguration(v_NGC_NASCellA, -, v_RadioBearerConfig);

    v_RlcToReleaseList := {f_NR_LogicalChannelId_DRB(f_NR_GetDefaultDRB_ForFirstNonIMSPDUSession())}; //@sic R5s200716 sic@

    v_CellGroupConfig := cs_38508_CellGroupConfig (tsc_NR_CellGroupId_MCG , //@sic R5s200716 sic@

                                                   omit,

                                                   v_RlcToReleaseList,

                                                   omit,

                                                   omit,

                                                   omit);

    v_V1530Ext := cs_NR_RRCReconfiguration_v1530_IEs(bit2oct(encvalue(v_CellGroupConfig))); //@sic R5s200716 sic@

    f_NR_SendRRCReconfiguration(v_NGC_NASCellA, -, v_RadioBearerConfig, v_V1530Ext); //@sic R5s200716 sic@

