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1 Corrections required

1.1 function f_TC_8_2_2_9_1_ENDC_NR()
	Function name
	function f_TC_8_2_2_9_1_ENDC_NR()

	Reason for change
	In the current TTCN implementation, the NR RB List specifying the split drb#2 mentions Linktoothercellgroup as EUTRA with value "eutra_cell_nonspecific". 

As a result, the NR side is unaware of the Eutra Cell ID. This needs to be corrected so that the NR side is aware of the EutraCell ID with which the split bearer is shared.

	Summary of change
	Specified the eutra_Cell1 in function when transfer data to/from EUTRA PTC during Preamble on EUTRA and configuration of MCG_Split. Instead of calling function f_NR_ENDC_PreambleOnEUTRA(nr_cell1, MCG_Split); called function f_NR_ENDC_PreambleOnEUTRA(nr_cell1, MCG_Split, eutra_Cell1);
Please see below.

	TTCN module
	ENDC\8_2_2\RRCReconfig_ENDC_NR.ttcn

	MCC160 Comment
	


Before Change:

	function f_TC_8_2_2_9_1_ENDC_NR() runs on ENDC_NR_PTC 
 { // Bearer Modification / Uplink data path / Split DRB Reconfiguration / EN-DC
    f_ENDC_NR_Init();
    //Create and configure NR cell1 
    f_NR_CellConfig_Def(nr_Cell1);
   // Get NR capabilities sent during EUTRA preamble
    f_NR_ENDC_PreambleOnEUTRA(nr_Cell1, MCG_Split);

    f_NR_TestBody_Set(true);
    fl_TC_8_2_2_9_1_ENDC_NR_TestBody ();
    f_NR_TestBody_Set(false);
    //Wait from coordination AFTER the connection is released in E-UTRA
    f_EUTRA_NR_WaitForCoOrd_Trigger(EUTRA, "Postamble");
    //Postamble
    f_NR_ReleaseAllCells();
  }


After Change:

	function f_TC_8_2_2_9_1_ENDC_NR() runs on ENDC_NR_PTC 
 { // Bearer Modification / Uplink data path / Split DRB Reconfiguration / EN-DC
f_ENDC_NR_Init();

//Create and configure NR cell1 
    f_NR_CellConfig_Def(nr_Cell1);
   // Get NR capabilities sent during EUTRA preamble
    f_NR_ENDC_PreambleOnEUTRA(nr_Cell1, MCG_Split, eutra_Cell1);     f_NR_TestBody_Set(true);
    fl_TC_8_2_2_9_1_ENDC_NR_TestBody ();
    f_NR_TestBody_Set(false);
    //Wait from coordination AFTER the connection is released in E-UTRA
    f_EUTRA_NR_WaitForCoOrd_Trigger(EUTRA, "Postamble");
    //Postamble
    f_NR_ReleaseAllCells();
  }


