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	Reason for change:
	In the current TTCN, at Step 11-13A, the Service type is by default expected to be data, but according to Prose this should be signalling.
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	Summary of change:
	Instead of calling function f_NR5GC_RRCIdleToConnected_Steps2_4(v_NGC_NASCellA), called v_ReceivedMsg := f_NR5GC_RRCIdleToConnected_Steps2_4(v_NGC_NASCellA, ?); at Step 11-13A
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1 Corrections required
1.1 function fl_TC_10_1_1_1_Body()
	2 Function name
	fl_TC_10_1_1_1_Body

	Reason for change
	In the current TTCN, at Step 11-13A, the Service type is by default expected to be data, but according to Prose this should be signalling.

The TTCN needs to be corrected.

	Summary of change
	Instead of calling function f_NR5GC_RRCIdleToConnected_Steps2_4(v_NGC_NASCellA), called v_ReceivedMsg := f_NR5GC_RRCIdleToConnected_Steps2_4(v_NGC_NASCellA, ?); at Step 11-13A

	TTCN module
	NR5GC\10_1\GSM_TestCases_NR5GC.ttcn

	MCC160 Comment
	


Before Change:

	<SKIPPED CODE>>
//@siclog "Steps 11 - 13A" siclog@ @sic R5-200213 sic@
    v_ReceivedMsg := f_NR5GC_RRCIdleToConnected_Steps2_4(v_NGC_NASCellA);
    f_NR5GC_RRC_ConnectedState3N_Steps5_8(v_NGC_NASCellA, v_ReceivedMsg);
 <SKIPPED CODE>


After Change:

	<SKIPPED CODE>>

//@siclog "Steps 11 - 13A" siclog@ @sic R5-200213 sic@
    v_ReceivedMsg := f_NR5GC_RRCIdleToConnected_Steps2_4(v_NGC_NASCellA, ? /*WA#10_1_1_1*/);
    f_NR5GC_RRC_ConnectedState3N_Steps5_8(v_NGC_NASCellA, v_ReceivedMsg);
 <SKIPPED CODE>


