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1 Overview

This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D20wk25 related to the title of this CR.

Contact:
Shaun Harry

shaun.harry@keysight.com
2 Corrections required
2.1 Change 1

	Function name
	fl_TC_9_1_5_1_14_TestBody

	Reason for change
	The UE may or may not have any security context when it is powered on Step 1, so the REGISTRATION REQUEST at step 1 may come with or without integrity protection.

	Summary of change
	Correct the call to f_NR_RRC_ConnEst_DefWithNas to allow for no integrity protection.

	TTCN module
	Initial_Registration_NR5GC

	MCC160 Comment
	


Before 

function fl_TC_9_1_5_1_14_TestBody() runs on NR5GC_PTC

  {

    ......
    //@siclog "Step 0A" siclog@

    //The UE is Switched/Powerd ON

    f_UT_SwitchOnUE(UT);//@sic R5-194868 sic@

    //@siclog "Step 1-12" siclog@

    //Steps 2-13 of Table 4.5.2.2-2 of the generic procedure in TS 38.508-1 [4] are performed.

    v_ReceivedMsg := f_NR_RRC_ConnEst_DefWithNas (v_NGC_NASCellE, tsc_NR_RRC_TI_Def, ?, tsc_SHT_IntegrityProtected);

      if (not f_Check_NG_RegistrationReqMsg (v_GMM_MobilityInfo, v_ReceivedMsg.Pdu, Initial_NoSecurity)) {//@sic R5s200305 sic@

        f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Registration Request Message Failed");

      }

      ......

}
After change

function fl_TC_9_1_5_1_14_TestBody() runs on NR5GC_PTC

  {

    ......
    //@siclog "Step 0A" siclog@

    //The UE is Switched/Powerd ON

    f_UT_SwitchOnUE(UT);//@sic R5-194868 sic@

    //@siclog "Step 1-12" siclog@

    //Steps 2-13 of Table 4.5.2.2-2 of the generic procedure in TS 38.508-1 [4] are performed.

    v_ReceivedMsg := f_NR_RRC_ConnEst_DefWithNas (v_NGC_NASCellE, tsc_NR_RRC_TI_Def, ?, (tsc_SHT_NoSecurityProtection, tsc_SHT_IntegrityProtected));
      if (not f_Check_NG_RegistrationReqMsg (v_GMM_MobilityInfo, v_ReceivedMsg.Pdu, Initial_NoSecurity)) {//@sic R5s200305 sic@

        f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Registration Request Message Failed");

      }

      ......

}
2.2 Change 2

	Function name
	f_UT_RequestPDUSession()

	Reason for change
	An extra quotation mark (“) is being added before [Pref_access_type] in AT+CGDCONT.

	Summary of change
	Remove extra “ before [Pref_access_type] when constructing the AT command.

	TTCN module
	UpperTesterFunctions

	MCC160 Comment
	


Before 

function f_UT_RequestPDUSession(UT_PTC_MTC_PORT p_Port,

                        integer p_SessionId,

                        charstring p_APN := "", // @sic R5s100466 sic@

                        boolean p_EmergencyBearer := false,  // @sic R5-120403 sic@

                        integer p_SSCMode := 1,

                        charstring p_S_NSSAI_ForATCmd := "",

                        boolean p_Access3GPP := true,

                        template (omit) boolean p_RQos := omit,

                        template (omit) boolean p_MH6 := omit,

                        template (omit) boolean p_AlwaysOn := omit,

                        integer p_NSLPI := -1)

  {

    var charstring v_Cmd := fl_BuildPDNRequest(p_APN, p_EmergencyBearer);

    var charstring v_CommasToReqType := ",,,,,";

    var charstring v_CommasToNSLPI := ",,,";

    var charstring v_CommasToSSC := ",,,,,,";

    if (not p_EmergencyBearer) { // add commas to Request Type

      v_Cmd := v_Cmd & v_CommasToReqType;

    }

    // Then add commas to NSLPI

    v_Cmd := v_Cmd & v_CommasToNSLPI;

    if (p_NSLPI >= 0) {

      v_Cmd := v_Cmd & int2str(p_NSLPI);

    }

    // Then add commas to SSC

    v_Cmd := v_Cmd & v_CommasToSSC;

    v_Cmd := v_Cmd & int2str(p_SSCMode-1) & ",";

    v_Cmd := v_Cmd & """" & p_S_NSSAI_ForATCmd & """,""";  //@sic R5s200501 sic@

    if (p_Access3GPP) {

      v_Cmd := v_Cmd & "0";

    } else {

      v_Cmd := v_Cmd & "1";

}

......

}
After change

function f_UT_RequestPDUSession(UT_PTC_MTC_PORT p_Port,

                        integer p_SessionId,

                        charstring p_APN := "", // @sic R5s100466 sic@

                        boolean p_EmergencyBearer := false,  // @sic R5-120403 sic@

                        integer p_SSCMode := 1,

                        charstring p_S_NSSAI_ForATCmd := "",

                        boolean p_Access3GPP := true,

                        template (omit) boolean p_RQos := omit,

                        template (omit) boolean p_MH6 := omit,

                        template (omit) boolean p_AlwaysOn := omit,

                        integer p_NSLPI := -1)

  {

    var charstring v_Cmd := fl_BuildPDNRequest(p_APN, p_EmergencyBearer);

    var charstring v_CommasToReqType := ",,,,,";

    var charstring v_CommasToNSLPI := ",,,";

    var charstring v_CommasToSSC := ",,,,,,";

    if (not p_EmergencyBearer) { // add commas to Request Type

      v_Cmd := v_Cmd & v_CommasToReqType;

    }

    // Then add commas to NSLPI

    v_Cmd := v_Cmd & v_CommasToNSLPI;

    if (p_NSLPI >= 0) {

      v_Cmd := v_Cmd & int2str(p_NSLPI);

    }

    // Then add commas to SSC

    v_Cmd := v_Cmd & v_CommasToSSC;

    v_Cmd := v_Cmd & int2str(p_SSCMode-1) & ",";

    v_Cmd := v_Cmd & """" & p_S_NSSAI_ForATCmd & """,";  //@sic R5s200501 sic@

    if (p_Access3GPP) {

      v_Cmd := v_Cmd & "0";

    } else {

      v_Cmd := v_Cmd & "1";

}

......

}
