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1 Overview

This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D20wk38 related to the title of this CR.

Contact:
Kalahasti, Narendra

Narendra.Kalahasti@anritsu.com
2 Corrections required
2.1 Change 1
	Function name
	f_NR_GetSCGConfigResume
	

	Reason for change
	In function f_NR_GetSCGConfigResume, in case v_ExistingDRBs contains 1 element, it will never be included in v_NR_RLC_BearerToAddModList due to logical error in TTCN implementation.
	.


	Summary of change
	Fix the for loop in f_NR_GetSCGConfigResume.
	.

	TTCN module
	
	

	MCC160 Comment
	NR5GC_RRCSteps
	


Before change:
  function f_NR_GetSCGConfigResume(NR_CellId_Type p_CellId) runs on NR5GC_PTC return template (value) CellGroupConfig

  {

    //@sic R5-204386 sic@

    var template (value) NR_RLC_BearerToAddModList_Type v_NR_RLC_BearerToAddModList;

    var integer i;

    var template (value) CellGroupConfig v_SCGConfig;

    var template(value) SpCellConfig v_SpCellConfig;

    var NR_DRBInfoList_Type v_ExistingDRBs := f_NR5GC_MobileInfo_GetDRBInfoList();

    var NR_UplinkBWP_Type v_NR_UplinkBWP := f_NR_CellInfo_GetUplinkBWP (p_CellId, tsc_NR_BWP_Id);

    v_NR_RLC_BearerToAddModList[0] := cs_NR_BearerConfigDef(f_NR_LogicalChannelId_SRB(tsc_SRB2), omit, omit, cs_38508_LogicalChannelConfig_SRB(tsc_SRB2), true_);

    for (i:= 1; i < lengthof(v_ExistingDRBs); i :=i+1) {

        v_NR_RLC_BearerToAddModList[i] := cs_NR_BearerConfigDef(f_NR_LogicalChannelId_DRB(v_ExistingDRBs[i].DRB_Id), omit, omit, omit, true_);

    }

    v_NR_UplinkBWP.Dedicated.R15.pusch_Config := omit;

    v_SpCellConfig := f_NR_GetSpCellConfigDef(p_CellId, cs_NR_ServingCellConfigDef(omit, 0, omit, cs_NR_UplinkConfigDef(v_NR_UplinkBWP.Dedicated.R15, omit)));

    v_SCGConfig := cs_38508_CellGroupConfig(tsc_NR_CellGroupId_MCG, v_NR_RLC_BearerToAddModList, -, -, -, v_SpCellConfig);

    return v_SCGConfig;

  }
After change:
  function f_NR_GetSCGConfigResume(NR_CellId_Type p_CellId) runs on NR5GC_PTC return template (value) CellGroupConfig

  {

    //@sic R5-204386 sic@

    var template (value) NR_RLC_BearerToAddModList_Type v_NR_RLC_BearerToAddModList;

    var integer i;

    var template (value) CellGroupConfig v_SCGConfig;

    var template(value) SpCellConfig v_SpCellConfig;

    var NR_DRBInfoList_Type v_ExistingDRBs := f_NR5GC_MobileInfo_GetDRBInfoList();

    var NR_UplinkBWP_Type v_NR_UplinkBWP := f_NR_CellInfo_GetUplinkBWP (p_CellId, tsc_NR_BWP_Id);

    v_NR_RLC_BearerToAddModList[0] := cs_NR_BearerConfigDef(f_NR_LogicalChannelId_SRB(tsc_SRB2), omit, omit, cs_38508_LogicalChannelConfig_SRB(tsc_SRB2), true_);

    for (i:= 0; i < lengthof(v_ExistingDRBs); i :=i+1) {

        v_NR_RLC_BearerToAddModList[i+1] := cs_NR_BearerConfigDef(f_NR_LogicalChannelId_DRB(v_ExistingDRBs[i].DRB_Id), omit, omit, omit, true_);

    }

    v_NR_UplinkBWP.Dedicated.R15.pusch_Config := omit;

    v_SpCellConfig := f_NR_GetSpCellConfigDef(p_CellId, cs_NR_ServingCellConfigDef(omit, 0, omit, cs_NR_UplinkConfigDef(v_NR_UplinkBWP.Dedicated.R15, omit)));

    v_SCGConfig := cs_38508_CellGroupConfig(tsc_NR_CellGroupId_MCG, v_NR_RLC_BearerToAddModList, -, -, -, v_SpCellConfig);

    return v_SCGConfig;

  }
