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1 Corrections required

1.1 fl_TC_9_1_4_1_TestBody ()
	Function name
	fl_TC_9_1_4_1_TestBody ()

	Reason for change
	1. Other test cases may fail because of the Configured NSSAI stored in UE after testing the case.

	Summary of change
	1. Add steps 69 and 70 to delete Configured NSSAI to reset UE for next test case.
Note: it will have a prose CR to support.

	TTCN module
	ConfigurationUpdate_NR5GC.ttcn

	MCC160 Comment
	


Before Change:

	function fl_TC_9_1_4_1_TestBody() runs on NR5GC_PTC

  {

   ……
    //@siclog "Step 66" siclog@

    SRB.send(cas_NR_SRB_NasPdu_REQ(v_NGC_NASCellG,

                                   v_SRB,  // @sic R5s200573 sic@

                                   cs_TimingInfo_Now,

                                   cs_NG_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered,

                                   cs_NG_CONFIGURATION_UPDATE_COMMAND( cs_ConfigUpdateInd('0'B, '1'B), // @sic R5-198186 sic@

                                                                       -, -, -, -, -, -, -, -, -, -, -, cs_NetworkSlicingInd('0'B, '1'B)))));

    //@siclog "Step 67" siclog@

    SRB.receive (car_NR_SRB_NasPdu_IND(v_NGC_NASCellG, v_SRB, cr_NG_NAS_Ind(tsc_SHT_IntegrityProtected_Ciphered,  // @sic R5s200573 sic@

                                                                      cr_NG_CONFIGURATION_UPDATE_COMPLETE)));

    //@siclog "Step 67A" siclog@

    f_NR_RRCRelease(v_NGC_NASCellG);

    //@siclog "Step 68" siclog@

    v_AT_Response := f_UT_ReadAllowedNSSAI(UT);

    if (match (v_AT_Response, f_Convert_ListOfNSSAI_ForATCommand(cs_NSSAI_SST1eMBB ('15'O)))) { // @sic R5s201141 sic@

      f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 68");

    } else {

      f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Step 68");

    }
  }


After Change:

	function fl_TC_9_1_4_1_TestBody() runs on NR5GC_PTC

  {

   ……
//@siclog "Step 66" siclog@

    SRB.send(cas_NR_SRB_NasPdu_REQ(v_NGC_NASCellG,

                                   v_SRB,  // @sic R5s200573 sic@

                                   cs_TimingInfo_Now,

                                   cs_NG_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered,

                                   cs_NG_CONFIGURATION_UPDATE_COMMAND( cs_ConfigUpdateInd('0'B, '1'B), // @sic R5-198186 sic@

                                                                       -, -, -, -, -, -, -, -, -, -, -, cs_NetworkSlicingInd('0'B, '1'B)))));

    //@siclog "Step 67" siclog@

    SRB.receive (car_NR_SRB_NasPdu_IND(v_NGC_NASCellG, v_SRB, cr_NG_NAS_Ind(tsc_SHT_IntegrityProtected_Ciphered,  // @sic R5s200573 sic@

                                                                      cr_NG_CONFIGURATION_UPDATE_COMPLETE)));

   //@siclog "Step 68" siclog@

    v_AT_Response := f_UT_ReadAllowedNSSAI(UT);

    if (match (v_AT_Response, f_Convert_ListOfNSSAI_ForATCommand(cs_NSSAI_SST1eMBB ('15'O)))) { // @sic R5s201141 sic@

      f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 68");

    } else {

      f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Step 68");

    }

//@siclog "Step 69-70" siclog@
    // Delete Configured NSSAI to reset UE for next test case. @sic R5s1048 sic@

    f_NR5GC_DeleteNSSAI (v_NGC_NASCellG, Delete_Configured, '000000'O);
    //@siclog "Step 71" siclog@

    f_NR_RRCRelease(v_NGC_NASCellG);

  }


1.2 fl_TC_9_1_4_1_TestBody ()
	Function name
	fl_TC_9_1_4_1_TestBody ()

	Reason for change
	1. For change 1.1 point1.

	Summary of change
	1. Move the Delete Configured NSSAI configuration into testbody.

	TTCN module
	Idle_CellReSelection_NR5GC.ttcn

	MCC160 Comment
	


Before Change:

	function f_TC_9_1_4_1_NR5GC() runs on NR5GC_PTC

  { // Generic UE configuration update / New 5G-GUTI, NITZ, registration requested, Network slicing indication, New Allowed NSSAI /

    // acknowledgement from the UE

    var NR_CellId_Type v_NGC_NASCellA := f_NR5GC_MapNASCell(ngc_CellA, NG_CellsOnDifferentPLMN);

    var NR_CellId_Type v_NGC_NASCellG := f_NR5GC_MapNASCell(ngc_CellG, NG_CellsOnDifferentPLMN);

    f_NR5GC_Init_NAS(NR_4, NG_CellsOnDifferentPLMN);

    //Create and configure cell

    f_NR_CellConfig_Def(v_NGC_NASCellA);

    f_NR_CellConfig_Def(v_NGC_NASCellG);

    //The UE is equipped with a USIM configuration as defined in TS 38.508-1 [4] Table 6.4.1-22 @sic R5-203772 sic@

    f_UT_USIM_Insert (UT, "USIM Configuration 17 specified in Table 6.4.1-22 TS 38.508-1");

    f_NR5GC_Preamble (v_NGC_NASCellA, STATE_CONNECTED_3A);

    f_NR_TestBody_Set(true);

    fl_TC_9_1_4_1_TestBody();

    f_NR_TestBody_Set(false);

    // Delete Configured NSSAI to reset UE for next test case. @sic R5s1048 sic@

    f_NR5GC_DeleteNSSAI (v_NGC_NASCellG, Delete_Configured, '000000'O);
    // Finish

    f_NR_Postamble(v_NGC_NASCellG, STATE_IDLE_1A);

  }


After Change:

	function f_TC_9_1_4_1_NR5GC() runs on NR5GC_PTC

  { // Generic UE configuration update / New 5G-GUTI, NITZ, registration requested, Network slicing indication, New Allowed NSSAI /

    // acknowledgement from the UE

    var NR_CellId_Type v_NGC_NASCellA := f_NR5GC_MapNASCell(ngc_CellA, NG_CellsOnDifferentPLMN);

    var NR_CellId_Type v_NGC_NASCellG := f_NR5GC_MapNASCell(ngc_CellG, NG_CellsOnDifferentPLMN);

    f_NR5GC_Init_NAS(NR_4, NG_CellsOnDifferentPLMN);

    //Create and configure cell

    f_NR_CellConfig_Def(v_NGC_NASCellA);

    f_NR_CellConfig_Def(v_NGC_NASCellG);

    //The UE is equipped with a USIM configuration as defined in TS 38.508-1 [4] Table 6.4.1-22 @sic R5-203772 sic@

    f_UT_USIM_Insert (UT, "USIM Configuration 17 specified in Table 6.4.1-22 TS 38.508-1");

    f_NR5GC_Preamble (v_NGC_NASCellA, STATE_CONNECTED_3A);

    f_NR_TestBody_Set(true);

    fl_TC_9_1_4_1_TestBody();

    f_NR_TestBody_Set(false);

    // Delete Configured NSSAI to reset UE for next test case. @sic R5s1048 sic@

    //REMOVE f_NR5GC_DeleteNSSAI (v_NGC_NASCellG, Delete_Configured, '000000'O);
    // Finish

    f_NR_Postamble(v_NGC_NASCellG, STATE_IDLE_1A);

  }


