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Change 1
	Function name
	f_EUTRA_7_3_5_3_TestBody()

	Reason for change
	For Step5, sending UL grant with more than 56 bits in RAR will cause the UE to send DRB data with RRC Reconfiguration Complete, which results in TC failure.

	Summary of change
	For eMTC test, enable UplinkGrantCE_Mode to initialize the TBS of 56 bits.

	TTCN module
	EUTRA_RRCSteps.ttcn

	MCC160 Comment
	


Before Change
function f_EUTRA_7_3_5_3_TestBody(inout PDCP_SS_State_Type p_PDCP_Rec)

    runs on EUTRA_PTC

  { 
……

    //@siclog "Step 5" siclog@

    // The UE transmits a  RRCConnectionReconfigurationComplete message.

    v_RRCConnectionReconfiguration_v890_IEs := f_EUTRA_CellInfo_GetReconfig_BR(eutra_Cell2); //@sic R5s180630 sic@

    f_EUTRA_508RRC_IntraLTE_HO_InterCell(eutra_Cell1,   // @sic R5s100430 change 2; R5s100524 sic@

                                         eutra_Cell2,

                                         {cs_DRB_ConfigAM_PDCP_Mode, cs_DRB2_ConfigUM_PDCP_Mode(p_PDCP_Rec.PDCP_SN_Size) }, // @sic R5-168359 sic@

                                         tsc_C_RNTI_Def3,

                                         -,

                                         -,

                                         -,

                                         cs_UL_GrantConfig_Stop,

                                         n32, //@sic R5s190596 sic@

                                         -,

                                         -,

                                         -,
                                         v_RRCConnectionReconfiguration_v890_IEs); // @sic R5s170095, R5s180630 sic@

    //@siclog "Step 5A" siclog@

    // The SS assigns additional UL grant to allow the UE to send a PDCP status report.

    f_EUTRA_ULGrantConfiguration_Common(eutra_Cell2, // @sic R5-168359 sic@

                                        cs_TimingInfo_Now,

                                        f_EUTRA_DciUlInfo_Get(eutra_Cell2), // @sic R5s170009, R5s170809 sic@

                                        cs_UplinkTimeAlignment_Synch_Auto_Def,

                                        cs_UL_GrantConfig_OneTime);
   …….
  } // f_EUTRA_7_3_5_3_TestBody
After change

function f_EUTRA_7_3_5_3_TestBody(inout PDCP_SS_State_Type p_PDCP_Rec)

    runs on EUTRA_PTC

  { 
……

    //@siclog "Step 5" siclog@

    // The UE transmits a  RRCConnectionReconfigurationComplete message.

    v_RRCConnectionReconfiguration_v890_IEs := f_EUTRA_CellInfo_GetReconfig_BR(eutra_Cell2); //@sic R5s180630 sic@

    f_EUTRA_508RRC_IntraLTE_HO_InterCell(eutra_Cell1,   // @sic R5s100430 change 2; R5s100524 sic@

                                         eutra_Cell2,

                                         {cs_DRB_ConfigAM_PDCP_Mode, cs_DRB2_ConfigUM_PDCP_Mode(p_PDCP_Rec.PDCP_SN_Size) }, // @sic R5-168359 sic@

                                         tsc_C_RNTI_Def3,

                                         -,

                                         -,

                                         -,

                                         cs_UL_GrantConfig_Stop,

                                         n32, //@sic R5s190596 sic@

                                         -,

                                         -,

                                         true,
                                         v_RRCConnectionReconfiguration_v890_IEs); // @sic R5s170095, R5s180630 sic@

    //@siclog "Step 5A" siclog@

    // The SS assigns additional UL grant to allow the UE to send a PDCP status report.

    f_EUTRA_ULGrantConfiguration_Common(eutra_Cell2, // @sic R5-168359 sic@

                                        cs_TimingInfo_Now,

                                        f_EUTRA_DciUlInfo_Get(eutra_Cell2), // @sic R5s170009, R5s170809 sic@

                                        cs_UplinkTimeAlignment_Synch_Auto_Def,

                                        cs_UL_GrantConfig_OneTime);
   …….
  } // f_EUTRA_7_3_5_3_TestBody
