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Change 1
	Function name
	f_NR_CellInfo_SetRACH_ConfigCommon_71116

	Reason for change
	UplinkBWP.Common.R15.rach_ConfigCommon will not be properly set with current implementation.

	Summary of change
	Correct implementation so rachConfigCommon will be properly set for  UplinkBWP.Common and SIB1.

	TTCN module
	MAC_NR5GC.ttcn

	MCC160 Comment
	Accepted


Before Change
  function f_NR_CellInfo_SetRACH_ConfigCommon_71116(NR_CellId_Type p_NR_CellId) runs on NR_BASE_PTC

  {

    var NR_CellInfo_Type v_NR_CellInfo := f_NR_CellInfo_Get(p_NR_CellId);

    var template (value) NR_UplinkBWP_Type v_NR_UplinkBWP := f_NR_CellInfo_GetUplinkBWP (p_NR_CellId, tsc_NR_BWP_Id); //Initial BWP

    v_NR_UplinkBWP.Common.R15.rach_ConfigCommon.setup.totalNumberOfRA_Preambles := 42;

    v_NR_UplinkBWP.Common.R15.rach_ConfigCommon.setup.ssb_perRACH_OccasionAndCB_PreamblesPerSSB := { one := n32 };

    v_NR_UplinkBWP.Common.R15.rach_ConfigCommon.setup.groupBconfigured := cs_GroupBConfigured_Def;

    v_NR_UplinkBWP.Common.R15.rach_ConfigCommon.setup.ra_ContentionResolutionTimer := sf48;

     if (v_NR_CellInfo.Sysinfo.NR_SysinfoCombination != MibOnly){

      v_NR_CellInfo.Sysinfo.BcchInfo.SIB1.message_.c1.systemInformationBlockType1.servingCellConfigCommon.uplinkConfigCommon.initialUplinkBWP.rach_ConfigCommon := valueof (v_NR_UplinkBWP.Common.R15.rach_ConfigCommon);

    }

    f_NR_CellInfo_SetUplinkBWP(p_NR_CellId, v_NR_UplinkBWP, tsc_NR_BWP_Id);
    f_NR_CellInfo_Set(p_NR_CellId, v_NR_CellInfo);

   }
After Change
  function f_NR_CellInfo_SetRACH_ConfigCommon_71116(NR_CellId_Type p_NR_CellId) runs on NR_BASE_PTC

  {

    var NR_CellInfo_Type v_NR_CellInfo := f_NR_CellInfo_Get(p_NR_CellId);

    var template (value) NR_UplinkBWP_Type v_NR_UplinkBWP := f_NR_CellInfo_GetUplinkBWP (p_NR_CellId, tsc_NR_BWP_Id); //Initial BWP

    v_NR_UplinkBWP.Common.R15.rach_ConfigCommon.setup.totalNumberOfRA_Preambles := 42;

    v_NR_UplinkBWP.Common.R15.rach_ConfigCommon.setup.ssb_perRACH_OccasionAndCB_PreamblesPerSSB := { one := n32 };

    v_NR_UplinkBWP.Common.R15.rach_ConfigCommon.setup.groupBconfigured := cs_GroupBConfigured_Def;

    v_NR_UplinkBWP.Common.R15.rach_ConfigCommon.setup.ra_ContentionResolutionTimer := sf48;

    f_NR_CellInfo_SetUplinkBWP(p_NR_CellId, v_NR_UplinkBWP, tsc_NR_BWP_Id);
    v_NR_CellInfo := f_NR_CellInfo_Get(p_NR_CellId);
     if (v_NR_CellInfo.Sysinfo.NR_SysinfoCombination != MibOnly){

      v_NR_CellInfo.Sysinfo.BcchInfo.SIB1.message_.c1.systemInformationBlockType1.servingCellConfigCommon.uplinkConfigCommon.initialUplinkBWP.rach_ConfigCommon := valueof (v_NR_UplinkBWP.Common.R15.rach_ConfigCommon);

    }

    f_NR_CellInfo_Set(p_NR_CellId, v_NR_CellInfo);

   }
