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Change 1
	Function name
	fl_SDAP_Preamble_Part1

	Reason for change
	According to TS 24.501 cl 8.3.1.1.1, the presence of the following IEs in Pdu Session Establishment Request is optional: SSC mode, 5GSM capability, Maximum number of supported packet filters, Always-on PDU session requested, SM PDU DN request container, Extended protocol configuration options

	Summary of change
	Expect these IEs in f_Check_NG_PDUSessionEstablishmentReq to be ANYOROMIT

	TTCN module
	SDAP_NR5GC

	MCC160 Comment
	Accepted but implemented by setting these default parameter values to “*” in the function f_Check_NG_PDUSessionEstablishmentReq.


Before 

	  function fl_SDAP_Preamble_Part1 (NR_CellId_Type p_CellId) runs on NR5GC_PTC return GSM_MobilityInfo_Type

   {

…
    // Receive PDU Establishment

    SRB.receive(car_NR_SRB_NasPdu_IND(p_CellId, tsc_NR_RbId_SRB1, cr_NG_NAS_IndWithPiggybacking(tsc_SHT_IntegrityProtected_Ciphered))) -> value v_ReceivedAsp;

    if (not f_Check_NG_PDUSessionEstablishmentReq(v_GSM_MobilityInfo_Type,

                                                  v_ReceivedAsp.Signalling.Nas[0].Pdu))
    {

      f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "PDU Session Establishment Message Failed");

    }

    return v_GSM_MobilityInfo_Type;

  }




After:
	  function fl_SDAP_Preamble_Part1 (NR_CellId_Type p_CellId) runs on NR5GC_PTC return GSM_MobilityInfo_Type

   {

…
    // Receive PDU Establishment

    SRB.receive(car_NR_SRB_NasPdu_IND(p_CellId, tsc_NR_RbId_SRB1, cr_NG_NAS_IndWithPiggybacking(tsc_SHT_IntegrityProtected_Ciphered))) -> value v_ReceivedAsp;

    if (not f_Check_NG_PDUSessionEstablishmentReq(v_GSM_MobilityInfo_Type,

                                                  v_ReceivedAsp.Signalling.Nas[0].Pdu,

                                                  -,-,-,-,*,*,*,*,*,*))
    {

      f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "PDU Session Establishment Message Failed");

    }

    return v_GSM_MobilityInfo_Type;

  }



